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INDUSTRIAL 
AIR IMPACT WRENCH 


15/8” SPLINE DRIVE NO. 481 


No. 481—Air Impact Wrench—1 1/8” bolt capacity with 
1 5/8”-14 tooth spline drive for longer socket life and 
better power transmission. Reversible. 

Suffix to above Ext-6 for 6” added spindle length $10.00 
extra. 


SPECIFICATIONS 


Average 
Cat. Air Con-| *Tension Tool 
No. sumption] in 5 Sec. Only 


18 3/4 Ibs. 
*Tested on Skidmore Wilhelm Tester Using 1 1/4”-8 Test Bolt. 


1” SQUARE DRIVE 


The Sioux No. 482 Air Impact Wrench—This fine im 
roved industrial 1” drive Impact Wrench provides the 

a with a compact, well-balanced production Impact NO. 482 — NO. 480 
Wrench. The fast run down characteristic coupled with 
balanced impacts assures long life high output. Torque 
control is adjustable in the right hand rotation. Comes 
equipped with bail for horizontal or vertical suspension, 
adjustable side handle for convenience of application. 
Built in oil reservoir. Reversible. 

No. 480—Air Impact Wrench—3/4” square drive. Bolt 
capacity 1”. 


SPECIFICATIONS 


Bolt Speed 
Cap. | R.P.M. 


Net 
Weight 


Impacts | Impacts 


i Side to *Tension Tool 

i Center in 5 Sec. Only 
3/4” hd 3600 . | 65,000 Ibs. | 18 1/2 Ibs. 
1” {11/8 | 3600 . | 70,000 Ibs. |18 3/4” Ibs. 


*Tested on Skidmore Wilhelm Tester Using 11/4”-18 Test Bolt 


No. 4031—New 5/8” Square Drive Impact Wrench. A 
high speed production wrench with a new impact mech- 
anism design which gives long life and high output. Meets NO. 4031 
industry noise level standard. 


No. 4032—Same as 4031 with 3” extended spindle. 
No. 4033—Same as 4031 with 6” extended spindle. 


No. 478—5/8” Square Drive Impact Wrench. 3/4” bolt 
capacity high performance impact wrench. For those 
extremely tough jobs. 

Suffix EXT for unit with 3” added spindle length to 
drive anvil. $8.00 Extra. (Example 478-EXT) 

Suffix to above EXT-5 for 5” added spindle length $10.00 
Extra. 


SPECIFICATIONS 


Impacts | Impacts Net 
Per Min. | Per Min. Average Weight 
Cat. Sef Sr Run Max. Air Con- | *Tension Tool 
‘ .| Down Load sumption | in 5 Sec. Only 
1800 1000 30,000 Ibs. 8 | 6 3/4 Ibs. 


1350 
1350 
1350 


6 5/8 Ibs. 
6 5/8 Ibs. 


4032 


24,000 Ibs. 


*Tested on Skidmore Wilhelm Tester Using Test Bolt Above. 
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INDUSTRIAL AIR 
IMPACT WRENCH 


No. 479—Air Impact Wrench with 5/8” Hex., is a new 
approach ito integral Quick Change Chucks on High 
Speed Impact Wrenches which gives the user a wide 
range of output. Unit has four impact surfaces to prolong 
the life of the tool. 


SPECIFICATIONS 


Average 
Air 


Impacts | Impacts [ 
Per Min. | Per Min. Weight 


Tool 


*Tension, 
5 Sec. 


71/2 Ibs. 


No. 4030—Air Impact Wrench with 7/16” Quick Change 
Chuck features a new design impact mechanism which 
produces high speed performance coupled with long life 
and high output. 


Meets industrial noise level standards. 


NO. 4030 
SPECIFICATIONS 


Impacts Average 
Per Min. Air 

Max. 
Load 


1000 


Impacts 
Per Min. 
Run 


*Tension 
5 Sec. 


Cat. 
No Size 


4030 | 7/16” Hex 


Drive Bolt | Speed 


Cap. | R.P.M. 
5/8” | 8000 


No. 4026—Industrial Air Impact Wrench features a new 
impact mechanism that produces high speed performance, 
long life and high output. Also feaures new stronger rotor 
design, and trouble free reverse valve, adjustable exhaust 
deflector. Meets industrial noise level standards. Rec- 
ommended air pressure 90 P.S.I. 


No. 4027—Same as 4026 with 3” extended spindle. 
No. 4028—Same as 4026 with 6” extended spindle. 


SPECIFICATIONS 


Impacts 


Average 
Per Min. |Per Min. i 


Air 


Weight 


Run Tool 
Down Center Only 
1350 1/4” PT | 3/8” 13/8” . ft. | 7/8”-14 }26,000 Ibs. }6 5/8 Ibs. 


1350 1/4” PT | 3/8” 
1/47 PT 


*Tested on Skidmore Wilhelm Tester using test bolt above. 


1.3/8” 
13/8” 


6 5/8 Ibs. 
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STANDA\ 
WOR 


INDUSTRIAL AIR 
IMPACT WRENCH 


No. 4007—3/8” Square Drive Impact Wrench with No. 
2306 deflecting silencer. Quality features include new 
impact mechanism, high speed and higher output than 
before, trouble free reverse value. 

No. 4008—Same as 4007 except with 2” longer spindle. 
No. 4016—Same as 4007 except with 1/2” square drive. 
No. 4017—Same as 4016 except with 2” longer spindle. 


Average 


SPECIFICATIONS 
Air 


Impacts | Impacts 
Per Min.| Per Min. Side *Tension 
Bolt Speed Run Max. Hose to 5 
ap. R.P.M. Down Load Conn. Length Center Cons. Sec. 

1/4” | 10,000 2000 1600 | 1/4” PT] 5/16” Cg 13/16” | 21/2 cu. ft. | 5/8”-18 | 11,000 Ibs. 
1/4” {10,000 ] 2000 1600 | 1/4” PT | 5/16” 7 13/16” | 2.1/2 cu. ft. | 5/8”-18 | 11,000 Ibs. 
3/8” | 10,000] 2000 | 1600 | 1/4” PT| 5/16” | 5” | 13/16” | 21/2 cu. ft. | 5/8”-18 | 11,000 Ibs. 
/8" | 10.000 2000 1600 | 1/4” PT | 5/16” 13/16” | 21/2 cu. ft. | 5/8”-18 | 11,000 Ibs. 


*Tested on Skidmore Wilhelm Tester using test bolt above. 


iw) 


NO. 4009 
No. 4009—A 3/8” lightweight straight handle lever op- NO. 4018 


erated industrial air impact wrench. Especially designed 
as suspension type tools for assembly line application. 
Smooth contoured lines make tool easy and comfortable 
to hold in any position. Reversible. 

No. 4010—Same as 4009 except with 2” longer spindle 
No. 4018—-Same as 4009 except with 1/2” square drive. 
No. 4019—Same as 4018 except with 2” longer spindle. 


SPECIFICATIONS 


Impacts Net 


Per Min. *Test *Tension Weight 
Cat. Run Bolt 5 Tool 
No. Down Size Sec. Only 
4009 10,000 2000 15/16”| 21/2 cu. ft. | 5/8”-18} 11,000 Ihs.} 2 1/2 Ibs. 
4010 10,000 2000 ‘ 15/16” | 21/2 cu. ft. | 5/8”-18 | 11,000 Ibs. | 2 1/2 Ibs. 
10,000 rig 15/16” | 21/2 cu. ft. | 5/8”-18 | 11,000 Ibs. | 2 1/2 Ibs. 
g” 15/16” | 21/2 cu. ft. | 5/8”-18| 11,000 Ibs.} 21/2 Ibs. 


NO. 4011 


NO. 4020 


No. 4011—A 3/8” wrench designed for bench general 
assembly and disassembly operations. Swivel hose connec- 
tion for easy access to hard-to-reach spots. Built-in output 
control. One hand operation reversing control. 

No. 4012—Same as 4011 except with 2” longer spindle. 
No. 4020—Same as 4011 except with 1/2” square drive. 
No. 4021—Same as 4020 except with 2” longer spindle. 


SPECIFICATIONS 


Impacts Net 
Square Per Min. Average *Test *Tension Weight 

Cat. Drive Speed Max. Hose Hose Air Bolt Tool 

No. Size R.P.M. Load Conn. Size Center Cons. Size Sec. Only 
4011 10,000 1600 | 1/4” PT} 5/16” 15/16” | 21/2 cu. ft. | 5/8”-18 | 11,000 Ibs. | 21/2 Ibs. 
4012 10,000 1600 1/4” PT| 5/16” 15/16” | 21/2 cu. ft. | 5/8”-18 | 11,000 Ibs. | 2 1/2 Ibs. 
10,000 1600 | 1/4” PT} 5/16” 15/16” | 21/2 cu. ft. | 5/8”-18 | 11,000 Ibs. | 2 1/2 Ibs. 
10,000 1600 1/4” PT| 5/16” 15/16” | 21/2 cu. ft. | 5/8”-18 | 11,000 Ibs. | 2 1/2 Ibs. 


*Tested on Skidmore Wilhelm Tester using test bolt above. 
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INDUSTRIAL AIR 
IMPACT WRENCH 


NO. 4001 


No. 4001—Industrial Air Impact Wrench for general as- 
sembly and disassembly operation in hard to reach spots. 
Small compact high speed assembly impact wrench revers- 
ible. 1/4” quick change uses standard 1/4” hex bits. 


SPECIFICATIONS 


Impacts | Impacts 
Per Min. | Per Min. 
Bolt | Speed Run Max. 
Cap. | R.P.M.| Down Load Length 


4001 [1/4” Hex |5/16” | 10,000 | 2000 | 1600 | 1/4” PT [5/16” | 61/4” 


*Tested on Skidmore Wilhelm Tester using test bolt above. 


NO. 4002 


No. 4002—Designed for assembly line work with a 1/4” 
Hex drive. Straight handle lever operated industrial im- 
pact wrench with smooth contoured lines for ease of 
handling—comfortable to hold in any position. Reversing 
valve is a positive movement, easy operating. Adjustable 
air deflector to direct the exhaust away from the operator 


SPECIFICATIONS 


*Tension 
5 


7000 Ibs. | 21/2 ths. 


*Tested on Skidmore Wilhelm Tester using test bolt above. 


NO. 4003 


No. 4003—An industrial air impact wrench designed for 
bench and general assembly and disassembly operations. 
Swivel hose connection and one hand operation reversing 
control for easy access to hard-to-reach spots. Built in out- 
put control. Equipped with 1/4” quick change chuck drive. 


SPECIFICATIONS 
Net 


Impacts | Impacts 


Per Min. | Per Min. *Tension Weight 
Cat. i Run Max. 5 Tool 
5 i E -P.M. | Down Load 5 Sec. Only 
1/4 Hex | 5/16” |10,000} 2000 1600 | 1/4” PT | 5/16” 21/2 cu. * 3 7000 ths. | 21/2 Ibs. 


*Tested on Skidmore Wilhelm Tester using test bolt above. 
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AIR IMPACT WRENCH 


1/2” AND 3/8” SQUARE DRIVE 


REACTION BALANCED—REVERSIBLE 
LESS VIBRATION FEEDBACK 
MINIMUM OPERATOR FATIGUE 


No. 313—3/8” Square Drive Impact Wrench, complete 
with 6’ leader hose and 6’ exhaust hose. For production 
or shop. 

No. 314—1/2” Square Drive Impact Wrench complete 
with 6’ leader hose and 6’ exhaust hose. Same as No. 313 
but with higher power torque output, and 1/2 square drive. 
Suffix EXT for unit with 2” added spindle length to drive 
anvil. $8.00 Extra. (Example 313-EXT) 

Designed to operate at: 90 Ibs. per square inch. 


SPECIFICATIONS 


Impacts | Impacts 
Square Per Min. | Per Min. Average 
Drive Bolt | Speed Run Max. *Tension Air Con- 
Size Cap. | R.P.M.| Down Load in 5 Sec. sumption 


5/16”| 9000 | 1200 | 600 | 1/4” PT| 5/16”| 61/2” | 31/32”| 8000 Ibs.| 21/2 cu. ft. 
314 1200 [ 600 | 1/4” PT| 5/16”| 61/2” | 31/32” | 9000 Ibs.| 21/2 cu. ft. 


*Tested on Skidmore Wilhelm Tester using 5/8”-18 Test Bolt. 


2 3/4 Lbs. 


AIR IMPACT WRENCH SETS METAL CARRYING CASE 


No. 313-S—Includes 1-No. 313 Impact Wrench and 1- 
No. 3600 Socket Set in Cardboard carton. 

No. 313-C—Includes 1-No. 313 Impact Wrench, 1-No. 
3600 Socket Set in No. 327 Metal Carrying Case. 

No. 314-S—Includes 1-No. 314 Impact Wrench and 1- 
No. 4600 Socket Set in Cardboard carton. 

No. 314-C —Includes 1-No. 314 Impact Wrench, 1-No. 
4600 Socket Set in No. 327 Metal Carrying Case. 

No. 327—Metal Carrying Case for No. 313 or No. 314 
Impact Wrenches. Will hold unit, leader and exhaust 
hoses and socket set. 


No. 4029—-#2 spline drive impact wrench with 3” ex- 
tended spindle. Has new impact mechanism design. Uses 
No. 2624-26 flip socket, 3/4” hex and 13/16 hex. 


NO. 4029 


SPECIFICATIONS 


Impacts 

Per Min. 
Bolt Speed Run 
Cap. R.P.M. Down 


*Tested on Skidmore Wilhelm Tester using test bolt above. 


Impacts 
Average *Test 
Air Con- Bolt 


*Tension 
sumption Size 5 Sec. 


[ext | 7/0” | 


Side to 
Center 


26000 Ibs.| 6 5/8 Ibs. 


No. 2624-26—Flip Socket 3/4” hex and 13/16” hex #2 


spline drive wheel lug socket. aie" apices’ 
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5/s ae 


Impacts | Impacts 
Per Min. | Per Min. 


AIR IMPACT WRENCH 


Yq" 


and 1/2” SQUARE DRIVE 


as oe : 
REVERSIBLE — CONTROLLED POWER 


A proven concept of rugged power in a high torque 
wrench. Certified torque, as shown in specifications, with 
output control make it most ideal for general purpose 
work. Built in oil reservoir. 

The No. 320-3/4” Drive Sioux wrench is power packed, 
yet light in weight for easy handling, and reaction 
balanced for minimum shock, thus less operator fatigue. 
Suffix EXT for unit with 3” added spindle length to 
drive anvil. $8.00 Extra. (Example 320-EXT) 

Suffix EXT -6 for 6” added spindle lengths $10.00 extra. 
Above unit has as standard equipment a 6’ length 1/2” 
LD. leader hose No. 1381. 


No. 321—Metal carrying case only for No. 320 air impact 
wrench. 


SPECIFICATIONS 


*Tension Average Weight 


Bolt] Speed, Run Max. in5 Air Con- Tool 
R.P.M. | Down Load Sec. sumption Only 
900 450 65,000 Ibs.| 1 1/4”-8} 71/2 cu. ft.| 15 1/8 Ibs. 


*Tested on Skidmore Wilhelm Tester using test bolt above. 


NO. 315 
NO. 316 
NO. 317 


REVERSIBLE — CONTROLLED POWER 


These Air Impact Wrenches are rugged and powerful, 
economical in cost, advanced in design. Reaction bal- 
anced, they cause less vibration feedback and minimum 
operator fatigue. Built in oil reservoir. 

No. 315—1/2” Square Drive Air Impact Wrench. Finest 
and most modern of all impact wrenches with 9 point 
power selector. 

No. 316—1/2” Square Drive Air Impact Wrench. All the 
features of the No. 315 but added power and torque. 


No. 317—Same as 316 except 5/8” square drive. 
Suffix EXT for unit with 3” added spindle length to 
drive anvil. $8.00 Extra. (Example 315-EXT) 


Suffix to above EXT-5 for 5” added spindle length. 
$10.00 Extra. 


Designed to operate at 90 Ibs. per square inch. 
SPECIFICATIONS 
Net 


*Tension Average Weight 
Bolt | Speed, in5 Air Con- Tool 
R.P.M. sumption Only 
51/2 Ibs. 
5 1/2 Ibs. 


* Tested on Skidmore Wilhelm Tester using 


a 
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5 1/2 Ibs. 


Test Bolt above. 


a ee 
AIR IMPACT WRENCH SETS 
No. 315-S—Includes 1-No. 315 Impact Wrench and 1- 
No. 4601 Socket Set in Cardboard carton. 


No. 315-C—Includes 1-No. 315 Impact Wrench, 1-No. 
4601 Socket Set in No. 328-A Metal Carrying Case. 


No. 316-S—Includes 1-No. 316 Impact Wrench and 1- 
No. 4601 Socket Set in Cardboard carton. 

No. 316-C—Includes 1-No. 316 Impact Wrench, 1-No. 
4601 Socket Set in No. 328-A Metal Carrying Case. 
No. 317-S—Includes 1-No. 317 Impact Wrench and 1- 
No. 5600 Socket Set in Cardboard carton. 

No. 317-C—Includes 1-No. 317 Impact Wrench, 1-No. 
5600 Socket Set in No. 328A Metal Carrying Case. 
No. 328-A—Metal Carrying Case (only) 12” x93/4"x 
21/2” deep. 


AIR NEEDLE SCALER 
& WELD FLUX SCALER 


No. 263—Air Weld Flux Scaler has positive chisel reten- 
tion which means the chisel is not affected by vibration. 
It also features an adjustable speed control, replaceable 
chisel holder, and built in air strainer. 


SPECIFICATIONS 


Weight 
3 Ih. 9 02. 


No. 264---Same as No. 263 except lever handle. 


SPECIFICATIONS 


Blows 


Cat. Per 
No. | Handle | Minute Length Weight 
Lever 4200 8 3/4” | 3 1b. 9 oz. 


No. 265—Is a Push Throttle Needle Scaler which features 
needle protrusion that can be varied by moving the bar- 
rel back on the housing; barrel can be easily removed to 
replace needles. Unit also features built in air strainer. 


SPECIFICATIONS 


Blows 
Per 
Minute 


4200 


Cat. 


Stroke 
11/8” 


Length 
15 5/8” 


Weight 
5 |b. 3 oz. 


No. 266—Same as above with lever throttle. 


SPECIFICATIONS 


Blows 
Per 
Minute 


4200 


Stroke 
11/8” 


Length 
14 3/4” 


Weight 


No. 279—Features a retainer guide that is easily removed 
to replace the 19 high quality shock resistant needles 
which are air cooled from a front deflected exhaust. The 
Needle Scaler attachment is securely fastened to the bar- 
rel of power unit to insure safety of operation. 


SPECIFICATIONS 


Blows 
Per 
Minute 


3500 


Cat. 
No. 


279 | Pistol 


Stroke 
Qo" 


Length 
11 7/8” 
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AIR SLUGGER 


SHEARS METAL—CUTS RIVETS—DRIVES RIVETS 
CUTS METAL—SCRAPES BODY INSULATION 
BREAKS WELDS 
No. 270—A versatile tool that triples the metal man’s out- 
put. The Sioux SLUGGER is lightweight and simple to 
operate. The rapid pneumatic hammer action makes short 

work of those tough jobs. Malleable Handle standard. 


New metering trigger gives operator full control from 
start to full power. Excellent for riveting. Recommended Air 


Pressure 90 P.S.I. 


SPECIFICATIONS 

| NO. 270 “ Seti Blows | Atm 
Hy ee ) per ir 
| : Bore | Rivet . | Length | Center Min. | Cons. 
SLUGGER 


| ” ” ” ” 4 
| 9/16” | 3/16' 6 3/4” |11/16 | 2000 | cade 


Aluminum handle optional. 


NO. 270C 


NO. 270C AIR METAL WORKING TOOL KIT 
No. 270C—Kit includes the following: 


NO. 270M 


1—No. 270 Slugger 

1—No. 274 Metal 
Carrying Case 

1—No. 2201 Cutter 

1—No. 2202 Chisel 

1—No. 2203 Rivet Buster 


1—No. 2204 Extension 
Chisel 

1—No. 2205 Scraper 

1—No. 2206 Punch 

1—No. 2208 Special 
Spring 


NQ. 270M 
SPECIAL KIT FOR MUFFLER SHOPS 


No. 270M—Kit includes the following: 


1—No. 270 Slugger 
1—No. 274 Metal 
Carrying Case 


Accessories Listed on Pages 69, 70, 71, 72, 86 


1—No. 2213 Muffler Splitter 


1—No. 2202 Chisel 


1—No. 2206 Punch 


HIGH SPEED 
AIR SLUGGER 


HIGH SPEED SLUGGER 


This fast-hitting tool is especially useful in the auto- 
motive trade for installing or removing bushings, rivets, 
universal joints, tie rods, shock absorbers; cutting mufflers, 
tail pipes, etc. It makes simple work of cutting, forming 
and crimping body panels, piercing and punching, and 
other sheet metal work. The new Sioux High Speed Slug- 
ger will accept all standard Parker Taper .401 chisel 
shanks. The Sioux High Speed Slugger has a built-in 
oiler for long life and comes equipped with air regulator. 


Cap. 
in. Rivets 
42/3 |bs. | 3/16” 


SPECIFICATIONS 


_ 
NO. 272B BODY SHOP KIT 
NO. 272B—Kit includes the following: 
1—No. 272 High Speed Slugger 
1—No. 274 Metal Case 
1—No. 2201 Body Cutter 
ic 1—No. 2203 Rivet Buster 
1—No. 2208 Special Spring 
fER 1—No. 2212 Spot Weld Breaker 


1—No. 2214 Edging Chisel 


NO. 272M MUFFLER KIT 


NO. 272M —Kit includes the following: 
1—No. 272 High Speed Slugger 
1—No. 274 Metal Case 
1—No. 2202 Chisel 
1—No. 2208 Special Spring 
1—No. 2213 Muffler Cutter 
1—No. 2220 Chisel for tailpipe cutting 
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NO. 1T1108 


NO. 172108 


ADJUSTABLE CLUTCH 


NO. 1L1105 


NO. 1L2105 


AUTO-START ADJUSTABLE CLUTCH 


NO. 172106 


INDUSTRIAL 


AIR SCREW DRIVERS 


NO. 1 SERIES 


No. 1T1108-— Is a non-reversing 1/4” Hex. Automatic 
Clutch Screw Driver includes No. 21385 Finder Spring 
and No. 44520 Retainer. 

No. 1T2108——Is a reversing 1/4” Hex. Automatic Clutch 
Screw Driver includes No. 21385 Finder Spring and No. 
44520 Retainer. 

To order magnetic, suffix “‘M’” to catalog number. This 
includes No. 2498 Bit Assembly consisting of No. 2525 
Bit Holder and No. 2497 Bushing. $10.45 extra. 


SPECIFICATIONS 
(in. Lbs.) 


Side Free s 

Cat. |R.P.M. To Running Tool 

No. o Load | Center Slam Only 
171108] 825 | 19/32%.,| 5-20 1/8” PT | 8 1/2” {1 Ib. 9 oz. NON- 
171208} 1250 | 19/32” 5-15 1/8” PT | 8 1/2” }1 Ib. 9 oz. REVERSIBLE 
171308} 2000 | 19/32” 5-10 1/8” PT |7 1/2” |1 Ib. 5 oz. 
172108} 825 | 19/32” 5-20 | 40 | 1/8” 
172208| 1250 | 19/32” 1/8” PT [8 1/2” |1 ib. 9 oz. REVERSIBLE 


5-15 
2000 5-10 1/8” PT |7 1/2” 


Screw size recommended #4 to #10 


No. 1L1105—-Is a non-reversing 1/4” Hex. Adjustable 
Clutch Lever Handle Screw. Driver includes No. 21385 
Finder Spring and No. 44520 Retainer. 

No. 1L2105—Is a reversing 1/4” Hex. Adjustable Clutch 
Lever Handle Screw Driver includes No. 21385 Finder 
Spring and No. 44520 Retainer. 

To order magnetic, suffix ““M” to catalog number. This 
includes No. 2498 Bit Assembly consisting of No. 2525 
Bit Holder and No. 2497 Bushing. $10.45 extra. 


SPECIFICATIONS 


Side wt 

cantar Only 

19/32” 

19/32” | 1/8” PT [8 7/8” |11b.90z. NON- 

19/32” lib. 50z. REVERSIBLE 
1/8” PT| 7 7/8” | 1 Ib. 5 oz. 


19/32” 1/8” PT | 91/4” 
19/32” 1/8” PT | 91/4” 
19/32” 1/8” PT | 8 1/4” 
19/32” 1/8” PT 


1 Ib. 11 oz. 
1 Ib. 11 oz. 
1lb.70z. REVERSIBLE 


1 tb. 7 oz. 


No. 1T1106—Is a non-reversing 1/4” Hex. Auto-Start Ad- 
justable Clutch Screw Driver includes No. 21385 Finder 
Spring and No. 44520 Retainer. 

No. 172106—Is a reversing 1/4” Hex. Auto-Start Adjust- 
able Clutch Screw Driver includes No. 21385 Finder 
Spring and No. 44520 Retainer. 

To order magnetic, suffix ‘‘M” to catalog number. This 
includes No. 2498 Bit Assembly consisting of No. 2525 
Bit Holder and No. 2497 Bushing. $10.45 extra. 


SPECIFICATIONS 
Torque —, 
(In. Lbs.) Net 
Wt. 
Cat. Overall Tool 
No. Center Pull Up Length Only 
171106[ 825 |19/32” | 2-20 1/8” PT [8 1/2”|1 1b. 907. NON. 
171206 19/32” 2-15 1/8” PT | 8 1/2" |1 ib. 9 oz. 
171306] 2000 | 19/32” 1/8” PT|71/2"]1 1b. 50z, REVERSIBLE 


172106 19/32” ? 
172206] 1250 [ 19/32” 1lb.90z. REVERSIBLE 
172306| 2000 | 19/32” 


Screw size recommended #4 to #10 
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INDUSTRIAL 
AIR SCREW DRIVERS 


NO. 1 SERIES 


No. 1P2308—Is a Reversible 1/4” Hex. Automatic Clutch 
Screw Driver and includes No. 21385 Finder Spring and 
No. 44520 Retainer. 


Tools listed on this page available as Magnetic Screw 
Drivers which come equipped with No. 2498 Magnetic 
Bit Fe ed consisting of No. 2525 Bit Holder and No. 
2497 Bushing. Suffix ““M” to catalog number, example s 

IP2308M. $10.45 extra. Bie, WPZSH8 


SPECIFICATIONS 


Torque 
(In. Lhs.) 


Cat. R.P.M. | Side to Soft Overall Net Wt. 
No. No Load | Center Pull up Length Tool Only 
1P1108 825 11/32” 5-20 8 13/16” | 1b. 14 oz. 
NON-REVERSIBLE 1P1208 | 1250 11/32” 5-15 813/16” | 1 Ib. 14 oz. 
1P1308 2000 11/32” 5-10 7 13/16” | 1 1b. 10 oz. 
1P2108 11/32" 1/8” PT | 813/16” | 1 Ib. 14 oz. 
REVERSIBLE 1P2208 Ty32" 1/8” PT} 813/16” 
1P2308 11/32” 1/8” PT} 713/16” 


AUTO-START ADJUSTABLE CLUTCH 


No. 1P2306—Is a Reversible 1/4” Hex. Auto Start Unit 
with Adjustable Ball Type Clutch. Standard Equipment 
includes No. 21385 Finder Spring and No. 44520 Retainer. 


SPECIFICATIONS NO. 1P2306 


Torque 
(In. Lbs.) 
Free Hose 
Cat. Side to Running | Connec- Overall Net Wt. 
No. Center Slam tion Length Tool Only 
1P1106 11/32” 38 1/8” PT | 813/16” | 1 1b. 14 oz. 
NON-REVERSIBLE 1P1206 11/32” 36 1/8” PT | 813/16” | 1 Ib. 14 oz. 
1P1306 11/32” 35 1/8” PT | 713/16” - 10 oz. 
1P2106 LUys20 1/8” 8 13/16” . 14 02. 
REVERSIBLE 1P2206 11/32" 1/8” 8 13/16” 
1P2306 11/32” 1/8” 7 13/16” 


——om 


ADJUSTABLE CLUTCH 


No. 1P2305—Is a reversible 1/4” hex. trigger operated 
unit with ball type adjustable clutch. Standard equip- 


ment includes No. 21385 finder spring and No. 44520 
retainer. 
NO. 1P2305 
SPECIFICATIONS 
Torque 
(In. Lbs.) 
Free 
Cat. R.P.M. | Side to Running Overall Net Wt. 
No. No Load | Center Slam Length Tool Only 
1P1105 825 11/32” 38 813/16” | 1 tb. 14 oz. 
1P1205 | 1250 yiy32" 36 8 13/16” | 1 tb. 14 oz. 
NON-REVERSIBLE 1P1305 2000 11/32” 32 713/16” | 1 1b. 10 oz. 
1P1405_| 1600 11/32” 35 713/16” | 1b. 10 oz. 
1P2105 11/32” 8 13/16” | 1 Ib. 14 oz. 
1P2205 11/32” 8 13/16” | 1 1b. 14 oz. 
REVERSIELE 1P2305 iifs2" 7 13/16” | 1 1b. 10 oz. 
1P2405 11/32” 7 13/16” 
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INDUSTRIAL 
AIR SCREW DRIVERS 


STALL DRIVE NO. 1P2207 


NO. 1 SERIES 


No. 1P2207—Is a reversible, trigger operated, stall type 
screw driver equipped with 1/4” hex. quick change chuck. 


SPECIFICATIONS 


Torque 
(In. Lbs.) 


Net Wt. 
Tool Only 


1 Ib. 11 oz. 


1b. 11 02._ NON-REVERSIBLE 
1 Ib. 7 oz. 


Overall 


Tih Tor” REVERSIBLE 


1 Ib. 7 oz. 


1P2407 


STALL DRIVE NO. O-2307 
NO. 2 SERIES 


No. 0-2307— Offset Handle Stall Type Screw Driver with 
1/4” Hex Integral Quick Change Chuck. The output 
control can be adjusted by setting the small screw in the 
trigger. Instant reversing and one hand operation make 
this tool a less tiring unit to operate. 


No. 6 to 1/4” | 1/4” PT| 75/8” 
1700| No. 6 to1/4”| 1/4” PT 
4 


SPECIFICATIONS 


Side to 
Center 


Net Weight 
Tool Only 


2 Ibs. 5 oz. 
2 Ibs. 5 oz. 
1lb.150z. NON-REVERSIBLE 
2 Ibs. 5 oz. 
1 tb. 15 oz. 


/ 
[ 2500 | No. 6 to1/4”| 1/47 PT| 61/2” | 13/16" | 
No. 6 to 1/4” 75/8” | 13/16” 
2000 | No. 6 to 1/4” | 1/4” PT[ 61/2” | 13/16” 
0.2107 Offset | 1/4” Hex. | 650 13/16” 
0-2207| Offset | 1/4” Hex. | 1300 | No. 6 to 1/4” 


1/4” PT| 75/8” | 13/16” 
0-2307| Offset | 1/4” Hex. | 1900] No. 6to1/4”| 1/4” PT| 61/2” | 13/16” 


1/4” PT} 75/8” | 13/16” 


2 Ibs. 5 oz. 


REVERSIBLE 


1 Ib. 15 0z. 


No. O-2301—Offset Handle Direct Clutch Screw Driver, 
designed for the production line. This tool has adjustable 
exhaust deflector, speed control, and oil reservoir. 


For additional tools this series see chart on page 13. 


SPECIFICATIONS 


Hose Side to Net Weight 

Conn. Center Tool Only 

850 E 2 Ibs. 5 oz. 

1700 é 2 Ibs. 5 oz. 

0-1301| Offset | 1/4” Hex | 2500 | No. 6 To 1/4” 
at oe 1/4” Hex | 450 | No. 6 To 1/ 33: | 
0-1601] Offset [1/4” Hex | 2000 | No. 6 To 1/4” | 1/4” PT | 61/2”| 13/16” |___.33__— 

2 Ibs. 5 oz. 


0-2201| Offset | 1/4” Hex 
0-2301| Offset | 1/4” Hex 3 1 Ib. 15 oz. REVERSIBLE 
+ Offset 


NON-REVERSIBLE 


1/4” Hex ; 2 Ibs. 5 02. 
1/4” Hex j 1 Ib. 15 oz. 


STAND 


INDUSTRIAL 
AIR SCREW DRIVERS 


NO. 2 SERIES 


NO. P-2303 


REVERSIBLE POSITIVE CLUTCH 


No. P-2303—This Air Screw Driver is a pistol grip unit 
with a reversible motor and positive clutch. See chart 
below for list of additional combinations. 


SPECIFICATIONS 

Cat. Drive Screw Side to Net Weight 

No. | Handle Size Size Length Center Tool Only 

P-1103] Pistol | 1/4” Hex. No. 6 to 1/4” 10 3/4” 13/16” 3 |hs. 2 oz. 
P-1203] Pistol | 1/4” Hex. No. 6 to 1/4” 9 5/8” 13/16” 2 Ibs. 12 oz. 
NON-REVERSIBLE ?-1303| Pistol | 1/4” Hex. No. 6 to 1/4” 95/8” | 13/16” 2 Ibs. 12 oz. 
P-1503] Pistol | 1/4” Hex. No. 6 to 1/4” 10 3/4” | 13/16” 3 Ibs. 2 oz. 
Pistol | 1/4” Hex. . 6 to 1/4” 95/8” | 13/16” 2 Ibs. 12 oz. 


3 Ibs. 2 oz. 


Pistol | 1/4” Hex. . 6 to 1/4” 10 3/4” | 13/16” 
P-2203| Pistol | 1/4” Hex. . 6 to 1/4” 10 3/4” | 13/16" 3 Ibs. 2 oz. 
REVERSIBLE P-2303| Pistol | 1/4” Hex. . 6 to 1/4” 95/8” | 13/16” 2 Ibs. 12 02. 
P-2503] Pistol | 1/4” Hex. . 6 to 1/4” 10 3/4” | 13/16” 3 Ibs. 2 02. 


Pistol | 1/4” Hex. . 6 to 1/4” 95/8" | 13/16” 2 Ibs. 12 oz. 


NO. O-2303 


REVERSIBLE—POSITIVE CLUTCH 


No. O-2303—Air Screw Driver with an offset handle for 
production work where a straight or angle screw driver 
is impractical. See list of additional combinations avail- 
able below. 


SPECIFICATIONS 


Cat. Drive Screw Side to Weight 

No. [Handle Size Size Length Center Tool Only 
0-1103 | Offset | 1/4” Hex. No. 6 to 1/4” 9 1/8” 13/16” 2 Ibs. 11 oz. 
0-1203 1/4” Hex. No. 6 to 1/4” 9 1/8” 13/16” 2 Ibs. 11 oz. 

NON-REVERSIBLE 0-1303 1/4” Hex. No. 6 to 1/4” id 13/16” 2 Ibs. 5 oz. 
0-1503 1/4” Hex. No. 6 to 1/4” 9 1/8" 13/16” 2 Ibs. 11 oz. 

0-1603 1/4” Hex. No. 6 to 1/4” oe 13/16” 2 Ibs. 5 oz. 
0-2103 1/4” Hex. No. 6 to 1/4” 13/16” 2 Ibs. 11 oz. 
0-2203 1/4” Hex. No. 6 to 1/4” 13/16” 2 Ibs. 11 oz. 

REVERSIBLE 0-2303 1/4” Hex. No. 6 to 1/4” 13/16” 2 Ibs. 5 oz. 
1/4” Hex. No. 6 to 1/4” 13/16” 2 Ibs. 11 oz. 

1/4” Hex. No. 6 to 1/4” 13/16” 2 Ibs. 5 oz. 


Select letter for handle designation and one number from each column to get tool number. 


Lever 
Handle 


Example 
P—Pistol Handle 
2—Reversible Motor 


Handles Offset Handle 


2—1700 R.P.M. Non-Rev. 
1300 R.P.M. Rev. 


O—"O" Represents Omission of Chuck when Clutch is used 
1—Direct Clutch 1/4" Hex Female Screw Driver 
Tool No. P-2201— 


Right Hand 


Rotation 


Reversible 


Air Motors Motor 


5200 R.P.M. 18,000 R.P.M. 


850 R.P.M. 1700 R.P.M. 2500 R.P.M. Non-Rev. 
Non-Rev. Non-Rev. Non-Rev. 4000 R.P.M. 
RPM. 650 R.P.M. 1300 R.P.M. 1900 R.P.M. Rey. 
Rev. Rev. Rey. Drill Only 


5/16" Jacobs 3/8" Jacobs 
"O" Represents (Optional on 2500, (Optional on 850, Non-Rev. I" Diameter 
Chucks Omission of Chuck 1/4" Jacobs 1900, 1700, 1300, 650, 450 & 1/4" Jacobs Collet Angle Available 
When Clutch Is Used 850, 650, 450 & 350 R.P.M.) Reversible Indirect Clutch 
350 RPM) Angle Tools Not Avail. ‘Only 
Not Avail. 


Positive Clutch Positive Clutch Stall Drive 
"O" Represents Direct Clutch Direct Clutch 1/4" Hex Female 1/4" Square Male Adjustable Clutch Adjustable Clutch 1/4" Hex Quick Depth Locator 
Clutches Omission of Clutch 1/4" Hex Female 1/4" Square Male Screw Driver Nut Runner 1/4" Hex Female 1/4" Square Male Change Chuck Available In 
When Chuck Is Used Screw Driver Nut-Runner ‘Angle Tools Angle Tools Screw Driver Nut Runner Screw Driver No. 2 Series 
3/8" Available Not Avail. Not Avail. 3/8" Available Angle Tools Positive Clutch 
3/8" Available Not Available Only 
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INDUSTRIAL 
AIR SCREW DRIVERS 


NO. 2 SERIES ADJUSTABLE CLUTCH 


NO. P-2305 


REVERSIBLE 


No. P-2305—Air Screw Driver is a pistol grip unit with 
a reversible motor and adjustable clutch. See chart on 
page 13 for list of additional combinations. 


SPECIFICATIONS 


Screw Hose Net Weight 


| Handle -P.M. Size Conn. Length lax. Too! Only 
1/4” Hex. . 6 to 1/4”| 1/4” PT | 10 3/4” 3 Ibs. 2 oz. 
9 5/8” 2 Ibs. 12 oz. 


9 5/8” 2 Ibs. 12 oz. NON-REVERSIBLE 
1/4” Hex. io. 10 3/4” . 3 Ibs. 2 02. 
1/4” Hex. _ 9 5/8” d 2 Ibs. 12 oz. 
1/4” Hex. i . 3 Ibs. 2 oz. 
1/4” Hex. e 3 Ihs. 2 oz. 


1/4” Hex. 2 lbs. 120z. REVERSIBLE 
1/4” Hex. 1/4” PT F 3 Ibs. 2 oz. 
1/4” Hex. - 1/4” PT 13/16” 4 2 Ibs. 12 oz. 


REVERSIBLE 


No. O-2305—Air Screw Driver with an offset handle for 
production work where a straight or angle screw driver 
is impractical. See list of additional combinations avail- 
able on page 13. 


SPECIFICATIONS 


Side to 
Center 


Net Weight 
Tool Only 


Screw 
Size 


1/4” Hex. | 850 


0-1205 | Offset | 1/4” Hex. | 1700 | No. 6 to1/4”| 1/4” PT 
0-1305 | Offset 2500 | No. 6 to 1/4” | 1/4” PT | 
: P 


- 11 02. 


-502. NON-REVERSIBLE 
- 11 oz. 


0-1505 | Offset | 1/4” Hex. | 450 | 1/ 

0-1605 | Offset _[1/4” Hex. | 2000 [No.6 to 1/4” [1/47 PT 8” 
7; 
1 


: |_.33_| 
0-2105 | Offset _| 1/4” Hex. 91/8” | 13/16” | .25 | 
0-2205 | Offset | 1/4” Hex. | 1300 13/16” | .25 | 
0-2305 | Offset [ 1/4” Hex. | 1900 | No. 6 to1/4”[ 1/4” PT | 8” 13/16” | .25 | 
: No. 6 to 1/4”| 1/4” PT | .25 | 

| .25_| 


REVERSIBLE 


0-2505 | Offset | 1/4” Hex. | 350 91/8” | 13/16” 
0-2605 | Offset [ 1/4” Hex. | 1600 [No.6 to1/4”[1/a7 PT | 8” = [| 13/1 


| NO. L-2305 
| REVERSIBLE 


No. L-2305—Air Screw Driver is a lever handle unit with 
a reversible motor and adjustable clutch. Convertible to 
any production need. See Chart on page 15 for list of 
additional combinations. 


| SPECIFICATIONS 


Net Weight 
Tool Only 


| L-1105] Lever | 1/4” Hex. | 850 | No. 6 to 1/4” 2 Ibs. 11 oz. 


| L-1205]} Lever 1700 | No. 6 to 1/4” 2 Ibs. 11 oz. 
| L-1305] Lever | 1/4” Hex. | 2500 | No. . 2 \bs.50z. NON-REVERSIBLE 
i L-1505] Lever | 1/4” Hex. 450 | No. : 2 Ibs. 11 oz. 
L-1605]| Lever | 1/4” Hex. | 2000 | No. 2 Ibs. 5 oz. 


L-2105 1/4” Hex. | 650 | No. 2 Ibs. 11 oz. 
q L-2205 1/4” Hex. | 1300 | No. 2 Ibs. 11 oz. 
Lever | 1/4” Hex. | 1900 | No. 6 to 1/4” 
1/4” Hex. [| 350 | No. 6 to 1/4” 
Lever | 1/4” Hex. | 1600 | No. 


| L-2305 2 Ibs. 50z. REVERSIBLE 
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No 


1/4” PT 


8 15/16” 


L-2505 2 Ibs. 11 oz. 
2 Ibs. 5 oz. 


1/4” PT 
1/4” PT 


STANDA 


ic 
/ER 


INDUSTRIAL 


AIR SCREW DRIVERS 


ALL ANGLE ‘S’”’ SERIES 


REVERSIBLE 


No. $-2303—All-Angle Screwdriver. Operates quietly and 
effectively in areas inaccessible to other tools. Reversible 
rotation, 2200 RPM positive clutch, 1/4” hex screw- 
driver. 

See catalog numbering index below for complete range 
of drills, nut runners and screwdrivers available in this 
series. 


SPECIFICATIONS DIRECT CLUTCH 


Side to 


Hose 


Net Weight 


No. Size Conn. Center Tool Only 
S-1101 | 1/4” Hex 1/4” PT | 29/32 7 Ibs. 5/16 oz. 
NON- S-1201- 29/32 4 Ibs. 5/16 oz. 
REVERSIBLE $-1301 4 Ibs. 5/16 02. 


1/4” Hex 1/4” PT | 29/32 | 1000 | 4 Ibs. 5/16 oz. 
REVERSIBLE 1/4" Hex 1/4” PT | 29/32 | 1600 | 4 Ibs. 5/16 oz. 
$-2301 | 1/4” Hex 1/4” PT | 29/32 | 2200 | 4 Ibs. 5/16 oz. 


POSITIVE CLUTCH 


$-2303 


1/4” Hex 1/4” PT | 29/32 | 1000 5/16 07. 
NON- $-1203 | 1/4” Hex 1/a? pT | 29/32 | 1600 | 4 Ibs. 5/16 oz. 
REVERSIBLE $1303 | 1/4” Hex |.36 | 1/47 PT | 29/32 | 2200 | 4 Ibs. 5/16 oz. 
1/4" Hex | 25 | 1/47 PT | 29/32 | 1000 | 4 Ibs. 5/16 oz. 
REVERSIBLE 1/4" Hex | _.25 | 1/47 PT | 29/32 | 1600 5/16 07. 


Screw Driver 


29/32 | 2200 
ADJUSTABLE CLUTCH 


5/16 oz. 


1/4” PT | 29/32 | 1000 
NON- 1/47 Hex 1/4” pT | 29/32 | 1600 | 5lbs. 7/S oz. 
REVERSIBLE 1/47 Hex |_.36 | 1/4” PT | 29/32 | 2200 


1/4” Hex | .25 
1/4” Hex 25 1/4” PT 


REVERSIBLE 


1/4” PT | 29/32 


1/87 PT 
STALL DRIVE 


29/32 | 1600 
29/32 | 2200 


S-1107 | 1/4” Hex 1/4" PT | 29/32 | 1000 

NON- $1207 |_1/4” Hex 1/4” pT | 29/32 | 1600 | 2 Ibs. 5oz. 
REVERSIBLE $1307 | 1/4” Hex | .36 | 1/4” PT | 29/32 | 2200 
1/47" Hex 1/4” PT | 29/32 | 1000 
REVERSIBLE 1/47 Hex | .25 | 1/4” PT | 29/32 | 1600 
1/4” Hex | 25 | 1/4” PT | 29/32 | 2200 


See the catalog 
numbering index to 
the right for the full 
range of drills, nut 
runners and screw- 
drivers available in 
this series. 


1/4" Drill 3 9/16" 2# 10 oz 
5/16" Drill 3 23/32" 2# 12 02. 
3/8" Drill 4 1/16" 2# 15 oz 
1/4" Collet 3 5/8" 2# 6 o7. 
1/4" Stall Drive 2 7/8" 2# 5 oz 
Positive :& Direct Screwdriver 4 5/16" 2# 10 o2. 
Positive & Direct Nutrunner 4 3/8" 2# II oz 
Adjustable Screwdriver 5 7/8" 2# 15 oz. 
Adjustable Nutrunner 5 15/16" 34 0 o. 


CATALOG NUMBERING INDEX ALL-ANGLE AIR SERIES 


S-1 1 ° 
Right Hand "O" Represents 
Rotation 1000 R.P.M. Omission of Chuck 
When Clutch is Used 
$-2 a 1 
Reversible 1600 R.P.M. 1/4" Jacobs 


5 
ee ae 


Not Available for 
Reversible Tools 


Select one number from each column to get tool number. 


EXAMPLE 
S-1—Right Hand Rotation 
3—2200 R.P.M. 
O—Represents Omission of Chuck When Clutch is Used 
3—Positive Clutch 1/4" Hex. Female Screwdriver 
Tool No. S-1303— 


1 
2 


“O" Represents 
Omission of Clutch 
When Chuck is Used 


Direct Clutch 
1/4" Hex, Female 
Screwdriver 


Direct Clutch 
1/4" Square Male 
Nut Runner 


Positive Clutch 
1/4" Square Male 
Nut Runner 
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INDUSTRIAL 
AIR SCREW DRIVERS 


NO. 3 SERIES 


NO. 3P2503 


POSITIVE CLUTCH 


No. 3P2503—Is a heavy duty reversible positive clutch 
pistol Screw Driver. It has an easy operating throttle 
which also provides slow speeds for starting screws. Other 
features include an adjustable exhaust deflector; speed 
control and oil reservoir. An adjustable auxiliary side 
handle No. 2355 is provided with each screw driver. 3/8” 
hose recommended. 


SPECIFICATIONS 


Side 
To Net Weight 
Length Center Tool Only 
| Pistol | 7/16” Hex. | 360 | 1/4”PT | 93/16” 11/32” 4 Ibs. 10 oz. 
| Pistol | 7/16” Hex. | 650 | 1/4” PT 9 3/16” Li/s2" 4 Ibs. 10 oz. -F.M. 
| Pistol | 7/16” Hex. 1000 9 3/16” 11/32” 4 Ibs. 10 oz. | 8 C.F.M. NON- 
| 1 | 
yi | 
; 
a 
as. 
75 


3P1103 


/ 
| Pistol | 7/16” Hex. 1/4” PT 9 3/16” 11/32” 8 C.F.M. REVERSIBLE 
[Pistol _| 7/16” Hex. 1/4” PT_| 77/8” _ | 11/32” FM. 
| Pistol | 7/16” Hex. | 2650 | 1/4” PT 77/8" Li/s2e 
| Pistol | 7/16” Hex. | 300 | 1/4” PT | | 20”. | 1ay32” 5 Ibs. 3 oz. 
| Pistol | 7/16” Hex. | 550 1/4” PT 10” 11/32” 5 Ibs. 3 oz. 
| Pistol | 7/16” Hex. | 850 1/4” PT 10” 11/32” [|_. ; 
[Pistol | 7/16” Hex. [1200 | 1/4” pT [ 10” _—*[ 11/32” | 75 
| Pistol | 7/16” Hex. 1/4” PT | 81i/le”_| 11/32” | _.75 
| Pistol | 7/16” Hex. | 2250 | 1/4” PT | 811/16” | 11/32” 


REVERSIBLE 


3P2403 


NO. 3P2601 


DIRECT CLUTCH 


No. 3P2601—Is a heavy duty reversible direct clutch, pis- 
tol Screw Driver. It has the same features as the No. 3 
Series positive clutch screw driver. 3/8” hose recom- 
mended. 


SPECIFICATIONS 
To Net Weight Con- 
Handle Length Center Tool Only sumption 
Pistol sow | ee | a 4 -F.M. 
| Pistol | 7/16” Hex. | | 9 3/16” [| 11/32” [1 | 4 ths. 10 oz. -F.M. 
[Pistol | 7/16” Hex. | NON- 
TAG Hex. REVERSIBLE 
7716" Hex. 7778” _| 11/32" | _1_| 3ibs. 13 02. | 
7/16" Hex. 77/8” 
3P2201 i ’ 1/4” PT 10” “11/32” a 5 Ibs. 3 oz. 
3P2301 i 1/4” PT 10” 11/32” ai 5 Ihs. 3 oz. f 
75 | Sihs.30z.| 8C.F.M.. REVERSIBLE 


1/4” PT 10” : 
1/4” PT | 8 11/16" 75 4 Ibs. 6 oz. 


AUXILIARY HANDLE 


No. 2355—This auxiliary handle is designed to fit the No. 
3 Series pistol drills and screwdrivers to provide perfect 
control and support. 


STAND. 


cE 
IER 


INDUSTRIAL 
AIR DEPTH LOCATOR 
SCREWDRIVERS 


|. 


No. O-2309—Offset Handle Depth Locator Screw Driver NO. 0-2309 
features a positive Clutch and a depth adjustment in in- 
crements of .005”. The light weight of this tool makes it 
easy to handle and operate. No. 2525 magnetic bit holder, 
No. 2 Phillips insert bit and No. 2923 nosepiece supplied 
with each tool. All optional nosepieces listed below avail- 
able at same price. 


SPECIFICATIONS 


Net Weight 
Tool Only 


cd 174” Hex | 850 | 1/4” PT 
Offset 
Offset 
Offset / 

| Offset | 1/4” Hex | 650 | 1/4” PT] 11 1/8” | 13/16” is i 
Offset | 1/4” Hex 11 1/8” | 13/16” 2 Ib. 11 oz. 
Offset | 1/4” Hex | 1900 10” 13/16” 2 Ib. 11 0z. 


Offset | 1/4” Hex | 350 | 1/4” PT | 111/87 | 13/16” | .25 | 3 1b. Loz. 
Offset | 1/4” Hex | 1600 |1/47PT| 10” | 13/16” | .25 | 21b. 1loz. 


NON-REVERSIBLE 


0-1509 
0-1609 


3 Ib. 1 oz. 


REVERSIBLE 


0-2609 


No. $-2309—All Angle Depth Locator Screw Driver for NO. S-2309 
limited access areas. Equipped with “O” Ring seal which 
prevents dirt & dust from getting into the clutch area. 
Unit also features a depth adjustment in increments of 
005”. No. 2525 magnetic bit holder, No. 2 Phillips insert 
bit and No. 2923 nosepiece supplied with each tool. All 
optional nosepieces listed below available at same price. 


SPECIFICATIONS 
Net Weight 


No. ax. Tool Only 
S- 1/4” Hex 36 
NON-REVERSIBLE 1/4” Hex 6 3/4" | .36 
1/4” Hex 6 3/4” | _.36 
1/4” Hex 1/4” PT | 63/8” | 63/4” 
REVERSIBLE 1/4” Hex 6 3/8” eae 
1/4” Hex | 2200 | 1/4” PT | 63/8” | 63/4” | .36 | 31 


No. P-2309—Pistol Handle Depth Locator Screw Driver 
with Positive clutch, features an easy depth adjustment NO. P-2309 
in increments of .005”. It allows the operator to drive 
screws to an exact pre-determined depth on various 
applications. No. 2525 magnetic bit holder, No. 2 Phillips 
insert bit and No. 2923 nosepiece supplied with each 
tool. All optional nosepieces listed below available at 


same price. 
SPECIFICATIONS 
Drive Hose Side to 
Handle Size R.P.M.| Conn. Length Center 
Pistol | 1/4” Hex} 850 | 1/4” PT 11” 13/16” 
Pistol | 1/4” Hex | 1700 | 1/4” PT i” 13/16” 
Pistol | 1/4” Hex] 2500] 1/4” PT | 97/8” 
| Pistol [ 1/4” Hex{ 450 | 1/4” PT | 11” 
|_ 2000 | 


1/4” PT 
Pistol | 1/4” Hex | 650 
Pistol | 1/4” Hex | 1300 | 1/4” PT 


Pistol | 1/4” Hex | ©1900 | 1/4” PT 
i 1/4” Hex | 350 
i 1/4” Hex | 1600 


Net Weight 
Tool Only 


3 Ib. 8 oz. 


NON-REVERSIBLE 


3 Ib. 2 oz. 


REVERSIBLE 


NO. 2920 NO. 2921 Zz NO. 2922 NO. 2923 
176" et 76" a? oc | L “hed 
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INDUSTRIAL 
AIR NUT RUNNERS 


NO. 2 SERIES ADJUSTABLE CLUTCH 


The No. P-1306 SIOUX Production Air Nut Runner 
is a non-reversing, adjustable clutch unit that has a 
built-in speed adjustment and oil reservoir. 

Pistol Grip Production Air Nut Runners are designed 
for complete versatility. Available in four different 
clutches and speed ranges from 350 RPM to 2500 RPM, 
and is available with 1/4” and 3/8” square drive. See 
page 13 for other combinations. Offset handle available. 


NO. P-1306 


Handle R.P.M. 
Pistol 850 
Pistol 1/4” 14” 1700 
iy" [| 2500 
450 
a 
8 9/16” 


| Pistol | 

|_Pistol__| 
[Pistol | 1/4” 1/4" 650 1/4” 13/16” 25 
| Pistol | 1/4” 1/4” 1300 1/4” 01/8” | 13/16” 25 


Pistol 1/4" 1/4" 1900 | 1/a"__| 9” ~ | 13/16" 
Pistol 1/4” 1/4” 350 1/4” 13/16” 
| Pistol [| 1/4” | 1/4” 1600 1/4” 13/16” 


SPECIFICATIONS 


REVERSIBLE 


REVERSIBLE 


P-2606 2 Ib. 15 oz. 


NO. 0-1306 


No. O-1306—Air Nut Runner with an offset handle for 
production work where a straight or angle nut runner is 
impractical. See list of additional combinations available 
on page 13. 


SPECIFICATIONS 


Net 
Side to Weight 
Length Center Tool Only 
91/8” 13/16” | .33 | 2 tbs. 11 oz. 
91/8” 2 Ibs. 11 oz. 


1/4” 


aa 2 ibs. 502. NON-REVERSIBLE 
ya" 


2 Ibs. 11 oz. 
2 ths. 5 oz. 
2 Ibs. 11 oz. 
2 Ibs. 11 oz. 

2 Ibs. 502. REVERSIBLE 
2 Ibs. 11 oz. 

2 Ibs. 11 oz. 


See ee ue rc 


No. L-1306—Lever operated Air Nut Runner is a Non- 
Reversing Adjustable Clutch Unit for assembly line opera- 
tion. Lever operated air nut runners have reversible and 
non-reversible lever operation with speed ranges from 350 
R.P.M. to 2500 R.P.M. and with 1/4” and 3/8” square 
drive. 

See chart on page 13 for other combinations. 


SPECIFICATIONS 


Side to 
Center 


13/16” 
13/16” E 2 Ib. 8 oz. 
13/16” P 2 Ih. 2 07 
13/16” : 2 Ih. 8 oz. 
13/16” 
13/16” 
13/16” 


NON- 
REVERSIBLE 


REVERSIBLE 


13/16” 


[Lever _[_1va" [37a | 600 | 1/a”_|77Ae"_| ase” | 25 
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INDUSTRIAL 
AIR DRILLS 


NO. 2 SERIES 


All drills on this page available as reversible drills. NO. P-1310 NON-REVERSIBLE 


No. P-1310—A production air drill available in speeds of 
350-18,000 RPM. This air drill has a built-in speed ad- 
justment and oil reservoir. Recommended air pressure, 90 
P.S.I. See chart on page 13 for other combinations. 


SPECIFICATIONS 


Cat. Hose Side to Net Weight] Spindle 

No. Handle Conn. Length Center Tool Only | Thread Size 
P-1110 Pistol 1/4” PT 7 7/8" 13/16” 3.3 Ibs. 3/8"-24 
P-1210 Pistol 1/4” PT 77/8" 13/16” 3.3 Ibs. 3/8"-24 
P-1310 Pistol 1/4” PT 6 3/4” 13/16” 2.13 Ibs. 3/8"-24 
P-1410 Pistol 1/4” PT 6 3/4” 13/16” 2.13 Ibs. 3/8"-24 
P-1510 Pistol 1/4” PT 77/8" 13/16” 3.3 Ibs. 3/8"-24 
P-1610 Pistol 1/4” PT 6 3/4” 13/16” 2.13 Ibs. 3/8"-24 


NO. O-1310 NON-REVERSIBLE 


No. O-1310—Offset grip air drill with a handle that per- 
mits adapting it to difficult working areas. Recommended 
air pressure, 90 P.S.I. See chart on page 13 for other 
combinations. 


SPECIFICATIONS 


Cat. Hose Side to Net Weight] Spindle 

No. Handle Conn. Length Center Tool Only | Thread Size 
0-1110 Offset 1/4” PT 81/2” 13/16” 3 Ibs. 3/8"-24 
0-1210 Offset 1/4” PT 81/2” 13/16” 3 Ibs. 3/8!-24 
0-1310 Offset 1/4” PT 7 7/8" 13/16” 2.10 Ibs. 3/8"-24 
0-1410 Offset 1/4” PT 7 7/8" 13/16” 2.10 Ibs. 3/8"-24 
0-1510 Offset 1/4” PT 81/2” 13/16” 3 Ibs. 3/8" -24 
Offset 1/4” PT 77/8" 13/16” 2.10 Ibs. 3/8"-24 


No. L-1310—Designed for assembly line work, this lever 
air drill is available in speeds from 350-18,000 RPM, with 
1/4”, 5/16” or 3/8” chucks. Recommended air pressure, 
90 P.S.I. See chart on page 13 for other combinations. 


SPECIFICATIONS 


fe: Length Ons Tonys Thad Size NO. L-1310 
L-1110 77/8” | 13/16" 2.9 Ibs. | 3/87-24 
L-1210 77/8” | 13/16" 2.9 Ibs. | 3/87-24 NON-REVERSIBLE 
L-1310 63/4” | 13/16” 2.3 lbs. | 3/87-24 
L-1410 63/4” | 13/16” 2.3 ths. | 3/87-24 
L-1510 77/8” | 13/16” 2.9 hs. | 3/8”-24 
L-1610 63/4” | 13/16” 2.3 Ibs. | 3/87-24 
L-1910 63/4” | 13/16” 2.3 Ibs. | 3/8”-24 


“S”” SERIES S4310 


No. S$-1310—All-Angle Drill. Here is the world’s most Drill 
convenient fistfull of drilling power. Quiet because the air 

exhaust can be diverted through 360° and away from the 

work. Three-foot exhaust tube assembly leads exhaust 

away from the work area. Available $10.00 extra. 


SPECIFICATIONS 


Chuck Hose Side to =P. Net Weight 
Size R.P.M. Conn. Length Center ax. Tool Only 


1/4” { 1000 | 1/4” PT] 39/16”| 29/32 2 Ib. 10 oz 
1600 | 1/4” PT] 39/16” | 29/32 2 Ib. 10 oz 
1/4” | 2200 | 1/4” PT | 39/16" | 29/32 2 Ib. 10 oz 
1/4” | 3500 | 1/4” PT] 39/16" | 29/32 2 Ib. 10 oz 
5000 | 1/4” PT | 39/16” | 29/32 
1000 | 1/4” PT} 39/16" | 29/32 2 Ib. 10 oz 
1/4” PT | 39/16” | 29/32 | .25 | 2 |b. 10 oz 
2200 | 1/4” PT] 39/16" | 29/32 | .25 


Spindle 
Thread Size 


3/8""-24 
3/8""-24 
3/8""-24 
3/8""-24 
3/8"-24 
3/8"-24 
3/8”-24 
3/8”-24 


No. 
S-1110 


NON-REVERSIBLE _ S-1310 
S-1410 
§-1510 
$-2110 
REVERSIBLE $-2210 
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INDUSTRIAL 
AIR DRILLS 


No. 1466—Drill is powerful and quiet. It is governor 
controlled for air economy and uniform drilling speed. 
Anti friction bearings throughout. Castings are heavy 
aluminum. Motor has floating rotor construction with 
powdered iron end plates. Limited angle swivel supplied 
with tool. Comes equipped with momentary throttle, aux- 
iliary side handle and 6 ft. of 3/8” hose No. 1376. Meets 
industrial noise level standards. 


SPECIFICATIONS 
NO. 1465 Recom- 
Spindle | Spindl | tee 
pindle pindle ir on- 
NO. 1466 Thread Offset Pressure | sumption 
NO. 1467 [ Grin_| 3/8” | 1/2”-20 1000 | 1 | 90P.S.1. | 8C.F.M. 
" 1466 | Grin | 1/2” [1/2"-20 | 1” | 550 | 1 | 90Ps.. | 8C.F.M. | 1/47 PT| 13378” 
1467 | Grip | 1/2” | 1/2”-20 375 1 | 90P.S.1. | 8C.F.M. | 1/4” PT] 13 3/8” | 5 Ib. & oz. 


No. 1450—1/4” pistol grip air drill. Smooth action, two- 
stage trigger provides slow speed for locating point of drill 
bit when starting. Adjustable speed control and oil res- 
ervoir. Includes No. 2306 deflecting silencer. 


Optional equipment includes No. 44124 Chuck Guard, 
No. 35261 Hanger and No. 1364 Exhaust Hose complete. 
For best performance we recommend the Air Control 
1450 Unit No. 1644 installed in the air line. 


NO. 


NO. 1451 All drills listed in chart below except No. 1453 are avail- 
NO. 1452 able with No. 2352 1/4” hex. quick change chuck or 

adaptors No. 2350 1/4” square drive and No. 2351 3/8” 
NO. 1453 square drive. Same price. Meets industrial noise level 
NO. 1454 standards. 


PISTOL GRIP AIR DRILL 


SPECIFICATIONS 


Overall 
Length 
With 

Chuck 


Spindle Spindle 
Thread Offset R.P.M. 


3/8"'-24 2600 


sumption 
15 C.F.M. 
| 2000 | .33 | 90P.S.1.[ 15C.F.M. 
3000 | .33 | 90P.S.1.[ 15C.F.M. 
5000 | .33 | 90P.S.1. | 15C.F.M. | 
[ 13/16” | 2600 | 33 | 90P.s.i.] i5crm. | vat | 67/8" | 


Pressure 
90 P.S.I. 


1/4” PT 


2.25 Ibs. 


NO. 3P1340 NO. 3 SERIES NON-REVERSIBLE 


No. 3P1340—TIs a heavy duty pistol grip drill. It has an 
easy operating throttle valve which also provides slow 
speed for locating point of drill when starting. Other fea- 
tures include an adjustable exhaust deflector; speed con- 
trol and oil reservoir. An adjustable auxiliary side handle 
No, 2355 is provided with each drill. 3/8” hose recom- 
mended. Meets industrial noise level standard. 


SPECIFICATIONS 


Spindle 
Cat. Thread Net Weight 
No. Size Tool Only 
3P1140 1/2”-20 
3P1240 1/2”-20 11/32" 
3P1340 Pistol 1/2”-20 11/32” 


3P1430 
3P1530 
3P1630 


Pistol 
Pistol 
Pistol 


L1/32” 
11/32” 
11/32” 


4 Ibs. 4 oz. 
4 Ibs. 4 oz. 


1/2”-20 
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INDUSTRIAL ANGLE 
AIR SCREW DRIVERS 


NO. 1 SERIES 


1A1401—An ultra small right angle screw driver for 
hard to reach small screws and nuts. Equipped with a 
very accurate adjustable clutch or direct drive. Has a 
built in air regulator for adjusting direct drive. The spindle 
has a 1/4” hex drive equipped with a threaded bit re- 
tainer for insert bits. Can be converted to 1/4” square nut 
runner by using No. 2429 adaptor shown below. 


No. 2429—Adaptor, 1/4” hex. to 1/4” gs” 
square, used with No. 1 series Angle 
Screw Drivers. Converts screw driver to 
nut runner. 


NO. 1A1401 


Torque 
(in. Ibs.) 


SPECIFICATIONS 


Cat. Drive Soft Net Wt. 

No. Size Pull Up Length Tool Only Clutch 
1A1101 1/4” Hex. 2-20 1/8” PT 10 1/4” 11/32” 1 1b. 9 oz. 
1A1201 1/4” Hex. 2-15 1/8” PT 10 1/4” 11/32” 1 Ib. 9 oz. Direct 
1A1301 1/4” Hex. 2-10 1/8” PT 91/4” 11/32” 1 Ib. 5 oz. Clutch 
1A1401 1/4” Hex. 2-10 1/8” PT 91/4” 11/32” 1 Ib. 5 oz. 

NON-REVERSIBLE ~Ta7i05 1/4” Hex. 1/8" PT | 10 1/4” | 11/32” | Lib. 12 oz. 

1A1205 1/4” Hex. 1/8” PT 10 1/4” 11/32” | 1h. 12:02. Adjustable 


1/8” PT 
1/8” PT 


91/4” 
91/4” 


11/32” 
11/32” 


1 Ib. 8 oz. Clutch 
1 Ib. 8 oz. 


1A1305 
1A1405 


1/4” Hex. 
1/4” Hex. 


TA2101 1/4” Hex. Ve" pT] 10 5/8” | 11/32” | 11b. loz. 
TA2201 1/4” Hex. 1/87 PT | 105/87 | 11/32” | Lib. 1loz. _ Direct 
1A2301 1/4” Hex. 1a” pT | 95/8" | 11/327 | 1lb.7 oz. Clutch 
TA2401 1/4” Hex. ev pT | 95/87 | 11/32” | Lib. 7 07. 

REVERSIBLE TA2105 1/4” Hex. Ta PT | 10 5/87 | 11/32” | 11h. 14 oz. 
1A2205 1/4” Hex. 1g? PT | 10 5/87 | 11/32” | 1 1b. 14 oz. Adjustable 
TA2305 1/4” Hex. Ve pT | 95/87 | 11/327 | 11b.100z. Clutch 


1 Ib. 10 oz. 


1A2405 
Screw Size Recommended #4 to #10. 


9 5/8” | 11/32” 


1/4” Hex. 1/8” PT 


NO. 2 SERIES 
DIRECT 


CLUTCH 


No. A-2101—For those hard-to-get-at, close-quarter assem- 
bly operations, a line of Angle Screw Drivers is available 
with a 90° angle drive. See catalog numbering index chart 
on page 13 for additional combinations. 


NO. A-2101 
SPECIFICATIONS 


Cat. Drive Screw Hose Side to 
No. | Handle Size Size Conn. Length Center Only 
A-1101] Angle | 1/4” Hex. No. 6 to 1/4”] 1/4” PT| 101/16" | 23/32” 3 Ibs. 6 oz. 
A-1201] Angle | 1/4” Hex. No. 6 to 1/4” | 1/4” PT| 101/16” | 23/32” 3 Ibs. 6 oz. 
NON-REVERSIBLE A-1301} Angle | 1/4” Hex. No. 6 to 1/4”| 1/4” PT| 815/16” | 23/32” 3 Ibs. 
Angle | 1/4” Hex. No. 6 to1/4”| 1/4” PT | 101/16” | 23/32” . 6 02. 


1/4” Hex. 
1/4” Hex. 
1/4” Hex. 
REVERSIBLE A-2301 1/4” Hex. 

A-2501 1/4” Hex. 
A-2601| Angle | 1/4” Hex. 


8 15/16” 
10 1/16” 
10 1/16” 
8 15/16” 
10 1/16” 
10 1/16” 


No. 6 to 1/4” 
No. 6 to 1/4” 
No. 6 to 1/4” 
No. 6 to 1/4” 
No. 6 to 1/4” 
No. 6 to 1/4” 


1/4” PT 
1/4” PT 
1/4” PT 
1/4” PT 
1/4” PT 
1/4” PT 


23/32” 
23/32” 
23/32" 
23/52" 
23/32" 
23/32” 


Angle 


A-2101 
A-2201 


3 Ibs. 6 oz. 
3 Ibs. 6 oz. 
3 Ibs. 
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INDUSTRIAL ANGLE 
AIR SCREW DRIVERS 


NO. 2 SERIES 
NO. A-2305 ADJUSTABLE 
CLUTCH 


No. A-2305—A Angle Air Screw Driver adapted to close 
quarter assembly operations. This tool has hardened steel 
lever and built in oiler. Long life is built into each tool. 


SPECIFICATIONS 


Net Weight 
Tool Only 


| Sice_|rve.n. | com | centr | enter | Wine! | “Sie | 


1/4” Hex. | 850 | 1/4” PT | 12 3/8” | 23/32” | .33 | 
Angle | 1/4” Hex. | 1700 | 1/4” PT | 12 3/8” | 23/32” | .33 | No. 6 to 1/4” 

ex. 1 | -33_| 

| .33_| 


1/4” Hex. | 2500 | 1/4” PT | 11 1/4” | 23/32” 0.6 to 1/4”| 3 1b. 202. NON-REVERSIBLE 
1/4” Hex. 1/4” PT | 12 3/8” | 23/32” | .33 | No. 6 to 1/4” | 3 1b. 
2000 ; 
| 650 | 


N 
sil | 1/4” Hex. | No. 6 to 1/4” 
Hi 5 No. 6 to 1/4” ; 5 
| | 1/4” Hex. [| 1900 | 1/4” PT [ 1111/4” | 23/32” No. 6 to1/4”|/3lb.20z. REVERSIBLE 


1/4” Hex 1/4” PT | 12 3/8” | 23/32” 


| Angle | 

| Anole | 

| Angle | 

| Angle | 

| Angle | 1/4” Hex. 
| Angle | 1/4” 

| Angle _| 

| Angle _| 

| Angle _| | 350 | 

| Angle [ 1/4” Hex. | 1600 _[1/4” pT | 11:1/4” | 23/32” | 


| -33_| 
1/4” PT | 123/8” | 23/32 
1/4” Hex 1/4” PT | 12 3/8” | 23/32” 
| -25_| 
| .25_| 
| -25_| 


DIRECT 
CLUTCH 


No. A-2351—Screw Driver with 1” diameter angle. Tool 
is lightweight and easy to operate for less operator 
fatigue. Small offset and height make it easier to get at 
tough jobs on assembly lines. 


SPECIFICATIONS 


NON- 
REVERSIBLE 
STAND. 


REVERSIBLE we 


i NO. 3 SERIES 


3A2106 Features of the new No. 3 Series Screw Driver include 
heavy duty handle with hardened steel lever and built in 
oiler. Adjustable exhaust deflector and output control 
adjustment screw. Other Sioux quality features include 
external grease fittings to lubricate all gears: heavy 
duty angle head with 360° position. Long life is built 
into each tool with positive locking of gear case to 
housing; spaced motor parts for longer wear; name plate 
rolled into housing. 3/8” hose recommended. 


SPECIFICATIONS 
Side to Net Weight 
Length Center Tool Only 


Bal Descrip- 
eta ee 
151/8”_ | 3/4” [| Shs. Zz. | 
ae 
[| 1 i 
ja] 


tion 


NON- 
REVERSIBLE 


7/16” Hex. | 3/8” 
| Angle | 1/4” Hex. | 5/16” _| 
Angle | 7/16” Hex. | 1/2” 1/47 PT | 15 1/2” 3/4” RE 
Angle | 7/16” Hex. 550 1/4” PT | 151/2” 75 
| Angle | 7/16” Hex. | 3/8” | 850 1/4” PT [| 151/2” 3/4” 75 | 5 ibs. 10 oz. 
| | Angle | 1/4” Hex. [ 5/16” | 1200 | 1/4” pT | 151/2” | 11/16" 75 
uit Angle | 1/4” Hex. 1800 1/4” PT | 141/16” | 11/16” 75 | 5lbs. 60z. | 
: *** Short Angle—High Torque * * * * Short Angle—Low Torque 


R.P.M. 
360 
650 
1400 
300 


REVERSIBLE 
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INDUSTRIAL ANGLE 
AIR NUT RUNNERS 


NO. 2 SERIES 


NO. A210 
The A-2102 is a 90° Angle Nut Runner with 1/4” square 2 


drive, 650 RPM, and reversible direct clutch for use 
in limited access areas. 


Also available with 3/8” Sq. Drive. 
Also available in speeds from 350 R.P.M. to 2500 R.P.M. 


SPECIFICATIONS 


Side to 
Center 


23/32” 


Hose 
Conn. 


1/4” PT 

[Angle [1/a”_ | isa” | 1700 
[Angle | 1/4” | asa” | 2500 | w/a” pT | 11/4" 
Angle 1/4” 1/4” | 450_=~«| «(1/4 PT 12 3/8” 
11:1/4” 


Angle 1/4” 1/4” 1/4” PT 


Cat. 
No. 


. § 02. 
. 8 02. 
. 202. 
. § 02. 


850 


NON- 
REVERSIBLE 


A-1502 
A-1602 


|___2000_| 23/32 33 
war [650_| war pt [| 123/8” | 23/32" | 25 | 3 tb. Bo. 
Angle 1/4” yar | 1300] ar pT [| 123/8” | 23/32" | 25 
REVERSIBLE [Angle | 1/4” | 1/4” | 1900 | i/a”pT | 11/4” | 23/32” | 25 | 
[Angle | 1/4” | aay | 350 | iaypT | 123/8” | 23/32” [25 | 
[Angle | 1/4" | 1/4” | i600 | aa” pr [ 1ii/a” | 23/32” [25 | 


The A-2106 is a 90° Angle Nut Runner with 1/4” square NO. A-2106 
drive, 650 RPM, and reversible adjustable clutch. 


Also available with 3/8” Sq. Drive. 
Also available in speeds from 350 R.P.M. to 2500 R.P.M. 


SPECIFICATIONS 


Square Net Wt. 
Cat. Drive Tool 
No Size 


1/4" PT 


23/32” 


1/4” PT | __123/8” | 23/32” 
1/4” PT | 1111/4” | 23/32” 
1/4" PT 


NON- 
REVERSIBLE —;-t29¢ 


Angle 
Angle 
Angle 


REVERSIBLE 


No. A-2352—Is a reversible 1” diameter direct ,clutch 
Angle Nut Runner. Small offset and height make it easier 
to get at tough jobs, a center bail can be used for hang- 
ing tool on balancer for assembly use. Tool is lightweight 
for less operator fatigue. 


SPECIFICATIONS 


Side to Too! 

No. Center Only 
A-1152 1/4” PT 3 Ib. 4 oz. 
NON- A-1252 1/4” PT 3 Ib. 4 oz. 
REVERSIBLE A-1352 1/4” PT 2 Ib. 14 oz. 
1/4” PT 2 Ib. 14 oz. 
3 Ib. 4 02. 
3 Ib. 4 oz. 
REVERSIBLE 2 Ib. 14 oz. 
1/4” PT 2 Ib. 14 oz. 
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INDUSTRIAL ANGLE 
AIR NUT RUNNERS 


NO. 3 SERIES 


Features of the new No. 3 Series Torque Control Nut 
NO. 3A2208 Runners include built in oiler, sdjutable exhaust, output 
contro] adjustment screw, and heavy duty angle head 
with 360 degree position. Adjustment of torque is easy 
yet tamper proof using Sioux’s special torque adjusting 
key that is furnished with each tool. Consistent torque is 
delivered from this type of mechanism due to the com- 
bination of motor shut off plus a mechanical clutch sep- 
aration. When the preset torque is reached the motor is 
shut off and the clutch drive jaws are separated. This 
assures that no further tightening of the fastener by the 
operator is possible. Air pressure variations which effect 
other types of torque control systems do not effect these 
tools as the torque is mechanically sensed in combination 
with the shut off. This provides fast run down speed to 
automatic shut off, and low maintenance. 


SPECIFICATIONS 


Net Wt. 


Tool Only 

7 Ibs. 6 oz. 

7 Ibs. 6 oz. 

| Angle | 7 Ibs. 6 02. 

3A2408 | Angle | 1/2” | 7 Ibs. 6 oz. 


NO. 3A2302 


No. 3A2302—Is a Lever Operated Direct Clutch Nut 
Runner with built in oiler. Adjustable exhaust deflector 
and output control adjustment screw. Sioux quality fea- 
tures include external grease fittings to lubricate all gears: 
heavy duty angle head with 360° position. Positive lock- 
ing of gear case to housing; spaced motor parts for longer 
wear. 


SPECIFICATIONS 


Square 


Cat. Drive 

. Handle Size 
3A1102 Angle We 1/2? 3/4” 
Angle 1/2” aja” 1/4” PT 3/4” 


1/2” 7/6” 1/4” PT 3/4" 
1/4" PT 3/4” 5 Ib. 5 07. 
1/4” PT 3/4" 5 1b. 12 oz. 
1/4” PT 3/4” 5 Ib. 5 oz. 
1/4” PT 11/16” 5 Ib. 12 oz. 
1/4” PT 11/16” 5 Ib 1 oz. 
1/4” PT | 161/16” | 11/16” 5 Ibs. 


1/4” PT | 1311/16” | 11/16” 4 th 60z. 


Angle 


= NON- 
=at REVERSIBLE 


3A1403 


3A2102 


1/4” PT 
3A2202 1/4” PT 
3A2204 1/4” PT 
3A2302 1/4” PT 
3A2304 1/4” PT 
3A2401 1/4” PT 
3A2403 1/4” PT 
1/4” PT | 1611/16” 
1/4” PT | 141/16” 


* Long Angle—High Torque *** Short Angle—High Torque 
** Long Angle—Low Torque *#*#** Short Angle—Low Torque 


15:1/2” 
17 7/8” 
15 1/2” 
17 7/8” 
is.i/2" 
17 7/8” 
15 3/8” 


cz REVERSIBLE 


5 Ib. 15 oz. 
5 Ib. 4 oz. 
5 Ib. 3 oz. 
4 Ib. 9 oz. 
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STAND 
wo 


ic 
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INDUSTRIAL 
ANGLE DRILLS 


NO. 1 SERIES 
No. 1A1510—An Air Drill with 1/4”-28 threaded female NO. 1A1510 
spindle to accept threaded drill bits or 3/16” taper chuck s 151 
adaptor. Miniaturized angle head for hard to reach loca- 
tions and unique construction to reduce end _ thrust. 
Spindle lock for ease of attachment change. Also available 
with 5/32” Jacobs chuck or collet chuck up 3/16” 
No. 2368 cone jaw chuck, shown on page 79 also avail- 


able. 
SPECIFICATIONS 


Cat. 
No. Handle Only 
1A1510 | Angle 1 Ib. 7 oz. 
1A1520 | Angle 1 Ib. 7 oz. 
1A1530 | Angle 1 Ib. 7 oz. 
1A1610 | Angle 1 Ib. 7 02. 
1A1620 1 Ib. 7 oz. 
1A1630 1 Ib. 7 oz. 
1A1710 1 Ib. 7 oz. COLLET CHUCKS 
11720 No. 2418 1/16” No. 2419 1/8” No. 2420 3/16” 


1A1730 
* 1/4"-28 Female Thread 


**5/32” Jacob: 


‘i 3/16” Collet Chuck 


NO. 2 SERIES 


No. A-1310—An air drill especially adapted to applica- 
tions with limited access. All of the same fine features as 
the other No. 2 series air drills. Recommended air pres- 
sure, 90 P.S.I. See chart on page 13 for other combina- 


tions. 
SPECIFICATIONS 
Net Weight} Spindle 
No. Length Tool Only {Thread Size 
A-1110 10 1/16” 3.10 Ibs. | 3/87-24 
A-1210 10 1/16” 3.10 Ibs. | 3/8”-24 NO. A-1310 
A-1310 8 15/16” 3.4 lbs. | 3/87-24 
A-1510 10 1/16” 3.10 Ibs. | 3/8-24 
8 15/16” 3.4 lbs. | 3/87-24 


NO. 3 SERIES 
Features of the new No. 3 Series drill include heavy duty 3A1530 
handle with hardened steel lever and built in oiler. Adjust- 
able exhaust deflector and output control adjustment 
screw. Other Sioux quality features include external grease 
fittings to lubricate all gears; heavy duty angle head with 
360° position. Long life is built into each tool with posi- 
tive locking of gear case to housing; spaced motor parts 
for longer wear; name plate rolled into housing. 3/8” 
hose recommended. : 


SPECIFICATIONS 


Spindle 


Cat. Side To Net Weight | Thread Descrip- 
No. Length Center Tool Only Size tion 
3A1430 11/16” 5 Ibs. 11 oz. 
3A1530 1/4” PT | 1311/16” | 11/16” 4 Ibs. 2 oz. 


Same basic features as above tool but added capacity up 3A1340 ot a 

to 1/2”. 3/8” hose recommended. bi es 
a 

SPECIFICATIONS Lae 


Spindle 
Thread 


Side To Net Weight 


Descrip- 


Center Tool Only Size tion 
Angle U2} 2960) ) |e 1/4 PT 6 Ibs. 8 oz. | 1/2-20 * 
Angle 1/2" 650 1/4” PT 6 Ibs. 8 oz. | 1/2-20 * 
Angle 1/2" 1000 | 1/4” PT 6 lbs. 8 oz. | 1/2-20 


* High Torque Angle 
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INDUSTRIAL 
AIR DIE GRINDERS 


NO. 1 SERIES 


NO. 1947—NO. 1948 


Steel motor housing shaped for easy finger grip. Excellent 
for use with rotary files and burrs. Vane type motor has 
ample power, freedom from gyro action and resistance 
to stall. Choice of lever or button throttle. 


No. 1947—Comes with 1/4” Erickson Precision Collet 
and two Collet Chuck Wrenches. 


No. 1948—Comes with 1/4” Sioux Collet and two Collet 
Chuck Wrenches. 


1/8” and 3/16” Collets Available. 


SPECIFICATIONS 


R.P.M. Recommended Overall Net Weight 
No Load Air Pressure Length 


Spindle 
Thread 


Throttle 


Tool Only 
25,000 | .25 | 90P.S.1. | 1/8" PT 5 3/8" 


1947 12 02. 
5 3/8" 


Button 25,000 25 90 P.S.1. 1/8" PT 


No. 1949—Comes with 1/4” Erickson Precision Collet 
and two Collet Chuck Wrenches. 


No. 1950—Comes with 1/4” Sioux Collet and two Collet 
Chuck Wrenches. 


1/8” and 3/16” Collets Available. 


Cat. 
No. 


1949 
1950 


SPECIFICATIONS 
Air 


Overall 
Pressure Length 


5/16"-24 | 9/16” | 25,000 | .25 | 90P.S.1. | 1/8” PT 5 3/8" 
5/16"-24 25.000 | .25 | 90P.S.1. | 1/8” PT 5 3/8" 


Net Weight 
Tool Only 


NO. 2 SERIES 
NO. L-1940 


HIGH SPEED GRINDER 


The Sioux High Speed Grinder L-1940 is available with 
the same interchangeability of parts as the entire P & L 
series. Small rotary files and small mounted grinding 
wheels are recommended for use with L-1940. 


1/4” Collet Chuck is standard. 1/8” and 3/16” optional. 


SPECIFICATIONS 
Overall 
Length 
Spindle R.P.M.— i with 
No. Thread No Load 3 
L-1940 3/8”-24 | 13/16" 18,000 S.1. 
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DIE GRINDERS 
TAPPING TOOL 
LAMINATE TRIMMER 


NO. 2 SERIES 


DIE GRINDER 
These are sturdy, compact, balanced, precision die grind- NO. 1951 — NO. 1952 


ers. Precision ball bearings provide support and accuracy. 
Suitable for general purpose grinding as well as tool room 
applications. Equipped with speed control valve. Choice 
of lever or button throttle. 

No. 1951—Comes with 1/4” Erickson Precision Collet 
and two collet chuck wrenches. 

No. 1952—Comes with 1/4” Sioux Collet and two col- 
let chuck wrenches. 


No. 1953—Same as No. 1951 except lever throttle. 
No. 1954—Same as No. 1952 except lever throttle. 
1/8” and 3/16” Collets available. 


SPECIFICATIONS 
Spindle Side to R.P.M. 
Throttle Thread Center No Load Pressure 


3/a"-24 | 1a/i6” | 23,000 | 50 | 90 .s.1._| 4/4" PT_| 57/8" 
Button 1/4" ] 378°-24 | 13/16] 23,000 | 50 | 90PS.1._| waver | 57/8"_| 
3/a"-28 | 13/16” | 23.000] .50_| 90P.S.1._| 1/4" PT 
[tever [17a | 3787-24 | isle” | 23,000] 50 | 90PS.1. | warPT | 57/8" | 


__ 


1 Ib. 4 oz. 
1 Ib. 4 oz. 


O-2550 TAPPER 


This is a very powerful and lightweight portable tapper 
which has instant reverse button and can be operated 
with one hand. 


This unit comes with No. 2306 deflecting silencer as 
standard equipment. 


NO. O-2550 
SPECIFICATIONS TAPPER 


Speed Tapping Chuck 
Capacity Length 


Steel | Alum. RPM 
1/4” | 5/16” {350 No. 10-5/16” [8 1/2” 


0-2550 3 Ibs. 


LAMINATE TRIMMER 


No. 1970—Air Laminate Trimmer is more compact and 

lighter than comparable electric trimmers. This tool has 

special abrasions resisting plastic wear plate on base and 

guide tip. Heavy duty bearing support cutting bit for NO. 1970 
heavy side loads. Easy access to collet for bit changing. 

No. 1970A—Same as No. 1970 except with No. 53293 3” 

template follower. 


No. 1970B—Same as No. 1970 except with No. 53298 
router base. 


No. 1970C—Same as No. 1970 except with No. 53267 2” 
template follower. 
No. 1971—Same as No. 1970 except with lever handle. 


No. 1971A—Same as No. 1971 except with No. 53293 3” 
template follower. : 


No. 1971B—Same as No. 1971 except with No. 53298 
router base. 


No. 1971C—Same as No. 1971 except with No. 53267 2” 
template follower. 


SPECIFICATIONS 


Net Wt. 


No. Tool Only 
1/4” PT 2 Ib. 15 oz. 
1/4” PT 2 Ib. 15 oz. 
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PORTABLE 
AIR GRINDERS 


Grinders are powerful, and governor controlled for air ment problems. The spindle support is steel and malleable 
economy and nearly uniform grinding speed; front ex- iron to prevent wear when inside work is being ground. 
haust. Lower spindle bearing is double row self aligning 
type. Others are ball bearing. Spindle driven by rugged 
flexible connector to absorb shock and eliminate misalign- 


Floating rotor construction with long life inclined rotor 
vanes. Remote exhaust hose Catalog No. 1361 optional. 


No. 508—Straight Wheel Grinder with thumb throttle. 
Complete with No. 598 wheel, No. 2311 guard and No. 
2308 wrench. Optional 3/8”-24 spindle combined with No. 
554 adaptor readily converts to cone grinder. 


SPECIFICATIONS 


Net Wt. Max. Dia. Wheel 
Cat. Tool Length 
. | R.P.M. Only Overall Vitrified | Organic Arbor Inlet 
12,000 | 5.6 ths. 16 1/4” 22 3! 1/2-13 | 1/4 PT 


No. 509—Straight Wheel Grinder with lever throttle. 
Complete with No. 598 wheel, No. 2311 guard and No. 
2308 wrench. Optional 3/8”-24 spindle combined with 
No. 554 adaptor readily converts to cone grinder. 


SPECIFICATIONS 
Net Wt. Max. Dia. Wheel 
- Tool Length 
. | R.P.M. Only Overall Vitrified Organic Arbor Inlet 
12,000 | 5.6 ths. 16 1/4” a a 1/2-13 | 1/4 PT 


No. 511—Straight Wheel Grinder with grip-type handle. 
Complete with No. 598 wheel, No. 231! guard and No. 
2308 wrench. Optional 3/8”-24 spindle combined with 
No. 554 adaptor readily converts to cone grinder. 


Wheel 
3” x a Wri 


Wheel 
5 ad x fa" 


NO. 509 


SPECIFICATIONS 


Net Wt. | _ Max. Dia. Wheel | Dia. Wheel 
A Tool Length 
8 Only Sera Vitrified ae Arbor Inlet 
12,000 { 56ibs. | 16” | 2” 3” | 1/2-13 | 1/4 PT 


NO. 511 


511 


No. 513—Cone Wheel Grinder with thumb throttle. Com- 
plete with No. 599 wheel and No. 2308 wrench. 1/2”-13 
spindle available. 


SPECIFICATIONS 


Net Wt. Max. Dia. Wheel 
4 Tool Length — 
. | R.P.M. Only Overall Vitrified Organic 
12,000 


5.25 Ibs. | 15 1/2” 2” | 3” | 3/8-24 | 1/4 PT | None | 13/ 


x3” 


No. 514—Cone Wheel Grinder with lever throttle. Com- 
plete with No. 599 wheel and No. 2308 wrench. 1/2”-13 
spindle available. 

SPECIFICATIONS 


Net Wt. Max. Dia. Wheel 
Tool Length ——— 
R.P.M. Only Overall Vitrified Arbor Inlet | Guard 
A 5.5 Ibs. 15 1/2” Ze 3/8-24 | 1/4 PT | None 


Jom 
Wheel 
NO. 514 EYEE wD 


No. 516—Cone Wheel Grinder with grip-type handle. 
Complete with No. 599 wheel and No. 2308 wrench. 
1/2”-13 spindle available. 


SPECIFICATIONS 


Net Wt. Max. Dia. Wheel 

Tool Length 

Only Overall Vitrified Organic Arbor Inlet Guard 
5.6 Ibs. 15 1/4” a a 3/8-24 | 1/4 PT | None 


Use air control units on page 69 for above units. 


Wheel 
13/4" x 


516 | 12,000 37 
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PORTABLE 
AIR GRINDERS 


AIR SAND 
No. 1287——Right angle bevel gear drive. Governor con- 
trolled for constant speed; front exhaust. Floating rotor 
construction; powdered iron end plates. Ball and needle 
bearing construction. Equipped with No. 545 disc holder 
for 7” abrasives; 3 abrasive discs. Thumb-type throttle. 6’ 
of 3/8” flexible “hose integral with exhaust optional when 
specified. 

No. 1287L—Same as 1287 except with lever-type handle. 
SPECIFICATIONS 


Spindle Overall 
Thread Length 


5/8”-11 11:1/4” 


AIR GRINDER 


No. 1285—Same as No. 1287, but equipped with No. 510 
adaptor flange; 7” depressed center wheel No. 704X- 
R24; 7” adjustable guard No. 2321 and No. 2308 
wrench. Thumb-type throttle. 

No. 1285L—Same as 1285 except with lever-type handle. 


SPECIFICATIONS 


No Load 
; Speed Spindle 
. | Capacity} R.P.M. Thread 


7” 6000 5/8”-11 


Full Load 
Air 


Overall 


Length Cons. 


111/4” | 57/8 \b. 30 CFM 


HORIZONTAL AIR GRINDER 

No. 517—Includes 6” straight wheel No. 567 and 6” 
guard No. 2314. Also available in 4500 RPM with same 
equipment; and 9000 RPM with 4” straight wheel No. 
565 and 4” guard No. 2313. Lever momentary throttle 
is standard; can be equipped with thumb throttle or grip- 
type handle as optional equipment. When ordering speci- 
fy RPM. 


SPECIFICATIONS 


Weight 
Spindle | Recom. Tool 
Type Length Thr. Hose Only 
Hori- 
zontal 6000 21” 5/8”"-11 | 3/4” 10 Ibs. 


_. 

HORIZONTAL AIR GRINDER 

No. 541—Includes 8” straight wheel No. 573 and 8” 
guard No. 2315. Also available in 6000 RPM with 6” 
straight wheel No. 567 and 6” guard No. 2314. Grip 
type handle is standard; can be equipped with lever 
momentary throttle or thumb-type throttle as optional 
equipment. When ordering specify RPM. 


SPECIFICATIONS 


Weight | Full Load 
i Recom. Tool Ai 
Type Length Thr. Hose Only Cs NO. 541 


Hori- 
zontal y 22 3/4" | 5/8’'-11 | 3/4” 15 Ibs. 


HORIZONTAL CONE WHEEL GRINDER 
No. 518—Includes wrench No. 2304 for 21/8” flats on 
drive flange. Lever momentary throttle is standard; can 
be equipped with thumb-type throttle or grip handle. 
Cone wheel not supplied. 


gic lle ped 
Weight | Full Load 
sep Ste ia Whe Max. Dia. Wheel] Spindle} Recom. Tool NO. 518 
| Organic | Vitrified | Thr. Hose | Length | Only 5 
Wheel Se 2'5/4" iene" 1/2” |20 1/4” ia a Z ‘ 
Grinder Use air controls listed on page 69. 
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Full Load 
Air 
Cons. 


NO. 517 


AIR GRINDERS 
AND SANDERS 


VERTICAL HEAVY DUTY 


No. 505—This tool comes equipped with lever momentary 
throttle as standard equipment or with thumb type 
| throttle as optional equipment. A simple change of attach- 

ments converts this tool to flared cup grinder, sander or 
NO. 505 wire brush tool. Outstanding features of the 505 consist of 
floating rotor construction, slotted vanes for quick easy 
starts. Full flow throttle and light weight magnesium hous- 
ing for long life and easy maneuverability. 


Also available with a Spline Drive Spindle in place of 
the 5/8”-11 spindle for an extra measure of operating 
safety. See pages 80, 81, 84 and 85 for grinding wheels, 
wire brushes and accessories. 


No. 505T—Same as above except with thumb throttle. 


Suspension Bail Available When Specified 


! SPECIFICATIONS 
Cat. No. Type RPM | Height | *Wt. 
505 | Vertical 6000 6 Ibs. 13 oz. 
| ane 2 | eet 
| Cat. Flange Holder Wheel 
No. Type No. No. Included Throttle 
. 504 [Depressed Genter Wheel Grinfer |" 4500_f 530 ff 90 ae Lever Momentary 
504T | Depressed Center Wheel Grinder [4500 _| 510 rs 904X-R24 Thumb Throttle 
A504. | Flared Cup Wheel Grinder | 4500 | | SCs] SCS25XRIGT | 2324 | Lever Momentary 
A504T | Flared Cup Wheel Grinder | 4500 | =| ~SCSC‘iYS SC XRIGT | 2324 | Thumb Throttle 
p504_ |. _—'WireBrush S| «4500 :~«||  —C<iECSC(‘S;:*S*‘“‘CSC#C'’!COCWire Brush Now823 [| s|_Lever' Momentary 
B50qT | _WireBrush————s«(| «4500 ~«|| SS —CidYSCSC(‘$SSSC*‘“‘*dLSOC#WWire Brush Nw 823_— || Thumb Throttle 
504 450 | —i‘d|s SHOT Cheever Momentary 
c504T 9” Sander 4500 [| s—id|sCS HTC Thumb Throttle STAND 
p504_| _Basic9”Grinder Ss | 4500 | = S| SC] CTC 2827 Lever Momentary 
D50aT ee ae a ee es ee Thumb Throttle wo 
505 Depressed Center Wheel Grinder | 6000 | 510 | | 904X-R24 | 2327 Lever Momentary 
505T Depressed Center Wheel Grinder | 6000 | 510 | | 904X-R24_ =| 2327 | ‘Thumb Throttle 
A505 Flared Cup Wheel Grinder | 6000 [| S| SC ™~“‘C‘CSCS*YL'~SC‘(éi#©2SXRUGT | 2324 Lever Momentary 
A505T Flared Cup Wheel Grinder | 600 [| Si] SC ™~“‘(SWC*CL.COC‘éORSXRNGT. T2324 | Thumb Throttle 
B505 6000 [| S—CidEC CSC~C~C~—~dLCsCWre Brush Now 457_— [Lever Momentary 
B505T Wire Brush sooo [| CidEC SCs WWire Brush Now 57 [| |S Thumb Throttle 
C505 9” Sander —————— Lever Momentary 
| C505T 9” Sander 6000 pea ft Thumb Throttle 
D505 | _—~Basic9” Grinder SS || 6000 | CCP 2327 Lever Momentary 
p50st | ___Basic9”Grinder S| ooo | Ci] C“‘iRSC CE 2827 Thumb Throttle 
507 | Depressed Center Wheel Grinder | 7000 | 510 | | _——704X-R24_ | 2326 | Lever Momentary 
507T | Depressed Center Wheel Grinder | 7000 | 510 | | ———704X-R24 | 2326 | Thumb Throttle 
A507 Flared Cup Wheel Grinder | ooo |S ti—‘idYSC (SSSSC~C“‘;‘L~COS2SXRIGT | 2323 | Lever Momentary 
A507T Flared Cup Wheel Grinder Toe fff eexiet _{_288 _ Thumb Throttle 
C507 7” Sander 7ooo [si(‘(;SSOHCOTC“‘“CSSCC(*dSTCC‘(NCCTCC, Lever Momentary 
i cso7T_ | ——s7” Sander = si«d|«S7OT—s«|—S ss —“C<«~dTC( i; | TT Throttle 
p507_| Basic 7” Grinder | 7ooo | -+| <4 —SSSSS~CSCSCSCSCS ~—SCi82 «| Lever Momentary 
p507T_| Basic 7” Grinder | 7ooo | -+| i ——CC—C—~S CC | Thumb Throttle 


| SAFETY INSTRUCTIONS 


Important—Prevent serious injury and fatalities by following safety requirements. Operate a grinder only if the guard is 
in place. Check grinding wheels for damage before using and daily thereafter. Handle wheels carefully to avoid drop- 
ping and bumping. Use proper wheels and mounting. Refer to and follow A.S.A. Safety Code B7.1 latest edition. Daily 
disconnect air hose, remove wheel, and check speed with a tachometer. Do not use the grinder if the speed is higher than 
that printed on the wheel. Use goggles and protect near by people with heavy shields. Operate on clean dry air at a 
maximum pressure of 90 p.s.i. Use filters and lubricate tool 3 drops of oil per minute. Keep tool in good working con- 
dition. Grease frequently. Shut off tool immediately and do not use if sound changes suddenly. Repair tool in au- 
thorized service stations. 
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AIR GRINDERS 
AND SANDERS 


VERTICAL HEAVY DUTY 


No. V5131—A heavy duty Vertical Air Grinder available 
in a number of speeds and equipped with various grinding 
wheels and guards as shown. Grinders are equipped with 
a long wearing governor without levers. In addition, an 
overspeed shut off valve stops the grinder in the event an 
overspeed occurs. Magnesium castings for light weight, 
carburized cast steel cylinder, spaced rotor, large fine 
screen inlet filter. Teasing throttle, air behind vanes for 
positive starting, adjustable dead handle. 

Basic tools are provided with depressed center wheel 
guards appropriate for the speed of the grinder. 


SPECIFICATIONS 


Weight 
7 |b. 13 oz. 


Type R.P.M. Height 
6000 72 ise 


Vertical 


NO. V5126 


NO. V5232 


NO. V5134 


Adaptor No. 
Cat. Flange Wheel 
No. Type e 3 No. Included Throttle 
V5122 9” Depressed Center Wheel Grinder 510 904X-R24 Thumb Throttle 
V5222 9” Depressed Center Wheel Grinder 510 904X-R24 Lever Momentary 
Vv5124 6” Flared Cup Wheel Grinder 625XR16T Thumb Throttle 
V5224 6” Flared Cup Wheel Grinder 625XR16T Lever Momentary 
V5126 6” Wire Brush Wire Brush No. 823 Thumb Throttle 
V5226 6” Wire Brush Wire Brush No. 823 Lever Momentary 
V5128 9” Sander Thumb Throttle 
V5228 9” Sander Lever Momentary 
V5121 Basic 9” Grinder Thumb Throttle 
V5221 Basic 9” Grinder Lever Momentary 
V5132 9” Depressed Center Wheel Grinder 904X-R24 Thumb Throttle 
V5232 9” Depressed Center Wheel Grinder 904X-R24 Lever Momentary 
V5134 6” Flared Cup Wheel Grinder 625XR16T Thumb Throttle 
V5234 6” Flared Cup Wheel Grinder 625XR16T Lever Momentary 
V5139 4” Wire Brush Wire Brush No. 457 Thumb Throttle 
V5239 4” Wire Brush Wire Brush No. 457 Lever Momentary 
V5138 9” Sander Thumb Throttle 
V5238 9” Sander Lever Momentary 
V5131 Basic 9” Grinder Thumb Throttle 
V5231 Basic 9” Grinder Lever Momentary 
V5143 7” Depressed Center Wheel Grinder 704X-R24 Thumb Throttle 
V5243 7” Depressed Center Wheel Grinder 704X-R24 Lever Momentary 
v5145 5” Flared Cup Wheel Grinder 525XR16T Thumb Throttle 
V5245 5” Flared Cup Wheel Grinder 525XR16T Lever Momentary 
V5147 7” Sander Thumb Throttle 
V5247 7” Sander Lever Momentary 


V5141 Basic 7” Grinder 


Thumb Throttle 


Basic 7” Grinder 


Lever Momentary 
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AIR GRINDERS 
AND SANDERS 


VERTICAL HEAVY DUTY 


NO. 532 


NO. 532T 


No. 532—a heavy-duty Vertical Air Grinder that has 
the same versatility as the regular-duty No. 505 ex- 
cept for that extra heavy-duty grinding operation. Comes 
equipped with lever-momentary throttle as standard equip- 
ment or with thumb-type throttle as optional equipment. 
Easy, fast change of attachments converts this tool to a 
depressed center wheel grinder, sander or a wire brush 
tool. The exclusive Sioux features of the 532 consist of 
floating rotor construction, slotted vanes for quick starts. 
Full-flow throttle and light-weight magnesium housing for 
long life. 


See pages 80, 81, 84 and 85 for grinding wheels, wire 
brushes and accessories. 


No. 532T—Same as above but with thumb throttle. 


SPECIFICATIONS 


No. 1015—Precision chronometric type hand tachometer. 
Suitable for checking R.P.M.’s from 0 to 20,000. Accurate 
to within 1/2 of 1%; direct reading dial. No calculations 
necessary. 


: Cat. Flange Holder Wheel 
) No. Type No. No. Included Throttle 
532 | Flared Cup Wheel Grinder | 6000 | TT 5xRIGT 2324 Lever Momentary 
532T | Flared Cup Wheel Grinder_— | 6000 =| S| CT 5xRIET T2324 Thumb Throttle 
A532__| Depressed Center Wheel Grinder _—|_6000_—s| 510 | | 904X-R24 2327 Lever Momentary 
AS32T | Depressed Center Wheel Grinder | 6000 | 510 | | 904X-RAG 2327 Thumb Throttle 
i i a i i a aa ST ae ae! eerie a Lever Momentary 
Hit 5st [Sander 6000 GH Thumb Throttle 
i) p532_ [Basic 6” Cup Grinder | 6000 J 282 Lever Momentary 
i bs32t_ | Basic 6” Cup Grinder | 000, [| 282 Thumb Throttle 
i] 534 | Flared Cup Wheel Grinder | 4500 | | TC SXRIGT 2324 Lever Momentary 
534T | Flared Cup Wheel Grinder | 4500 = [| S| TS XRIGT | 2324 Thumb Throttle 
| A534_| Depressed Center Wheel Grinder | 4500] 520 | fT 904X-RZA 2827 Lever Momentary 
i A534T | Depressed Center Wheel Grinder | 4500__—s|_ — 510 | | 904X-R24 | 2327 Thumb Throttle 
B534 fire Brush T4500 | OT Wire Brush No. 823 [| Lever Momentary 
B5saT [Wire Brush ABO Wire Brush'No, 823 [| Thumb Throttle 
CE Sa Ca TT | Ha 7 (ee (Te Lever Momentary 
CAST sa) nae OeSanden ASO) mew ge ee Thumb Throttle 
; 0534 [Basic 6” Cup Grinder | 4500 J 282 Lever Momentary 
i D534T_| Basic 6” Cup Grinder___—_—'| ~4500_[ +. | 1 2324 | __‘Thumb Throttle 
I 
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DEPRESSED CENTER WHEEL 


No. 1270—Heavy-Duty Grinder complete with No. 510 
basic holder which includes backing pad, 3/8” hex 
wrench, lock nut and 2 spacing washers, adjustable guard 
No. 2319 for 9” depressed center wheel, 1/4” thick 9” 
depressed center wheel No. 904X—R24 and 2 1/8” open 
end wrench No. 2304. 

No. B-1270—Heavy-Duty Grinder complete with 6” re- 
volving cup guard No. 2324 for 6” Flared Cup Wheel, 
6” x 4 3/4” x 2” Flared Cup. Wheel No. 625XRI6T, lock 
nut and open end wrench No. 2304. 

No. C-1270—Heavy-Duty Wire Brush complete with 6” 
cup wire brush No. 823, No. 2304 open end wrench and 
lock nut. 

No. D-1270—Heavy-Duty Sander complete with abrasive 
disc holder No. 546H which includes No. 544 basic disc 
holder, No. 543 disc nut, No. 551H—9” disc backing 
pad and three 9” industrial abrasive discs and No. 2304 
open end wrench. 


All above units also available at 6,000 RPM at $10.00 
extra. 


See Page 84 for Wire Brushes 
See Page 80 for Depressed Center & Page 85 for 


Flared Cup Grinding Wheels 
SPECIFICATIONS 


_.... ., .. .... _. 
HORIZONTAL PORTABLE GRINDERS 
No. 1195—Six inch, complete with adjustable wheel 
guard, one grinding wheel and three conductor cable. 
Wheel sixe 6x 1x5/8” hole. 8 amps at 115 volt. Speed 
4250 R.P.M. Ball bearings throughout. Aluminum case, 
length overall, 241/2”. Net weight, 201/2 Ibs. 
(32 volt not available) 
No. 1190—Five inch, complete with adjustable wheel 
guard, one grinding wheel and three conductor cable. 
Wheel size 5 x 3/4. x 1/2” hole. 7 amps at 115 volt. Speed 
4750 R.P.M. Ball bearing throughout. Aluminum case, 
length overall, 23 1/2”. Net weight, 18 lbs. 
(32 volt not available) 


See Page 85 for Grinding Wheels 
SPECIFICATIONS 


Cat. Straight 
No. Length Wheel 
5"x3/4” 

1190 | 4750 23:1/2"" | _-xi/2" 
6"x1" 

24 1/2” | x5/8” 


HORIZONTAL BENCH STAND 


No. 1192—For No. 1190-5” and No. 1195-6” Portable 
Grinders. 


NO. 1270 


No. 1270 Heavy-Duty Electric Grinder is designed to 
give you maximum performance in weld removal. In 
steel fabrication you will find the No. 1270 an outstand- 
ing time and labor saver. 


This grinder is an indispensable unit where heavy grind- 
ing or sanding of large areas is required. Easy to oper- 
ate, improved heavy-duty safety “momentary” switch; rug- 
gedly built to give years of trouble-free operation. 
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PORTABLE 
ELECTRIC GRINDERS 
AND SANDERS 


NO. 1267 
NO. 1265 


No. 1267—7” Heavy Duty Grinder 
No. 1267 HS—Same as 1267 only with 5000 R.P.M. 
No. 1265—7” Regular Duty Grinder 


SPECIFICATIONS 


No Load 

. Spindle | Spindle | Overall | Includes 
Speed Thread | Length ia re ad 
i 

| a | standard 3/4 

oT hi tat | 16 3/8" aaa 5 


No. 1250—9” Heavy Duty Grinder 
No. 1250HS—Same as 1250 only with 6000 R.P.M. 


UNIVERSAL MOTOR 
Ball Bearing 


No. 510 Adaptor Flange MUST be used with all 


above Grinders when using depressed center wheels. 
See page 81 


Above grinders equipped with 3 conductor cable and 
plug, (third wire for ground). 


SPECIFICATIONS 


No Load 
6 Spindle | Spindle} Overall | Includes wt. 
le Speed Thread |,Length | Holder Lbs. 
[ea | 25 |so00 | “Ht” faraver| sus | 10 | ans | a7 


UNIVERSAL MOTOR 
Ball Bearing 


NO. 1256 
7” LIGHT WEIGHT ELECTRIC SANDER 


No. 1256—A lightweight sander for intermittent service. 


SPECIFICATIONS 


No Load 
Spindle | Spindle | Overall | Includes 
Speed Thread | Length | Holder 
— 
1256 | a | 5/16 


NO. 1253 


NO. 1253 8” FEATHER EDGING SANDER 


No. 1253—A lightweight, well balanced sander for feather 
edging. 


SPECIFICATIONS 


No Load Includes 
2 Spindle | Overall | Backing 
Thread | Length eT 
5/8""- 
11 
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NO. 2050—HEAVY DUTY 10” BENCH GRINDER 


1 H.P. Ball-bearing motor, 1725 R.P.M. Oil packed and 
sealed, no further lubrication. Two grinding wheels, No. 
2051 fine, and No. 2052 coarse, adjustable tool rests and 
spark guards, enclosed guards with dust collector. Lights 
and safety eye shields extra. 


NO. 2024—HEAVY DUTY 8” BENCH GRINDER 
3/4 H.P. Ball-bearing motor, 3450 R.P.M. Oil packed and 
sealed, no further lubrication. Two grinding wheels, No. 
2027 coarse and No. 2028 fine, adjustable tool rests and 
spark guards, enclosed guards with dust collector outlets. 
Light and safety eye shields extra. 


SPECIFICATIONS 


Length 
Overall 


NO. 2050 
NO. 2024 


NO. 2017—HEAVY DUTY 7" BENCH GRINDER 
1/2 H.P. Ball Bearing Motor, 3450 R.P.M. Oil packed and 
sealed, no further lubrication. Two grinding wheels, No. 
2037 ‘fine, No. 2036 coarse, adjustable tool rests and 
spark guards, enclosed guards "with dust collection outlets. 
Lights and safety eye shields extra. 


Above Grinders with Standard Motors 115 or 230 Volt, 
50 or 60 Cqcle. All can be supplied with 220 or 440 Volt, 
50 or 60 Cycle, 3 Phase. Same price. 


race 


Use Eye- 
Cat. Length Net shield 
No. Overall 


wt. 0. 
2017 tt a | {| 74 [2012 


1/3 H.P. Ball-bearing Motor, 3450 R.P.M. Oil packed and 
sealed, no further lubrication, One grinding’ wheel, No. 
2007 fine, one wire brush No. 451, adjustable tool rest, 
3 conductor cable and plug. 


SPECIFICATIONS 


Use Eye- 
Wheel Length Net shield 
Dim. Face Hole Overall wt. No. 
3/4” 2" | a7aye”" | 32 2011* 


* After Serial No. 43572 


Lights 
Avail- 
able 


NO. 2065 


SIOUX 6 INCH BENCH GRINDER 


No. 1869—1/4 H.P., 3450 R.P.M., 115 volt, 60 cycle. 
Standard 115 or 230 volt, A.C., single phase (not uni- 
versal). Ball bearing motor, permanently lubricated. 
Complete with adjustable tool rests, two grinding wheels, 
No. 1869A coarse, and No. 1869B fine. 


No Grinders available in D.C. or 25 Cycle. 
SPECIFICATIONS 


Use Eye- 
Wheel Length ae | shield 
Dim. Face Hole Overall No. 
6” Ve” y2" | 131/4”" ae 2011 


See Page 85 For Grinding Wheels 


Lights 
Avail- 
able 


NO. 1869 


Cat. 


NO. 2065—BENCH GRINDER 6” 
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PERFECT BALANCE-BALL BEARING 


NO. 1200 


HEAVY 
DUTY 
UNIVERSAL 
MOTOR 


LIGHT 
WEIGHT 
ELECTRIC 
POLISHER 


36 


PORTABLE POLISHERS 


AIR AND ELECTRIC 


The Sioux No. 1200 is the ideal polisher for shops and 
service stations where a heavy duty polishing unit is 
required. 


No. 1200—-Universal Motor, A.C., D.C.; 115 volt, 5 
amperes; no load speed 1700 R.P.M. Standard; Spindle 
thread 5/8”-11; diameter polishing pad, 8 in. Equipped 
with universal 115 volt A.C. and D.C. motor, 3-conductor 
cord, 1 No. 846-C Holder, 1 No. 1211-7/8" Wool Pad. 
Optional speeds 1500 R.P.M., or 2050 R.P.M., $6.50 


extra. 


No. 1203—Heavy duty high speed polisher. Especially 
for production. 2700 R.P.M., 115 Volt, 9 Amperes. Same 
equipment as No. 1200. 


No. 1209—Designed for high speed polishing on acrylic 
finishes. Also speeds up production on other finishes. 115 
volt, 6 amperes, 3,000 R.P.M. Same equipment as No. 
1200. 


SPECIFICATIONS 


No Load Equipped 
Unit Pad Spindle | Spindle | Overall With Net 
No. | Size} Duty | Speed | Thread | Length | Holder | Wt. 
1200 8” | Standard | 1700 | 5/8”-11| 16 3/16”| 846.C 10 1/2 
High 
1209 Speed j 3000 5/8”-11 | 16 3/16” | 846.C 


2700 | 5/8”-11| 16 3/8” | 846.C 


Above available in 230 Volt. Are not available in 32 Volt. 


No. 1238—Right angle spiral bevel gear drive for easy 
handling in polishing. Powerful light weight air motor. 
Weight is about one-half that of most polishers of equal 
power. Cool running. Will not be hot to the touch Air 
exhausted remotely through exhaust hose to prevent oil 
on the work, Quiet operation. Governor controlled to 
maintain speed under load and save air at light loads. 
The tool is equipped with ball and needle roller bearings, 
throughout. Polisher comes complete with 1 No. 846-C 
holder, 1 No. 1211-7/8” wool pad and 6 ft. of 3/8” flex- 
ible hose. Front exhaust available. 


No. 1238L—Same as 1238 except with lever type handle 
as illustrated at right. 


SPECIFICATIONS 


Wt. 
Cat. | Pad With 
No. | Size RP 


1 


1238 | 8” 


No. 1202—A light weight polisher for intermittent serv- 
ice, well balanced and light and easy to handle, for use 
in the smaller shops and garages. Equipped with a spindle 
lock for quick changing of polishing pads. Ideal as an 
auxiliary polisher, and for waxing operations. Specifica- 
tions below. 115 volt, 4 amperes. Equipped with 1 No. 
846C Holder, 1 No. 1211 Wool Pad. 


SPECIFICATIONS 


Duty Pad 
Size 
Inter. 8” 


Ship 
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u hares Ff ".5/8"'-1/2" 
ELECTRIC DRILLS 


1— 
VER 


A DRILL FOR EVERY PURPOSE 


1" HEAVY DUTY ELECTRIC DRILL 


No. 1579—Equipped with No. 3 Morse Taper Socket and 
No. 3 to 2 reducing sleeve, for taper shank twist drills. 


For Morse Taper Sockets see Page 76. 
With Reversing Switch, $10.00 Extra. 


No. 1579-C—Same as No. 1579 except equipped with 
No. 22585 special spindle: 1” 8 R.H. thread for use with 
Coal Drill Chuck and Drills. No Chuck supplied. 

Not Gas or Flame proof. 


SPECIFICATIONS 


NO. 1579 


Ball Bearing 
UNIVERSAL MOTOR 
1 Inch 


5/"" AND 34" HEAVY DUTY ELECTRIC DRILL 


No. 1560—Heavy Duty Electric Drill. Can also be fur- 
nished with No Load 300 R.P.M., Full Load 180 R.P.M. 
$8.00 extra. 


No. 1575—Heavy Duty Electric Drill. 


No. 1575-C—Same as 1579-C except with Power and 
Speed of No. 1575. 


No. 1560, 1575—Can also be furnished with No. 1 or 
No. 2 Morse Taper socket for taper shank drills. Morse 
Taper sockets see Page 76. 


With Reversing Switch $10.00 Extra. 
SPECIFICATIONS 


Load 
Gear Speed 
5 Ratio Amp. | Volt 


NO. 1560 
NO. 1575 


Ball Bearing 
UNIVERSAL 


M. 
9/16 
260 R.P.M. 


1560 36.5 tol 115 


3/4 
3/4” |30.6 tol} 10.0 | 115 205 R.P.M. 


11a” | 17 {18 1al 1555 MOTOR 
11/2”| 21 |27 1/4/1580 


Y2" EXTRA HEAVY DUTY ELECTRIC DRILL 


No. 1550—Can also be furnished with No. 1 or No. 2 
Morse Taper socket for taper shank drills, see Page 76. 
Can also be furnished with No Load 300 R.P.M., Full 
Load 180 R.P.M., $8.00 extra. 


With Reversing Switch $10.00 Extra. 


SPECIFICATIONS 


NO. 1550 
Ball Bearing 


UNIVERSAL 
MOTOR 


Max. 
Cap. Length 
in Overall 
H'dwood In. Lbs 


Load 
Gear Speed 
i Ratio Amp. | Volt|{R.P. 
11 


7/16 
1550 |1/2” | 27.6 to1 5| 525 |325 R.P.M. 


va bra 
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1/2"'-3/8"'-5/16”’ 
ELECTRIC DRILLS 


Y2" REGULAR DUTY ELECTRIC DRILL 


Ball Bearing A powerful half inch drill with moveable side handle, 
UNIVERSAL light in weight. Designed for drilling or other work of 
MOTOR a like nature. 


H.P. 
. | Volt|R.P.M. 
3/16 
115} 400 |275 R.P.M. 


SPECIFICATIONS 


V2" HEAVY DUTY ELECTRIC DRILL 


NO. 1510 
No. 1510—Heavy Duty Electric Drill. 
7 Can also be furnished with no-load 410 R.P.M., full- 
Ball Bearing load 245 R.P.M. $8.00 Extra. 
a ces ian With Reversing Switch $10.00 Extra. 
SPECIFICATIONS 


Overall 


Load Load 
Gear Speed Speed 

z Ratio Amp. | Volt|R.P.M. 
525 


vase sls 


NO. 1548 y2" id 3%" HEAVY DUTY ELECTRIC DRILL 


No. 1548—-Slow Speed Drill, with adjustable clamp 
NO. 1541 handle, affords perfect control. 


Ball Bearing Can also be furnished with no-load 410 R.P.M., full- 


UNIVERSAL load 245 R:P.M. $8.00 extra. 
MOTOR No. 1541—Heavy Duty %” Electric Drill. 
SPECIFICATIONS 


Length 
Overall 
In. 


NO. 1517 ¥e" and 5/16” HEAVY DUTY 
ELECTRIC DRILL 


NO. 1519 a 7 sim eesti 
° — t t 3 
Ball Bearing Ne. 15 eavy Duty 3/ ectric Dri 
UNIVERSAL No. 1519—Heavy Duty 5/16” Electric Drill. 
MOTOR 


SPECIFICATIONS 


F i . | Volt 
3/8" 5.0 
soars 
1519|5/16”|13.1to1 | 5.0 | 115] 1250 760 RPM. 500 R.P.M. 5/16” | 5/8” 
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3f/ a A 7 
ELECTRIC DRILLS 


SIOUX 32" ELECTRIC DRILL 


No. 1477—Pistol grip 3/8” heavy duty Electric Drill. En- 
tirely new design allows inspection or replacement of 
motor brushes without partial or complete disassembly. 
Brushes located at fan position at front of drill, cooler 
running. 950 R.P.M. standard speed. 


No. 1478—Same as 1477—Except 625 R.P.M. low speed. 
No. 1479—Same as 1477—Except 1600 R.P.M. high 
speed. 

No. 1477, 1478, 1479 also available with reversing switch 
by suffix “R” (example 1477 R) $10.00 Extra. 


No. 1479 also available in speeds of 2500 R.P.M. or 3500 
R.P.M. at $5.00 extra. 


SPECIFICATIONS 


H.P. & 
R.P.M. at 
Cat. 
No. 


In. Lbs. 
Torque 
Peak 
Load 


PISTOL TYPE 


NO. 1477, 1478, 1479 


Ball Bearing, Aluminum 
Case, Heat Treated Gears 
UNIVERSAL MOTOR 


Max. 
Cap. 


in 
H’dwood 


Length 
Overall 
In. 


3/16 
574 R.P.M. 


23.3 tol 


41 


3/16 
1478 | 3/8” | 35.5 to 1 115 375 R.P.M. 


1/4 
280 R.P.M. 


3/4” 3 1/2] 1469 


3/16 
13.6 to 1 1600 |960 R.P.M. 


SIOUX 4" HEAVY DUTY | ELECTRIC DRILL 


Ball Bearing UNIVERSAL MOTOR 
No. 1525—Heavy Duty Electric Drill. 


1479 


Available also with 2500 R.P.M., $8.00 extra. 
SPECIFICATIONS 


V4 
720 R.P.M. 


3.1/2} 1469 


NO. 1525 


SIOUX 4” HEAVY DUTY ELECTRIC DRILL 


No. 1474—1/4”, Low speed electric drill — 625 R.P.M. 
The new design ‘allows inspection or replacement of motor 
brushes without partial or complete disassembly of the 
tool. Brushes located at fan position at front of drill, 
cooler running. 

No. 1472—1/4", Same as No. 1474, except standard 
speed 1600 R.P.M. Available in speeds of 2500 or 3500 
R.P.M. at $5.00 extra. 

No. 1473—1/4”, same as No. 1474, 
speed 950 R.P.M. 


All above units available with reversing switch by suffix 
“R” (example 1472 R) $10.00 extra. 


except medium 


SPECIFICATIONS 


NO. 1472, 1473, 1474 


Ball Bearing, Aluminum 
Case, Heat Treated Gears 
UNIVERSAL MOTOR 


H.P. & 


H.P. & R.P.M, at 
R.P.M. at Peak 
Cat. Load Load 
No. Speed Speed 
3/16 1/4 
1472 |1/4”| 13.6 tol 960 R.P.M. 720 R.P.M. 8 1/2}3 1/4} 1469 
3/16 1/4 
1473 }1/4” | 23.3 tol 575 R.P.M. 430 R.P.M. 8 1/2|3 1/4 | 1469 


3/16 
375 R.P.M. 


35.5 tol 


1/4 
280 R.P.M. 


8 1/2|3 1/4 


Accessories Listed on Pages 76, 77. 39 


NO. 1485 


Ball Bearing 

Aluminum Case 

Heat Treated Gears 
Universal Motor 


Load 
Gear Speed 
. Ratio ory ae 


1485 


loebeuit ual ras | 0 | 


1/4”"" ELECTRIC DRILLS 


SIOUX 1%" ELECTRIC DRILL 


No. 1485—Pistol Type Electric Drill. Well balanced, 
sturdy construction with plenty of power for general 
purpose drilling. 


Can also be furnished with 2100, 2500, 3500, or 5000 
R.P.M., $4.50 Extra. 


SPECIFICATIONS 


NO. 1475 
Light Duty 


Load 


1475 


NO. 1495 
UNIVERSAL MOTOR 


Ball Bearing 


Gear noes 
3 Ratio Amp. | Volt 


1495 


Speed Lod 
Ratio Amp. | Volt | R.P.M. 


ee eee boa tea ee be sua 


12 tol 1650 |1060 ®.P.M. 


SIOUX 1%" ELECTRIC DRILL 


No. 1475—A light-weight compact 1/4” drill. Ideal for 
mechanics tool kit. 


SPECIFICATIONS 


Length Tool 
in one only 
Steel Lbs. 


SIOUX Ya" ALL-ANGLE ELECTRIC DRILL 


The famous Sioux all-angle 1/4” drill fills the need for a 
small compact drill. Easy to carry, easy to use, it has no 
equal for getting into those hard-to-get-at places. 


No. 1495—Ball Bearing, Universal Motor. Complete with 
1/4” 3 jaw chuck and key. 


The only drill especially designed for getting in close 
quarters. Length over all only 334 inches at chuck and 
gear case. 

Chuck is mounted at 55 degree angle. 


Also furnished with 2100, 2500 R.P.M. $4.50 Extra. 


No. 1495R—Same as 1495—with Reversing Switch. 
SPECIFICATIONS 


Length 
~— 


s/s [31 


SIOUX 4" ALL-ANGLE DRILL KIT 


No. 1495S—Includes the fol- 

lowing: 

1—No. 1495 Drill 

1—No. 375 5/8” Hole Saw 

1—No. 377 3/4” Hole Saw 

1—No. 378 7/8” Hole Saw 

1—No. 379 1” Hole Saw 

1—No. 380 1 1/8” Hole Saw 

1—No.—351B Arbor for Hole 
Saw 

1—No. 328B Carrying Case 
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EXTENSION CORD 
To avoid low voltage use the following Extension Cords 


No. 125425 ft. Heavy Duty (No. 16 wire) Extension 
Cord, complete. Three conductor, third wire for ground. 
No. 1254A—50 ft. length, otherwise same as No. 1254. 
No. 1257—25 ft. Heavy Duty (No. 16 wire) 250 volt Ex- 


tension Cord, complete. Three wire conductor, third wire 
for ground. 


No. 1257A—50 ft. length, otherwise same as No. 1257. 


No. 1258—25 ft. Heavy Duty (No. 14 wire) 115 volt Ex- 
tension Cord, complete. Three conductor, third wire for 
ground. 


STANDAR 
WOR 


ELECTRIC 
IMPACT WRENCH 


5/3" = 1/2" SQUARE DRIVE 


MAKES TOUGH JOBS EASY 


This revolutionary action electric Impact Wrench is un- 
excelled in performance. It is faster and better, proven 
by use, research tested, output certified. Has equal 
power right or left. A size and power for every use for 
production or shop. 


SPECIFICATIONS 


Center 


7 Ib. 
6 07. 


toe NO. 325—'/2” DRIVE 
NO. 330—//2” DRIVE 
NO. 335—e” DRIVE 


2000 | 115 | 3.5 


2000 | 115 | 45 


+325, 330 & 335 Units Tested on Skidmore Wilhelm Tester Using 7/8'-14 
est Bolt. 


No. 14278—Reversing cap rubber protector standard 
equipment on all units. 


REVERSE CAP 
SWITCH LOCK 


Prevents Reversing With 
Current On, and Elim- 
inates Burning the Com- 
mutator-Brushes an d 
Switch . Contacts. 


No. 14279—Rubber protector set for all electric Impact 
Wrenches. 


No. 325-S—Includes 1-No. 325 Impact Wrench and 1-No. ELECTRIC IMPACT WRENCH SETS 
4601 Socket Set in Cardboard carton. 


No. 325-C—Includes 1-No. 325 Impact Wrench, 1-No. 
4601 Socket Set in No. 328 Metal Carrying Case. 


No. 330-S—lIncludes 1-No. 330 Impact Wrench and 1-No. 
4601 Socket Set in Cardboard carton. 


No. 330-C—Includes 1-No. 330 Impact Wrench, 1-No. 
4601 Socket Set in No. 328 Metal Carrying Case. 


No. 335-S—Includes 1-No. 335 Impact Wrench and 1-No. 
5600 Socket Set in Cardboard carton. 

No. 335-C—Includes 1-No. 335 Impact Wrench, 1-No. 
5600 Socket Set in No. 328 Metal Carrying Case. 


No. 328—Metal Carrying Case (only) 12” x 93/4” x 
21/2” deep. 
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NO. 336 LINEMAN'S IMPACT WRENCH 


NO. 336C LINEMAN'S ALL PURPOSE 
IMPACT WRENCH KIT 


Se 


42 Accessories Listed on Pages 66, 67, 68. 


Cap 
Bolt 
Size 


ELECTRIC 
IMPACT WRENCH 


7/16” HEX DRIVE 


This proven and thoroughly tested Sioux Electric Impact 
Wrench has now been applied to another labor-saving. 
convenient application where safety and adaptability are 
essential. Has all the power you need to do the job fast— 
with a minimum of labor. Has equal power right or left, 
and reverse cap switch lock that prevents reversing with 
current on, 


FOR NUT RUNNING AND DRILLING 


The Sioux No. 336 is designed to give the lineman a high- 
efficiency, versatile tool that can save up to 90% of nut 
running time, and in addition makes wood drilling on 
utility poles safe and fast. Has plenty of torque with 
less vibration. 


5 IN. LONG SOCKETS AVAILABLE 


4832EXL—1” Double Square 

4834EXL—-1 1/16” Double Square 
4836EXL—1 1/8” Double Square 
4838EXL—1 3/16” Double Square 


SPECIFICATIONS 


Test 
Free Side to | Tension Bolt Impacts/ 
Speed | Length | Center 5 Sec. Size Min. | Volts 


No. 336-C—Kit consists of the following: 

1—No. 336—Electric Impact Wrench 7/16” Quick 
Change Chuck 

1—No. 337—-Metal Carrying Case 

1—No. 4818EL—9/16” Double Square, 3 1/4” Long 

1—No. 4820EL—5/8” Double Square, 3 1/4” Long 

1—No. 4822EL—11/16” Double Square, 3 1/2” Long 

1—No. 4824EL—3/4” Double Square, 3 1/2” Long 

1—No. 4826EL—13/16” Double Square, 3 1/2” Long 

1—No. 4828EL—7/8” Double Square, 3 1/2” Long 

1—No. 4830EL—15/16” Double Square, 3 1/2” Long 

1—No. 4832EL—1” Double Square, 3 1/2” Long 

1---No. 4834EL—1 1/16” Double Square, 3 1/2” Long 

1—No. 2460—1/2” Bit 10” Long 

1—No. 2461—9/16” Bit 10” Long 

1—-No. 2462—11/16” Bit 12” Long 

1—No. 2463—13/16” Bit 12” Long 

1—No. 2464—1 1/16” Bit 12” Long 

1—No. 2465-—9/16” Bit 18” Long 

1—No. 2466—11/16” Bit 18” Long 

1—No. 2467—-13/16” Bit 18” Long 

1—No. 2468—1 1/16” Bit 18” Long 

1—No. 2428—-7/16” Hex to 1/2” Square Adaptor 


No. 472-C—Kit same as No. 336C except No. 472 Air 
Impact Wrench in place of No. 336 Electric Impact 
Wrench. 


With the Sioux 336C Kit, linemen are frankly pleased 
by its versatility in drilling holes in utility poles, cross 
arms and other special drilling applications in wood, where 
weight, size and torque transmitted to the operation is 
of prime importance. To convert to a nut runner, simply 
insert the adaptor into chuck and snap on socket and run. 


No. 336 Electric Impact Wrench 
shown in use for drilling holes in 
utility poles. 


STANDARI 
wo 


HE 
VER 


ELECTRIC 
SCREW DRIVERS 


1/4” HEX DRIVE 


No. 260—Positive Clutch Screw Driver. The positive 
clutch provides a free spindle for engaging the bit with 
screw. 

The operator controls the tightness by the amount of 
pressure applied. 


No. 262—Adjustable Clutch Screw Driver. For all opera- 
tions where a uniform tightness is desired. 

The driving force is predetermined by adjusting the clutch 
for the desired tightness. 


SPECIFICATIONS NO. 260 — NO. 262 


Self 
Tapping 
Screws 
Up to 
1/4” 


Cat. 
-No. 


Wood 
Screws 


ae REVERSIBLE / 
ABOVE UNITS ALSO AVAILABLE IN SPEEDS OF 
625, 1600, AND 2500 R.P.M. SAME PRICE 


No. 
12x2” 


No. 242—Angle Screw Driver with Positive Clutch. The 
operating pressure closes the clutch and continues to 
drive until the resistance is greater than the pressure. 


No. 246—Angle Screw Driver with Adjustable Clutch. 
For all operations where a uniform tightness is desired. 
The driving force is predetermined by adjusting the 
clutch for the desired tightness. 


SPECIFICATIONS REVERSIBLE 
1i5V 
Cat. Wood Lag Universal 
No. Screws & Nuts| Speed Wt. NO. 242 —NO. 246 
No. No. 14 
242-246| Hex |L0x1 1/2”| No. 12 |@x1 1/2”"| No. 10] RPM| Amps " ANGLE SCREW DRIVER 


: ANGLE SCREW DRIVER SET 
No. 243—Consists of the following: LT ee 
1—No. 242 Screw Driver i 
1—No. 241 Set Bits and Sockets 

1—No. 2388 1/4” Drill Chuck and Adaptor 
1—No. 328C Carrying Case 


No. 260-S—Consists of the following: 
1—No. 260 Screw Driver 

1—No. 241 Set Bits and Sockets 
1—No. 328C Metal Carrying Case 


No. 269—Depth Locator Screw Driver features a depth 
adjustment in increment of .005”. Allows fasteners to be 
driven to exact predetermined depth. Easy one hand op- 
eration No. 2525 magnetic bit holder and No. 2 Phillips 
insert bit supplied with each unit. Optional nosepieces 
available at same price listed on page 18. 


Also available in speeds 625, 950, 1600 R.P.M. Same 
price. 


SPECIFICATIONS 


Cat. No. R.P.M. Length Weight 
269 2500 bo 4 |b. 13 oz. 


Accessories Listed on Pages 73, 74, 75. 43 


ORBITAL DISC SANDER 


aa ne 

No. 503—Sander does your finish sanding without leav- 
| ing swirl marks. Especially useful for surface preparation 
i AIR for painting, undercoat or prime coat sanding, and filler 
iH coat sanding. Fiber glass and body filler are sanded with- 
out creating scratch marks. Vinyl handle grip and rubber 
| cap absorb tool vibration and give operator good tool 
control and feel. Comes equipped with No. 528 Pad, No. 
540 Adhesive and No. 538 Wrench. 


No. 558—Same as 503 except comes equipped with lever 
handle. 


No. 506—Same as above except comes equipped with No. 
530 6” Pad, No. 540 Adhesive and No. 538 Wrench. 


No. 560—Same as 506 except comes equipped with lever 
handle. 


SPECIFICATIONS 


a \. 3 ‘ Pad and 
it \ Abrasive 
‘a Hs Size 


NO. 502 ORBITAL SANDER 


AIR 


New exhaust system. Integral exhaust and inlet hose. Air 
exhausts around inlet hose which quiets unit and also 
leads all exhaust oils away from the work. New paper 
clips can hold 6 sheets at one time. 


@ More Powerful @ Gives Superior Finish @ Minimum 
Viration @ Better Control @ Wet or Dry Sanding 
@ Perfect Balance for Feather Edging @ Less Air 
Required @ Light Weight. 


SPECIFICATIONS STANDAR 
a ; WwoRrRL 


Tool 


Rec. 
Air 
Pressure 
60 PSI 


to 
75 PSI 


Abrasive 
No. Size Size 


| 2 15/16'x 3x8" 
6 3/8 


FAST, EASY ABRASIVE CHANGING 
oe 


ELECTRIC 


OSCILLATING ORBITAL ACTION SANDER 
BALL BEARING 


{ NO. 1850 

Bearings, Ball; Switch, Momentary, with lock; Length, 
i FOR EDGING 71/4 Inches; Width, 35/8 Inches; Height, 7 1/8 Inches; 
ij LEVELING Available | 230 volt, same price; Abrasives, 3 Sheets Fur- 
SURFACE nished With Unit. 
i PREPARATION 


SPECIFICATIONS 


Sanding Abrasive 
Surface Size Speed Volts 
3 5/8"’x 35/8” 4000 

71/4” xg” CPM 


Tool 


115 
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VALVE FACE 
GRINDING MACHINE 


The SIOUX VALVE FACE GRINDER leads all others. Cool- NO. 682-L VALVE FACE GRINDER 
ant is delivered to the work by a self priming pump in a 
removable tank. Performs all valve reconditioning opera- 
tions: grinds the face concentric to the center line of the 
stem. Chamfers and squares valve stem ends holding length 
accurately by micrometer control. A complete permanent- 
ly lubricated unit supplied with lever operated chuck 
adjustable from 15° to 75°. 


No. 682-L—Lever operated Chucks. Capacity with two 
chucks, .230 to 11/4” valve stems. Capacity 6 1/2” valve 
heads. 

Valves up to 18” long with aligner, no limitation when 
Chuck Bushings are used. 

Micrometer feed, grinding head cage mounted precision 
ball bearings, coolant tank 2 1/2 gallons capacity. Over- 
load or Magnetic Switch Extra. 

Spindle Speed. ..caccecnvoneseoaccececoraavsevesnsensiccacontses- 2800 R.P.M. 


Chuck Head No. 682-4AL .230 to 11/16 Speed 250 
R.P.M. 
Chuck Head No. 682-4BL 9/16 to 1 1/4............ Speed 175 


R.P.M. 
No. 641-B—Flexible Plastic Protective Cover for No. 
i Machine. 


_ 


NO. 682-L — STANDARD EQUIPMENT 


No. 682-4AL Chuck and Head Assembly .230 to 11/16” 
No. 682-4BL Chuck and Head Assembly 9/16” to 1 1/4” 
—2 Grinding Wheels For Valves—No. 181 Wheel, No. 
619A Valve End Attach., No. 628—Dressing Attach. 
with 681 Diamond—No. 604 Wrench—No. 605 Wrench 
—No. 250 Grinding Oil—No. 648 Vee Block—No. 641-B 
Plastic Cover—One Horse Power Motor Drive. Switch, 
Standard across Line. 230 Volt 60 Cycle One Phase 
Shipped unless otherwise specified. See below. 


SPECIFICATIONS 


Comes Equipped With Cabinet Stand 
WET GRINDER 


a lane 7 het Sti : 

Oe [RABE i : Stellite | Valves eum: There is no valve grinding machine made that 
i approaches the SIOUX 682 in a. pre- 
682-L |Wet | 745 |1050 178R |178PA cision and ability to do those big jobs. 


SPECIAL SWITCHES 


Shields—Used on valve stems to prevent the coolant from No. 18175—Overload Switch, manual operation, with 
getting into the chuck. overload feature for 682 only. $45.00 extra. 
No. 631-B—Rubber Shields. Set of 3. For Valve stems up No. 18176—Magnetic Switch push button operation, over- 
to 9/16” diameter. load and underload protection for 682 recommended for 
No. 638-B—Rubber Shields. Set of 5. For Valve stems up voltages over 230, $75.00 extra. 
to 13/16" diameter. 682 MACHINES OPTIONAL EQUIPMENT 
GRINDING WHEELS 
ALIGNER BUSHINGS 3 = a 
To Grind Valves Longer than Capacity of Floating Align- aii = 
er, Remove Floating Aligner and Use Bushing as S 25/=z 
Shown. = S>|5 
No. 682-4A-160, 7/16” No. 682-4B-166, 13/16” Bie ani ee tae aie besae 
No. 682-4A-161, 1/2” No. 682-4B-167, 7/8" ave ner * » [o® 
” No. 682-4B-168, 15/16” : 0 - 
-4A-162 2 682-AL -230” to 11/16 178R |178PA| 178 | 181 
_ or = 162, 9/16" No. 682-4B-169, 1" tee Ge «foe | [os 
No. 2-4A-163, 5/8 No. 682-4B-170, 1 1/16” 682-BL 9/16” to1 1/4” 178PA 181 
No. 682-4B-163, 5/8” No. 682-4B-171, 11/8” Lever Oner. es Ie 
” ” 682-CL 9/16” to 11/4” 178PA 181 
No. 682-4B-165, 3/4 No. 682-4B-172, 11/4 Oe van ae ie al ie 
682-RL 9/16” to 11/4” 178PA 181 
Lever Oper. * * * 
All Wheels for 682 are Shipped on Hubs, and Balanced *Standard Equipment 
Hubs Returnable for Credit, $3.00 Per Pair. STD Motor either 115 or 230 volt, 50 or 60 cycle single 
Grinding Wheels, Catalog Page 50. or 3 phase. For other voltages and cycles add $30.00 to 
Belts—See Catalog Page 87. prices in Price List. 


Accessories Listed on Pages 49, 50. 45 


AUTOMATED VALVE FACE 
GRINDING MACHINE 


No. 685-L—Automatic traverse of the grind- 
ing wheel across the valve at 25 cycles per 
minute providing uniform, fast stock ;e- 
moval assuring better control and finish 
than is possible with manual methods. Pre- 
set stops automatically control the amount 
to be removed. Wheel dressing is equally 
precise as wheel moves automatically across 
diamond. Famous Sioux Lever Chuck for 
quick chucking of valves. Inverted V float- 
ing aligner allows valves to be chucked on 
and ground from the unworn section of the 
valve stem. Will grind valve heads up to 4” 
in diameter. 


NO. 685-L 


AUTOMATED 
VALVE GRINDING 
MACHINE 


Equipment 
1—43423 Chamfering Vee 
1—606 Aligner Wrench 
i—608 Adjustment Wrench 
1—612 Rt. End Att. 
1—250 Oil 
1—641 Cover 


No. 685-LC—Same as No. 685-L except 
with 5/16” to 3/4” chuck capacity. 


me 


SPECIFICATIONS 


Features of The 685-L 
Automated Valve Grinding Machine 


© New Poly-flex V-belts throughout 

@ Chuck motor !/, horsepower, constant 
speed type 

® Chuck operates at 220 RPM 

© Chuck capacity from .230" through 
11/16", valve stem 

® Grinding motor, !/, horsepower, con- 
stant speed type 

@ Spindle speed 4,000 RPM 

© Traverse speed, 25 cycles per minute 

© Grinding angle, 15 degrees, 30 degrees 
and 45 degrees 

® Valve face grinding wheel, 6-inch 

@ Valve stem grinding wheel, 5-inch cup 

® Wet grinding, standard on both wheels 


No. 690-L—Consists of one No. 685-L Automated valve 
grinding Machine, one No. 644 Valve Service cabinet, 
and one No. 1725-BB Valve Seat Grinder set (less box). 
A complete automated valve grinding center. 


46 Accessories Listed on Pages 49, 50. 


STANDAR 
WORL 


HE 
VER 


VALVE FACE 
GRINDING MACHINES 


: _. _ _. 

No. 645L—Valve grinding machine lever operated chuck. 
Capacity .230” to 11/16”. Chuck No. 645-4AL. Wet 
grinding built in. For valves 15°, 30°, 45°, 60°, 75° angle. 
29° and 44° scribed on chuck table for interference angle 
grinding. Chuck Speed 225 R.P.M. Spindle Speed 5800 
R.P.M. Will grind valve heads up to 4” in diameter. 
Equipment variations as desired. 

1/2 H.P. Motor, Resilient mounted absorbs vibration. 


EQUIPMENT 
1—No. 78E Wheel for Valves. 
1—No. 81 Wheel, valve ends. 
1—No. 618 Dressing Att. with 1715 Diamond. 
1—No. 609 Valve End Att. Fig. page 49. 
1—No. 43423 Chamfering Vee. 
1—No. 604 Hex Wrench. 
1—No. 605 Wrench. ; 
1—No. 250 Grinding Oil, Gal. 
1—No. 641 Plastic Cover. 
No. 645—Same equipment as above only with quick act- 
ing chuck. Fig. Page 48. Ghuck No. 645-4A. 
Note: Prices in price list cover either 115 or 230 volt 50 
or 60 cycle, for higher voltages or odd cycles, add $20.00 
to prices shown in price list. 


No. 641—Flexible Plastic Cover. 
SPECIFICATIONS 


Machine 


¢Standard Equipment §Also Plunge Grinding 


SPECIAL EQUIPMENT MACHINES 
If lever operated chuck is desired, add “L” to catalog 
number below for .230” to 11/16” chuck capacity. 


No. 645-B—Less 609 Attachment. Equipped with 615 
Dresser Arm with Diamond and swivel stud. Fig. 609, 
Page 49. Chuck No. 645-4A. 

No. 645-CL—Less 609 Attachment. Fig. Page 49. With 
chuck 645-4AL. 

No. 645-C—Less 609 Attachment. Fig. Page 49. With 
chuck 645-4A. 

No. 645LC—Same as 645L only with chuck capacity of 


5/16” to 3/4”. Recommended capacity for aircraft work, 
chuck lever operated. Chuck No. 645-4ALC. 


VALVE GRINDING MACHINE 


Wet 
Grinder 


NO. 645L 


THE FAMOUS SIOUX 
LEVER OPERATED CHUCK 


CHUCKS 


No. 645-4A—Chuck Quick Acting Cap. .230 to 11/16. 
No. 645-4AL—Chick Lever Operated Cap. .230 to 11/16. 
No. 645-4ALC—Chuck Lever Operated Cap. 5/16 to 3/4. 
No. 645-4AE—Chuck Lever Operated Cap. .170 to 9/16. 


No. 687 Consists of the Following 


No. 645—Valve Face Grinding Machine. 
Lever operated chuck optional at slight extra cost. 


No. 644—Valve Service Cabinet. See page 50. 


No. 1725-BB—Valve Seat Grinder Set (less box). See 
page 54. 


No. 687-L—Same as No. 687 except with No. 645-L 
valve grinding machine. 


Wet Grinder reduces wheel dressing to a minimum. Elim- 
inates heat and distortion, producing finest finish and fac- 
tory precision. 


sp an 


Accessories Listed on Pages 49, 50. 47 


VALVE FACE 
GRINDING MACHINES 


NO. 645D VALVE FACE GRINDER 


The Sioux No. 645D with same dual grinding head, wet 
grinding built in and with same features as the No. 645. 


No. 645D—With .230 to 5/8” SIOUX Chuck as shown. 
Not Quick Acting. Chuck No. 622N-4A with Standard 
Equipment. 1/2 H.P. Motor. Less 609 Attachment. 


No. 645DA—Same as 645D with 609 attachment 


No. 23427 Gauge Body—-Same as 893A. Page 49 with- 
out quick reading micrometer dial indicator. 


No. 74——-Aligner Wrench fits all valve grinding machines. 


Cap. 
Machine Base | Drive 
No. | Type Dim. | Motor | Head 


SPECIFICATIONS 


.230 
to 
25"x| 1/2 | 5/8” 
a5” | AA) a 


+Special Equipment. $Standard Equipment. §Also Plunge Grinding 


NO. 624 VALVE FACE GRINDER 


By 


No. 624—Valve Face Grinding Machine. Wet Grinder. 
Wet Grinder for valves 30°, 45°, 50° and 60° and with 
Chucking Capacity from 3/16” to 13/32” Diameter, in- 
clusive. Will grind valve heads up to 2 1/4” in diameter. 
For the automotive shop or shop working on small engines. 
This Sioux Machine provides a low cost precision built 
unit. 1/3 H.P. Motor. 

@ Automatic Chuck Stop. @ Sioux Roller Chuck—not 
quick acting—No. 624-4A Cap. 3/16” to 13/32”. @ Rigid 
Grinding Head, precision ball-bearing permanently lubri- 
cated. @ Chuck Speed 250 R.P.M. @ Grinding Head 
5800 R.P.M. 


STANDARD EQUIPMENT No. 624 
No. 104 Dressing Attachment with 112 Diamond. 
No. 636 Vee Block. No. 604 Wrench 
No. 78-E Grinding Wheel No. 605 Wrench 
No. 641-A Flexible Plastic Cover. 
1/2 Gal. No. 250 Grinding Oil. 
No. 639—Same equipment as above only with .230” to 
5/8” capacity chuck. Chuck No. 620-4A. 


SPECIFICATIONS 
Base | Drive 
3/16” 
L7?”-x_ | 1/3 to 
13 3/4""| H.P. |13/32" | 78-Et | 78A 
nt 


Rese aan MUNN 


WET GRINDER 


i 


¢Standard Equipme 


Floating Aligner moves 
in or out for different 
lengths of valves 


MOTORS RESILIENT MOUNTED, ABSORBS VIBRATION 
Other Voltages and Cycles Available Except as Noted. 
Motors Standard Either 115 or 230 Volt 50 or 60 Cycle 
Single Phase. 

NOTE: For other Motor Voltages or Cycles add $20.00 
to Prices shown in Price List. 

Cone-shaped opening 


in aligner centers 
Sioux Quick Acting the valve stem 
Roller Chuck 


Accurate and Easy to Clean - Lever Operated Chuck Optional—See Page 47 
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VALVE FACE GRINDING 
MACHINE ATTACHMENTS 


No. 613A—Consists of micrometer feed attachment, No. 
1715 Diamond, with dresser arm for using No. 672A 
Rocker Arm Grinding Attachment. No. 672A not includ- 
ed with 613A. For No. 645 Machines only. 


No. 619A—Same as 613A above, only designed for No. 
682 machines. 


No. 615—Dresser Arm with diamond and swivel stud for 
using 672A rocker arm attachment when machine is not 
equipped with 613A or 609 valve end attachment. For 
645 machines. 


No. 616—Dresser Arm with diamond as above only for 
682. Fig. 615. 


No. 609—Valve end grinding attachment with 1715 dia- 
mond and dresser arm for using No. 672A rocker arm 
grinding attachment. No. 672A not included with 609. 
For No. 645 machines only. 


No. 656—Grinds auto, truck and tractor rocker arms 
quickly and accurately. For Nos. 645 and 682 Valve Face 
Grinding Machines. 
No. 672-A—Rocker Arm for No. 682 up to Serial No. 
1402 and No. 645 up to Serial No. 58200. 
No. 674—For Nos. 620, 622-N, 624, 645, 650, 655, 657 
and 622 Sioux Valve Face Grinders. 

SPECIAL COLLET 
Auxiliary Valve Collet, for use in Valve Face Grinding 
Machine Chuck to hold small 30° valves with stems less 
than 1/4”. 
No. 607—furnished in decimals .242” to .252”. 
No. 607A—-furnished in decimals .235” to .245”. 
No. 607B—furnished in decimals .228” to .238”. 
No. 607C—furnished in decimals .220” to .230”. 
. 607D—furnished in decimals .210” to .220”. 
607E—furnished in decimals .190” to .200” 


No. 617—Dressing Attachment complete with No. 1715 
diamond and No. 99 grinding wheel. Used with valve 
grinding machines for 15 degree valves, also for 90 degree 
flat valves. Fits all machines except 682. 


No. 636—V-block with stop for No. 624 machines. 


No. 648—Vee block for No. 682 machine. 


WET GRINDING OIL 


No. 633—“2-oz.” Concentrated Soluble Oil. Makes 3 
quarts of grinding solution. 


No. 632—‘Quart” Concentrated Soluble Oil. Makes 10 
gallons of grinding solution. 


No. 632-G—Gallon Soluble Oil. 


No. 250—Gallon Grinding Oil for 624, 682 machines, 
645 Serial 35217 up. 


No. 249—Gallon Grinding Oil for 655-645-622 Machines. 


SIOUX VALVE END 
GRINDING ATTACHMENTS 


NO. 609 


SIOUX 
DRESSER ARM 


NO. 615 


SIOUX ROCKER ARM 
GRINDING ATTACHMENTS 


OPTIONAL EQUIPMENT 
: 


NO. 672A 


i 


“$IOUX DRESSING 
ATTACHMENT 


NO. 617 


SIOUX AUXILIARY CHUCK 
No. A30-B—Auxiliary Chuck and Arbor, for valve stems 
less than 5/16”, used in Valve Face Grinding Machine 
Chuck for small 45° valves only. 


NO. 893A 


Mounted on a proper pilot, which fits into the valve 
guide. The speed and accuracy of this attachment will 

i 5 ; 
save many hours of guess work for obtaining the desired 
tappet clearance on all valves not having adjustments, 
used with 613A or 619A grinding attachments. 
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NO. 677 VALVE SERVICE CABINET 


No. 677—Valve Service Cabinet. Mounted on wheel 


casters and easily moved about the shop. Ample room 
is provided for valve machine and seat grinding tools. 
Cabinet is of sturdy steel construction, top surface 30 1/2” 
x 20”, saves time and affords faster work. 


VALVE GRINDING WHEEL DIAMONDS 
FOR BEST RESULTS USE SHARP DIAMONDS 


Right End 
Attachment Where 
Used, Diamond No. 


Grinding Wheel Machine No. 


Diamond No. 
112+ 
112+ 


620, 624, 650 
622, 655 
622N 
657 
661, 662, 663 


1715t 
1715A§ 


*—3/4 Carat t—1/4 Carat §—3/8 Carat 


EE 


VALVE FACE GRINDING 
ATTACHMENTS 


No. 644—Valve Service Cabinet, (stationary). Cabinet 
is of sturdy steel construction with large top surface, 
31 3/4” x 18” for valve face grinding machine. Valve racks 
are provided and shelf space for other required tools. 
Casters not available. 


No. 627—Pedestal for No. 624 } 
Valve Face Grinding Machine. 


No. 629—Con- 
sists of No. 624 
Valve _ Face 
Grinding Ma- 
chine and No. 
627 Pedestal. 


NO. 629 


N Used With For Valve T Sh Ecuiipent 
le alve e a 
Especially Selected, Tested for * Dia adie plnacthuts: ie -) 
Speed and Balance to produce the 75 4 Valve Grinder Automotive Straight None 
most satisfactory results. 78E§ | 4 Valve Grinder Automotive Offset | 645-622N-620-624 
78SP 4 Valve Grinder Plunge Grinding Offset None 
Standard Mounting 78A 4 Valve Grinder Stellite Only Offset None 
81 4 Valve Grinder Valve Ends Cup 645 with 613 
tNo. 178 and No. 99 | 4 617 Att. 90° & 15° Valves Offset 617 Att. 
178AA Reverse 175_| 8 682 Large 4 1/2 & up Straight 682 
Mounted unless —i7spa ts 682 Aircraft-Stellite Straight None 
otherwise specified. 175R | 8 682 Auto. up to 4 1/2” Straight None 
§78E fits all Sioux “q75sp | 8 682 Plunge Grinding Straight ~ None 
Machines except 682, 178+ | 8 682 Large 41/2 & up Offset 682 
and should be used “1i7gpa | 8 682 Aircraft-Stellite Offset None 
for general grinding. 178R | 8 682 Auto. up to 41/2” Offset None 
All Wheels for No. 178sP | 8 682 Plunge Grinding Offset None 
682 are furnished 178AA; | & 682 Auto-Stellite Offset None 
only Balanced and 179 | 4 Valve Grinder | Plunge Grinding Straight None 
mounted on Hubs. Hubs may be re- 1sl1_ [7 682 Valve Ends Cup 682 with 613 
turned for $3.00 credit or for re- 184 Valve Grinder Automotive Offset 685L 
mounting. 185 Valve Grinder Automotive Offset None 
186 Valve Grinder Stellite Offset 685L 
187 Valve Grinder __ Stellite Offset 685L 
SEE PAGES 45, 46 & 47 & 48 188 Valve Grinder Stellite Straight 685L 
FOR WHEELS USED AS STANDARD 189 Valve Grinder Automotive Cup 685L 
EQUIPMENT. 190 Valve Grinder Stellite Straight 685L 
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AIR DRIVERS FOR 
VALVE SEAT GRINDING 


NO. 1792 


No. 1792—Spline Drive. For use with valve seat grinding 
wheels up to 2%” in diameter. Unit comes with 6’ leader 
hose No. 1376. 


SPECIFICATIONS 


Use 


Capacity 


Wheel with 
Unit dia. Type of | Wheel 
No. inches Drive | Holder 
* 


21/2 | 1/4” PT | 3/8” | Spline 


NO. 1771 AIR VALVE SEAT GRINDER SET NO. 1754 BASIC GRINDER SET 


For General Automotive Service - 
Consists of the Following Items 


1—No. 1792 Air High Speed Driver 
2—No. 1702-BB-S Spline . Wheel Holder | 
1—No. 1713-C ... Capacity 4”, Dressing Tool ] 
TNS. RB occa sccs seaneeeeneeeree ee ecarenerrnermeerT Pin | 
1—No. 1435 .... Lifting Spring a | 
1—No. 1437 . Lifting Spring - 
1—No. 1757 . Metal Box E 
Finishing Wheels as 
1—No. SK-3....1 5/16” 45° 1-—No. K-28....2 1/8 " 45° i r ; : " 
1—No. SK-5....1 3/8 " 45° 1—No. K-42....2 1/4 " 45° —— 
1—No. SK-9....1 1/2 " 45° 1—No. K-413..1 5/8 ” 30° _— 
1—No. K-13....1 5/8 " 45° 1—No. K-421..1 7/8 " 30° 
1—No. K-17....1 3/4 " 45° 1—No. K-425..2 " 30° 
1—No. K-21....1 7/8 " 45° 1—No. K-428..2 1/8 ” 30° 
1—No. K-25....2 "45° 1—No. K-442..2 1/4 " 30° 
Consists of the Following Items 
i No. 1792 Air High Speed Driver, 15° angle 
Roughing Wheels No. 1702-BB-S Ball Bearing Wheel Holder 
1—No. SK-79..1 1/2 ” 45° 1—No. K-87....1 3/4 " 45° oe ny oe Capacity 4”, Dressing bee 
= 3 "Amo 4 3 ” Apo o. X- in 
1—No. K-83....1 5/8 ” 45° 1—No. K-91....1 7/8 " 45 No. 1435 _. 
No. 1437 .. Lifting Spring 
Tapered ‘Pilots No. 1757 .. Metal Box 
PB A cece cce ca sniiasuacenarsisitionnrpicatan sensi oaxceneners 396, .397, .398 a 
1 SC cserreapevevawencteccasavomusenensvesce 312, .313, .314, 315 
{SB aC ho cxsacssrseeee wears eeeaerrrencovesy 343, .344, .345, .346 Ref 
eo ae ees 373, 374, 375, 376, 377 sia 
PNG: Ce] 1B. ocssnceencsscnceneennneen Expanding Guide Cleaner Air Control ............ Page 69 Ait Hose! 21.0220 Page 69 
No 1771-EX—Same as 1771 except with Expanding Pilots. Lubrication -..---.---.--sseecseesseeeeeseeesteesseecteeescee Page 86 


VALVE SEAT 
GRINDING DRIVERS 


SIOUX ANGULAR DRIVERS 


No. 1710-S—For grinding wheels up to 2” in diameter. 


No. 1712-S—For use with valve seat grinding wheels 
up to 3” in diameter. 


NO. 1710-S SPECIFICATIONS 
NO. 1710-HEX Ship hi 
HIGH SPEED Weight | Diameter 
7 3/4 11 
NO. 171 2-S 8 3/4 
NO. 1712-HEX All Above Are Equipped with Universal Motors. 
HEAVY DUTY + 32 Volt Available. * Degrees Given Are from Horizontal. 


SIOUX HEAVY DUTY DRIVER 


No. 1770-S—For use with valve seat grinding wheels 4” to 
6”, for large engines. Universal Motors with Side handle. 
No. 1770A-S—H. D. Driver, same as 1770 except 6000 
R.P.M. for wheels 3” to 4”. 


NO. 1770-S 
NO. 1770-HEX 
ig A gee SPECIFICATIONS 
NO. 1770A-HEX 
Angle sd STAN DA 
aie | sa | the ie Diameter WOR 


: | Straight [141/8"] 11 | 15 _ | 
1770A-St 14 1/8” 
All Above Are Equipped with Universal Motors. 
+ 32 Volt Available. 


SPLINE DRIVER—A Better Driver Than Ever Before THE PERFECTED DUAL-ACTION 
VALVE SEAT GRINDER 


PERFECT ACCURACY 
IS ASSURED 


The greatest possible accu- 
racy can be obtained with 
the Sioux Dual-Action Valve 
Seat Grinder and _ Sioux 
Tapered Pilots. Sioux Tap- 
ered Pilots are Precision 
tools and offer the most 
positive guide known. Dual- 
Action, a controlled fine vi- 
bration for grinding and dis- 
persion of the cuttings with 
the grinding wheel mounted 


This is a spline drive as shown, in 
place of the hex drive that has been 
so dependable for over 20 years. 
This spline drive gives from ten to 
twenty times the life of the hex 
drive, and is more accurate. 

This drive is now being furnished 
on all complete sets leaving the fac- 
tory. Hex drive sets can still be 
furnished if so specified. 

Single orders for drivers and hold- 
ers, unless otherwise specified, will 
be shipped with spline drive. Where 
hex drive is needed, follow catalog 
number of either driver or holder 


by suffix “HEX”. Same price ap- Grinding for full contact with the 
plies. Valve Seat valve seat. A perfected sys- 
tem. 


D2 Accessories Listed on Pages 69, 70, 86. 


VALVE 
SEAT GRINDING SETS 


VALVE SEAT GRINDER SET 
FOR SMALL ENGINES 


NO. 1768 SET 
For Power Mowers — Small Autos 
Motor Cycles — Outboard Motors 


Small engines require accurate valve seating. Sioux small 
engine tools are specifically designed for this purpose. 
Lowest price consistent with accuracy. 


NO. 1709 
HIGH SPEED DRIVER 


No. 1709—High Speed Driver, 2 
AMP at 115 Volt. 13,000 RPM. De- 
signed especially for the No. 1768 
Grinding Set. Capacity 1 3/8” grind- 
ing wheels. 


SIOUX HAND VALVE GRINDERS 


No. 400—Valve Grinder, highly 
finished gray iron body. Pressed 
steel gears. Four driving points 
and one long extension shank 
provided. Reciprocating motion 
for perfect valve lapping by sim- 
ply turning the handle. 


The end-thrust ball-bearing, with 
a spring to take up wear, as- 
sures smooth running and _ full 
efficiency. 


No. B-33—Set of 
points. 


No. B-34— Lifting Spring. 


4 driving 


No. 401—Valve Grinder, same ex- 
clusive features and operation as the 
No. 400 Sioux Valve Grinder. 


No. 408—1 5/16” Vacuum Cup At- 
tachment, for use on V8-85 H. P. 
Fords and other valves of similar type, 
without notches in valve head. 


No. 4091” Vacuum Cup Attach- 
ment, for use on Ford V8-60 H. P. 


NO. 1768 VALVE SEAT GRINDER SET 


No. 1768—Valve Seat Grinding Set, Capacity 1 3/8” 
grinding wheels, especially designed for the power mower, 
motorcycle or outboard engine rebuilder. Gives utmost 
precision and same high accuracy as larger sets. Set No. 
1768 is complete with No. 1709 driver, No. 1713-C Dress- 
ing Tool with No. 1718-C Pilot, one No. 1672-BB-S 
Holder and three lifting springs, No. 1432 11/2” Long, 
No. 1433 21/4” Long, No. 1434 3” Long, No. 1750A 
Metal Box, pilots and wheels listed below. 


TAPERED PILOTS 


1—No. TSS-250....1/4” (Short) 
1—No. TSS-251....1/4” + .001 (Short) 
1—No. TSS-281....9/32” (Short) 
i—No. TSS-282....9/32” + .001 (Short) 
1—No. TSS-312....5/16” (Short) 
1—No. TSS-313....5/16” + .001 (Short) 


GRINDING WHEELS 
1—No, § K-1B.....-1 1/16" 45° 


1—No. wel 1/8" 45? 
1—No. S K-1 45° 
1—No. SK-1 . 45° 
1—No. SK-3 .... 

1—No. SK-5 


No. 1750A—Metal Box for 1768 Valve Seat Grinding 
Set. 


GRINDING WHEELS NOT TO BE 


OPERATED ABOVE 6500 S.F.P.M. 


Sioux Valve Seat Grinding Wheel Drivers are all built 
to most exacting specifications. Each Driver is designed 
for a specific job. Speed is most important and a Driver 
should not be used that drives a Grinding Wheel above 
its allowable surface feet per minute speed. This is on 
the average 6500 S.F.P.M., too high a speed glazes the 
wheel so it cannot cut. 


SPECIAL LENGTH TAPERED PILOTS 
B " a 


These Tapered Pilots are required for large engines. 
(Specify make and model of engine). 


LIFTING SPRINGS 


Place the lifting spring 
on pilot and bring the 
wheel up to speed be- 
fore grinding. 


Lifting Springs are recom- 
mended especially under large 
wheels. They can be used on 
many jobs, saving drive unit 
and wheel breakage. Made in 


5 lengths. 

No. 1435— it 1 foe 
long for No. 2 Top Pilots 

No. 1436— 2 . 
long for No. 2 Top Pilots 

No. 1437— 21/2” 


long for No. 2 Top Pilots 
No. 1442—3 3/4” 5.3/4" 
long for No. 3 Top Pilots 
No. 1442—5 1/2” 5 1/2” 
long for No. 3 Top Pilots 


a3 


Consists of the Following Items 


No. 1710-S Spline ................ High Speed Driver 15° angle 
No. 1702-BB-S Spline ....Ball Bearing Wheel Holder 


No. 1713-C ......0...2.---- ....Capacity 4”, Dressing Tool 
Nee oo tee ao eat nan nnnnenneenernensanennennnenenrsrsnenannnsncancten Pin 
DSI Fics conde nviaw apes naceexsnnchesinondageaiae Jachvnapet bate Metal Box 
No. 1435 Lifting Spring ................ No. 1437 Lifting Spring 


‘SUNN ARLE SG SRN A NAA 
NO. 1725-BB VALVE SEAT GRINDER SET 


For General Automotive Service 
Consists of the Following Items 


TNO; 1710-8) Spline: cssccsseceesescccurapens High Speed Driver 
2— No. 1702-BB-S Spline ......-.2:-0-c:-ccesss-n-se Wheel Holder 
I—Noy, 1.71326 W..s.10000-2.:. .Capacity 4”, Dressing Tool 
1 Ca Gf Mee ene ee Eye ees See ee Pin 


1—No. 1435 ...Lifting Spring 
1—No. 1437 .... .Lifting Spring 
D==SING:. THD -Seckecntaentasbtcesbtsnctn teste dean cadsbeaseseeeaeos Metal Box 


Finishing Wheels 
1—No. SK-3 .... 15/16” 45° 1—No. K-28 ....2 1/8 ” 45° 
1—No. SK-5 .... 13/8 "45° 1—No. K-42 .... 21/4 ” 45° 
1—No. SK-9 .... 11/2 "45° 1—No. K-413 .. 15/8 ” 30° 
1—No. K-13 .... 15/8 "45° 1—No. K-421 .. 17/8 ” 30° 
1—No. K-17 .... 1 3/4 "45° 1—No. K-425 .... 2 we? 
1—No. K21 .... 17/8 "45° 1—No. K-428 .. 21/8 ” 30° 
1—No. K-25 .... 2 "45° 1—No. K-442 .. 2 1/4 ” 30° 


Roughing Wheels 


1—No. SK-79 .. 1 1/2 "45° 1—No. K-87 .... 13/4 ” 45° 
1—No. K-83 .... 15/8 "45° 1—No. K-91 .... 17/8 ” 45° 
Tapered Pilots 
[Bachi.cia na ake ted ptiipieeteenc danas .396, .397, .398 
in (912,, 318; 304, 819 
wemrensats 343, .344, .345, .346 
.. 313, 374, 375, 376, .377 
1—-No. C118... 82h G22 Expanding Guide Cleaner 
No. 1725-BB-EX—Same as 1725-BB except with Expand- 
ing Pilots. 


X825 Indicator see page 57. 
FI 
NO. 1763-BB AUXILIARY TOOL SET 


Used with No. 1710 or No. 1712 Drivers, 15° angle. 

i — with the back valve seats close under the dash. 

—No. abe 

1—No. 

1—No. TSS-341 ..“Short” Tapered Pilot. (Kaiser-Frazer) 

1—No. TSS-343 ...... “Short” Tapered Pilot. (Oldsmobile, 
Packard, Chrysler Corp.) 

1—No. TSS-375.................. “Short” Tapered Pilot. (Jeep) 


Specify If For Hex Drive 
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VALVE SEAT 
GRINDER SETS 


NO. 1726-BB 
HEAVY DUTY VALVE SEAT GRINDER SET 


Consists of the Following Items 
1—No. 1712-S Spline ..............2......-+ Heavy Duty Driver 
2—No. 1702-BB-S Spline ..........2-.2.2:-::eee000+ Wheel Holder 
1—No. 1719 . Capacity 6”, Dressing Tool 


TNO: QA hie: Beckie Syeresetiinassteens eens Wrench 
Le—No: REBT cactencdiacic ese auccactiennmenmneseon eee wes Pin 
1—No. 1436 .... Lifting Spring 
1—No. 1437 .... Lifting Spring 


ING TST cecsescsenascchivenswnereavanspecavnacsswewicannteallee Metal Box 
Above Basic Set No. 1774-BB 
Finishing Wheels Roughing Wheels 
1—No. SK-5 ...... 13/8" 45° 1—No. SK-75 .... 13/8” 45° 
1—No. SK-9 ...... 11/2” 45° 1—No. K-83 ...... 1 5/8” 45° 
1—No. SK-409 ..11/2” 30° 1—No. K-483 .... 15/8” 30° 
1—No., K-13 2... 15/84 452- 1—No. K-87 ...::: 1 3/4” 45° 
1—No. K-413 .... 15/8” 30° 1—No. K-487 .... 1 3/4” 30° 
1—No. K-17 ...... 1 3/4" 45° 1—No. K-95 ...... 2 "45° 
1—No. K-417 .... 1 3/4” 30° 1—No. K-98 ...... 2 1/8” 45° 
1—No. K-21 ...... 17/8" 45° 1—No. K-102 .... 2 1/4” 45° 
1—No. K-25 ...... 2 "45° 1—No. SK-139 .. 11/2” 15° 
1—No. K-28 ...... 21/8" 45° 1—No. SK-143 .. 1 5/8” 15° 
1—No. K-42 ...... 21/4" 45° 1—No. SK-147 .. 1 3/4” 15° 


LN; Bha8 2 iccsecggcceceseepacsraisaacerensve 5/16” Expanding Pilot 
1—No. 11/32" Expanding Pilot 
LING) SES 7 Oe sans acters sctep sina aeaeeaes 3/8” Expanding Pilot 
1—No. E-406.........2---------c---0ee0000+ 13/32” Expanding Pilot 
1—No. Expanding Pilot 
TENG) B50 On csceessscennctaucscwsenescsvenis 1/2” Expanding Pilot 
1—N@O-118 cc ccacsmemnassemeys Expanding Guide Cleaner 
1—-No. Carbon Cleaning Brush 
LING 52.2.6... .nnnnncnracsncinoneannovnecbeneavenee Carbon Cleaning Brush 


1726BBT same as above but with Tapered Pilots. 


NO. 1724 
VALVE SEAT GRINDER SET 


Consists of the Following Items 


DING UT SOKA oso cope cescccctssenacicasaaierwsenansavergerocaned Metal Box 
1—No:, T710-S Spline: ccsccssccrcetececctsccacd High Speed Driver 
1—No. 1702-BB-S Spline .............. Standard Wheel Holder 
Tl foes by be  @ een Capacity 4”, Dressing Tool 
DING RUB DY cas ceetcescee i Satseesnnsccereen ad Lifting Spring 
1—No. 1473 .... ..Lifting Spring 
TNs BV, ccceccscesrccwseanatatecespeesvemennccuanuabencgeeansnaagiananne Pin 


Finishing Wheels 
1—No. SK-9 ...... 11/2” 45° 1—No. K-413 .... 1 5/8” 30° 


No. K-13 ....... 15/8" 45° 1- -No. K-417 .... 1 3/4” 30° 
1—No. K-17 ...... 13/4” 45° 1—No. K-425 .... 2 30° 
1—No. K-21 ...... 1 7/8” 45° 

Roughing Wheels 
1—No. K-83 ...... 15/8" 45° 1—No. K-87 ...... 1 3/4” 45° 


Tapered Pilots 


oun 5/16” Std. and plus .001, .002 
...11/32” Std. and plus .001, .002 
SE SERS coset pexederctene 3/8” Std. and plus .001, .002 


No. 1724-EX—Same as 1724 except with Expanding Pilots. 


No. 1756—Metal Box for sets with large pilots, grinding 
wheels and No. 1719 Dressing Tool. 


For Motor Information See Page 88 
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VALVE SEAT 
GRINDING SETS 


CONDENSED LISTINGS 
TRACTOR TRUCK RAILROAD DIESEL 


SPLINE DRIVE 


Basic Set 1778BB or 1750BB 


These sets are factory approved and contain in addition 
to the basic set, Pilots and Grinding Wheels as shown 
on Manufacturers sheets listed below. 

No. 1778BB—Basic set consists of one 1712-S driver, one 
1713C dressing tool, one 1702-BB-S holder, and 1757 
Box illustrated. 

No. 1750BB—Basic set same except with No. 1710-S 
driver. 

No. 1780—Basic set shown on page 56. 


AMERICAN - LOCOMOTIVE, Special catalog. 

BALDWIN LOCOMOTIVE, Catalog available. 

COOPER - BESSEMER, Catalog available. 

INT. HARV. TRACTOR, Complete Set No. 1747 BB. 
INT. HARV. TRUCK, Complete Set No. 1753-BB. 
MINNEAPOLIS MOLINE TRACTOR, Set No. 1749 BB. 
OLIVER TRACTORS, Complete Set No. 1735BB. 
WHITE MOTOR TRUCKS, Complete Set No. RSA 500. 


NO. 2105 VALVE SEAT GRINDER SET 
FOR VOLKSWAGEN AUTOMOBILES 
Consists of the following items 
1—No. 1710-S Spline ........ -High Speed Driver 
2—No. 1702-BB-S Spline - Wheel Holder 
1—No. 1713-C Capacity 4”, Dressing Tool 
ocenp ecard nace Nan piBedN iopuedee Pin 
...Lifting Spring 
..Lifting Spring 


ae ein Nh RN acne Metal Box 
FINISHING WHEELS ROUGHING WHEELS 

1—No. SK-1 ...... 1174" 45° 1—SK-71 2c. 11/4” 45° 
wane 1—-SK-73 .. .15/16” 45° 

1—No. SK-3 ....1 5/16” 45 1—SK-75 _ "13/8" 45° 
1—No. SK-5 ...... 13/8" 45° 1—SK-139 .......... 1 172" 15° 

TAPERED PILOTS 

(LESS Ect ee ED .276, .277, .278 
je Cc | Rae ae eee meena RE rEne ete ere 314," 315, 316 


SIOUX VALVE GUIDE CLEANERS 
Expanding 


No. C-118—Expanding Valve Guide Cleaner, complete 
with one extra set of blades. 


Adjustable for valve guides from 5/16” to 5/8”. The flat 
spring steel blades press against the guide by spring tension 
and scrape out the carbon without injury to the guides. 


Use with 1/4” Electric Drill. 


No. C-118-A—Set of replacement blades for expanding 
valve guide cleaner. 


SIOUX VALVE GUIDE CLEANERS 
Solid—Not Expanding 


——— 


Sioux Valve Guide Cleaners have flat spring steel blades 
which scrape out the carbon without injury to the guides. 


Use with 1/4” Electric Drill. Made in the following sizes: 


Number Size Number Size 
C-312 5/16 C-593 19/32 
C-328 21/64 C-625 5/8 
C-343 11/32 C-850 850 
C-375 3/8 C-875 7/8 
C-406 13/32 C-1000 1 
C-437 7/16 C-1031 11/32 
C-468 15/32 C-1125 11/8 
C-500 1/2 C-1250 11/4 
C-562 9/16 


VALVE GUIDE BRUSHES 


ORM << 


Tynex Nylon 


Comprises .014 stiff Nylon bristle wound in steel wire 
with the size marked on the metal shank. 


The strong tough Tynex Nylon bristles clean the valve 
guides fast and thoroughly, remove carbon, sludge and 
varnish without injury to the guide. 


Use with 1/4” electric drill. 
Number Guide Size 


5/16” 
11/32" 


Sioux Wire End Brushes See Page 76 
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SIOUX GRINDING WHEEL 
HOLDERS 


SPECIFY IF HEX DRIVE IS REQUIRED 


Ball bearings are mounted between the 
inner and outer sleeves. 

The hardened and precision ground inner 
sleeve floats on the pilot and reduces fric- 
tion and wear. 


No. 1702-BB-S—Ball Bearing Grinding 
Wheel Holder, 11/16”-16 thread. For use 
with (No. 2 Sioux taper) tapered or ex- 
panding pilots having 3/8”+.010 upper 
end. Size 11/4” diameter by 5” long. 


No. 1702-BB-Hex—Ball Bearing Grinding Wheel Holder 
same as 1702-BB-S except Hex Drive. 


No. 1703-BB-S—Ball Bearing Grinding Wheel Holder, 
7/8”-14 thread. For use with (No. 3 Sioux taper) tapered 
or expanding pilots having 9/16”+.010 upper end. 


No. 1703-BB-Hex—Ball Bearing Grinding Wheel Holder 
same as 1703-BB-S except Hex Drive. 


No. 1703-BB-5-S—Ball Bearing Grinding Wheel Holder, 
7/8"-14 thread and equipped with Flanges to take 1” 
smooth center hole Grinding Wheels. 11/2” dia. by 5” 
long. 


No. 1672-BB-S—‘Short” Ball Bearing Grinding Wheel 
Holder, 11/16”-16 thread. For use with tapered pilots 
having short upper end. 1 1/4” diameter by 3 3/16” long. 


No. 1672-BB-Hex—‘‘Short” Ball Bearing Grinding Wheel 
Holder same as 1672-BB-S except Hex Drive. 


No. 1701-BB-S—Holder 5/16” hole for small Grinding 
Wheels, 1/2”-20 thread for pilots with 5/16” No. 1 upper 
end. 


NO. 1703-7 FLANGE 


Flange for holder. Threads onto No. 
1703-BB holder to handle large 
wheels with 1” smooth center hole. 


56 


GRINDING DRIVER 
ATTACHMENTS 


NO. 1703-BB-5 
GRINDING WHEEL HOLDER 


Ball Bearing Grinding Wheel Holder 
with 1703-7 Flange for large wheels with 
1” smooth centers, also for No. 3 Hole 
threaded wheels, omitting the lower 
flange. 


For use with pilots having No. 3 (9/16” 
+.010) upper end. 


Size 1 1/2”x5” long. 


NO. 1772 
HEAVY DUTY DRESSING TOOL 


Heavy Duty Dressing 
Tool with Driver Sup- 
port, guard, and 
1772-B pilot for 1703- 
BB wheel holders with 
1715-B hex diamond. 


Capacity up to 6 1/8” 
wheel dia. Height 
22”. Base 8”x10 1/2”. 


No. 1772-A—Pilot for 
1772 Dressing Tool 
for 1702-BB Holder. 


No. 1772-C—Dressing 
Pilot for  1672-BB 
Holder. 


NO. 1780 VALVE SEAT GRINDER SET 


“Basic Set" Includes: 


DING. TOSS: wei ccenenecn seu nrmreenenerencbnnniies Heavy Duty Driver 
UR Noe UID: ewscctasraswssaeestoceaves Dressing Tool with 1772-B 
Pilot, 9/16” + .010. 
2—No. 1703-BB-S-5 .............. Holders with 1703-7 Flange 
MING. NOB Dos acecccpenccnstccapentetveccsoseisenieas Spanner Wrench 
1—No. 1682-3 Fig. Page 57 ....0...2-...2.:---0--+- Holder Clamp 
I Nov X-826 Pig. Page: 57 sesccecncssencienesianctnens Indicator 
P—<NO: X82 secccenccsescuscessssncsenditescemmeeecnemnscrseenieescsenwtes Pin 


1—No. 1442-3 3/4” .. ..Special Lifting Spring 
1—No. 1442-5 1/2” .. ..-Special Lifting Spring 
DINGS 779) 5 An canennsecerencsnnsesencnsennnseee snsusernsnnnnnnae Metal Box 
Grinding Wheels and Pilots must be purchased extra for 
the particular engines to be serviced. (Specify make and 
model of engine.) 

Wheels 4” and larger may be furnished with 1” smooth 
center holes for use with 1703-BB-5 Holder. (In ordering 
specify the regular numbers followed by -5, Example 
K-69-5.) 


No. 1780-A—Set same as above with 1770-A Driver. 
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VALVE SEAT 
GRINDER ACCESS 


ORIES 


No. 1719—Dressing Tool, equipped with guard and No. 
1718-A pilot for Nos. 1702-BB-S or 1702-BB Hex. wheel 
holders. Height, 81/2 in., base, 6x4 in. Net weight, 17 
Ibs. 


No. 1715-B—Replacement Hex Diamond. 3/8” KT for 
1719 and 1772. 


No. 1718-A——Pilot for 1719, 1713, 1713A, 1713B and 
1713C dressing tool for use with Nos. 1702-BB-S or 
1702BB Hex. wheel holders. 


No. 1718-B—Pilot for 1719, 1713, 1713A, 1713B and 
1713C dressing tool for use with Nos. 1703-BB-S or 1703- 
BB Hex. wheel holders. 


No. 1718-C—Pilot for 1719, 1713, 1713A, 1713B and 
1713C dressing tool for use with No. 1672-BB-S and 1672- 
BB-Hex. wheel holders. 


No. 1718-G—Guard only for 1719 and 1772 Dressing 
Tools. 


No. 1718-F—Pilot for dressing tool for 1674-BB-5 holders. 


No. 1718-H—Dressing Pilot for No. 1701-BB-S No. 1 
holder. 


SIOUX HEAVY DUTY DRESSING TOOLS 


For Valve Seat Grinding Wheels 
Automotive and Aircraft 


Heavily built for extreme accuracy and ideal for produc- 
tion service. Capacity up to 6 in. Designed with complete 
adjustments for dressing ALL SIZES of Sioux valve seat 
grinding wheels, including angles from zero to 90° with 
degree synchronizing adjustments for perfectly accurate 
finish on valve seats. Equipped with Hex Diamond for 
accuracy. 


SIOUX DRESSING TOOL 


No. 1713-C—Sioux Dressing Tool has a capacity up to 
and including 4 in. in diameter. Graduated to obtain 15, 
30, 45, 60 and 90 degree angles. Height 7 3/4 inches. 
Base 43/4 x 35/16 inches. Equipped with pilot No. 
1718-A to handle No. 1702-BBS Grinding Wheel Holder. 


Use same pilots as No. 1719 listed above. 


No. 1715—Replacement Diamond. 3/8”-24 thread. 1/4 
KE. 


No. 1715-A—Heavy Duty Diamond. 3/8”-24 thread. 3/8 
KY. 


HOLDER CLAMP 


No. 1682-2—For 1702BB-S, 1672BB 
Holders. 

No. 1682-3—For 1703BB-S Holders. 
No. 1682-4—For 1674BB Holders. 


SIOUX VALVE SEAT INDICATOR 
FOR CHECKING VALVE SEATS 


No. X-825—Sioux Valve Seat In- 
dicator for Tapered and Ex- 
panding pilots having 3/8”+-.010 
upper end. No. X-825 consists of 
Indicator Head, and No. 23780 
sleeve for pilots with No. 2 up- 
per end. 


No. X-826—Sioux Valve Seat 
Indicator for tapered and ex- 
panding pilots having (9/16”+ 
.010) No. 3 upper end. 


No. X-825-A-SP—‘‘Short” Sleeve 
for X-825 Indicators for “Short” 
tapered pilots having 3/8”+.010 
upper end. 


No. 34221—Sleeve for X825 
indicator for No. 3 top pilots 
having 9/16”+.010 upper ends. 


DRESSING GUARD 


No. 1713-G — Guard only 
for’ dressing tool. Assures 


safety in wheel dressing. For 
Noi 1723." 1/713," 17TSB 
and 1713C Dressing Tool. 
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VALVE STEM 


SELF-ALIGNING GUIDE REAMERS 


GUIDE REAMERS 


HIGH SPEED GUIDE REAMERS 


Essential for late model engines with integral guides. 


Can be furnished in .001, .002, .003 or .004 oversize 
or undersize, same price as the standard size. 


ee i 
. 1/4” 
5/16 
21/64 
11/32 
11/32 + .003 
11/32 + .015 
23/64 
11/32 + .030 
3/8” — .002 
3/8 
3/8 + .003 


7” 


Our High Speed Guide Reamers are made of high quality 
high speed tool steel, properly heat treated. Unequally 
spaced flutes eliminate chattering and permit sharpen- 
ing to a keen edge for free cutting. 


Decimal Size 


& Cat. Number Size Length 
- = a ee 
GH-277 .277 


GH-312 5/16 
GH-315 5/16+ .003 
GH-343 11/32 
GH-346 11/32 + .003 
GH-358 23/64—.001 
GH-373 3/8—.002 


Use Decimal Size when ordering. 
(Example, 5/16” minus .001, G-311). 


"EXAMPLE" 


The 11/32” size valves are furnished with stems that are 
.003, .015 and .030 oversize. To install valves with over- 
size stems, a kit of Guide Reamers is recommended in the 
following sizes. 

11/32” +.003 Reamer with standard diameter pilot 
end. 

11/32” +.015 Reamer with -+-.003 oversize pilot end. 

11/32” +.030 Reamer with +.015 oversize pilot end. 

Due to the close fitting pilot end the Reamers must be 
used in sequence. Use the +.003 first, then the +.015, 
and the +.030. 

It is advisable to clean out the old guide hole with a 
suitable guide cleaner or standard size guide reamer to 
prevent the close fitting pilot end of the oversize reamer 
from sticking. 

Insert the reamer from the top of the cylinder head 
into the outer end of the guide. 

Advance the reamer very slowly into the guide as the 
lead end of blades do all the cutting. 


GH-375 3/8 
25/64 


Sizes from GH-277 up to and including GH-562 available upon request 


No. 251—Quart Reamer Cutting Oil. 


Ba asic ak Sie UN NM 
SIOUX OVERSIZE GUIDE REAMER SETS 


Many late model cars & trucks do not use removable 
valve guides, therefore, when the guides become worn 
these reamers are necessary to ream them to accommodate 
the oversize valve stems furnished by the manufacturers. 


No. G-33 set for No. G-38 Set for Chrysler, 


Comet and Falcon 
G315 Reamer 5/16” 
+.003 

G327 Reamer 5/16” 
+.015 

G342 Reamer 5/16” 
-+.030 

No. G-34 Set For 
Chevrolet, Ford and 
Mercury 

G3467 Reamer 11/32” 
+.003 

G3587 Reamer 11/32” 
+.015 

G3737 Reamer 11/32” 
+.030 


DeSoto, Dodge and 
Plymouth 

G3800 Reamer 3/8” 
+.005 

G3900 Reamer 3/8” 
+.015 

G4050 Reamer 3/8” 
+.030 

No. G-39 Set For 
Chevrolet, Ford and 
Mercury 

G-3730 Reamer Std. 
G-3760 Reamer +.003 
G-3880 Reamer +.015 
G-4030 Reamer +-.030 
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VALVE SEAT 
GRINDING WHEELS 


USE ON CAST IRON AND HARDENED 
STEEL VALVE SEATS 


For Cast Iron Seats, (To grind and finish) use the ‘‘Finish- 
ing Wheel only,” a Roughing Wheel is not required. 
For Steel and other Hard Seats, use the Roughing Wheel 
for grinding, and a finishing wheel to finish. 


FOR SMALL VALVE SEATS 


No. 2 Hole 11/16”-16 
Thread for 

No. 1672BB Holder 

No. 1702BB Holder 


Size 45° 45° 30° 30° 
In. Finishing Roughing Finishing ! Roughing ( 
1116 | SK-1B | SK-70a | SK-32 | SK-36— 
‘11s. | sk-al_| sk-70 | SK-33 | SK-37 
Driver || 13/16 | SK-1C | SK-71A | SK-34 | SK-38 
os 1 SK-1 | SK-71 sK-401 _[ sk-a71. 
1792 || 15/16 | SK-3 sk-73 | SK-403 | SK-473 
13/8 SK-5 K-75 | SK-405 | SK-475 
11/2 | SK-9 sk-79 | sk-409 | SK-479 


‘|| Above wheels may be had in WS Type for hard alloys or stellite 


Nos. SK-9 and SK-79 can also be furnished with No. 3 
Hole for No. 1703-BB Holder. 
For small valve seats, No. 1 Hole Wheels 
1/2"-20 Thread 
SKIH-1” SKIG-29/32” SKIF-25/32” 

No. 47-1—Bushing Reduces No. 2 Hole Wheels to No. 
1 Hole. 

No. 47—Threaded Bushing for reducing No. 3 hole grind- 
ing wheels to No. 2 hole. Used with No. 1702-BB Holder. 


No. 47-BD—Threaded Bushing for reducing No. 2 hole 
grinding wheels to 9/16”-16 Thread. 


DOUBLE SERVICE FROM 
SIOUX VALVE SEAT 
GRINDING WHEELS 


For Emergency 
Cases The 
Wheels 
Can Be 
Dressed 
Smaller 
On The 
Diameter 


Wheels 4” and Larger may be furnished with 1” smooth 
center holes for use with 1703-BB-5 Holder. (In order- 


ing specify the regular numbers followed by -5, Example 


K-69-5.) 


No. 2 Hole 11/16”-16 
Thread for 

No. 1672BB Holder 

No. 1702BB Holder 


WHEELS AVAILABLE 
FOR STELLITE 
Sizes. 1 1/2” to 31/2” 
(Specify the regular numbers followed by -WS. Example 

K-28-WS or K-98-WS.) Same price. 


FOR HARD STEEL ALLOYS 


Wheels available from 25/8” to 6”. To order suffix CK 
behind K number. (Example K-63CK.) Same price. 


STANDARD WHEELS FOR IRON AND STEEL 


15° 
Finish 


Finish 


K-9 
K-11 
K-13 
K-15 
K-17 


1792 


Driver 1705 & 1712] Driver 1700 & 1710 


SK-147 |SK-160 


K-497 
K-498 
K-512 
K-514 
K-516 


K-Wheels 13/4 in. diameter and larger can also be 
furnished with No. 3 hole for No. 1703 Holder. 


K-164 


NO. 3 %”-14 THREAD FOR 
NO. 1703BB HOLDER 


45° 30° 
Finish Finish Rough 
Driver 
1705 K-49 K-449 K-519 
1712 K-51 K-451 K-521 
K-53 K-453 


K-55 K-455 


Driver 
1770 


K-539 


GRINDING WHEELS NOT TO BE 
OPERATED ABOVE 6500 S.F.P.M. 


1/16” sizes can be supplied where not shown. 


TAPERED PILOTS, 3/8+.010 NO. 2 UPPER END FOR 
1702-BB HOLDER OR NO. 2 HOLE SHANKS 


The Patented Pilot illustrated above shows length of 
Tapered Pilot from end to end indicated as “A.” The 
section of the Pilot indicated as ‘“‘B’’ is the upper end. 
Charts list Pilots in numerical sequence by catalog num- 
bers. Columns A and B show measurements as indicated 
in illustration above. 


The GREATEST POS- 
SIBLE ACCURACY can 
be obtained by using 
SIOUX Tapered Pilots 
with the SIOUX Dual 
Action Valve Seat 
Grinder. ; 
The Sioux method of SS 
tapering only the upper 
portion, instead of the 
whole length of the 
pilots, is the only positive 
way to prevent misalign- 
ment and _ inaccurate 
grinding. 

Sioux Tapered Pilots also 
serve as a plug gauge for 
checking wear in guides. 
If .004 oversize tapered 
pilot is loose then guide 
should be replaced. 

How They Are Used — 
When placed in the 
engine and turned witha 
slight pressure they are 


— 


SSS 


SSSSSS 


IN 


anchored rigidly in the By selecting largest Sioux 
least worn part of the Tapered Pilot which will en- 
valve guide. ter valve guide, straight part 
SIOUX Tapered Pilots aligns pilot correctly with 
are precision tools, hard- center line of valve guide, 
ened and ground to very assuring perfect accuracy. 

close limits. Order by Catalog Number 


TAPERED PILOTS WITH NO. 2 SHORT UPPER END 
FOR USE WITH NO. 1672-BB SHORT HOLDER ONLY 


Number Size, In. 


TSS250 1/4 
TSS281 9/32 
TSS312 5/16 
TSS313 5/16 +.001 
TSS$314 5/16+ .002 
TSS315 5/16 + .003 
TSS342 11/32—.001 
TSS343 11/32 
TSS344 11/32+.001 
TSS345 11/32+ .002 
TSS346 11/32+.003 
TSS347 11/32+.004 
TSS315 3/8 
TSS376 3/8+.001 
3/8+ .002 
3/4+.003 
3/8+.004 
.396 


7/16 

7/16+.001 
7/16+ .002 
7/16+ .003 
7/16+ .004 


1/2 

1/2+ .001 
1/2+.002 
1/2+.003 
1/2+ .004 
TSA1031 11/32 
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No. & Dec. Size 


Size, In. 


TAPERED PILOTS 


7250 
1251 
7252 
1253 
7254 


T281 
T282 
7283 
7284 
T285 
7310 
T311 


T312 


1/4 
1/4+.001 
1/4+.002 
1/4+.003 
1/4+.004 
9/32 
9/32+.001 
9/32+.002 
9/32 + .003 
9/32+.004 
5/16—.002 
5/16—.001 


5/16 

5/16+ .001 
5/16+ .002 
5/16+ .003 
5/16+ .004 


21/64 
11/32—.002 
11/32—.001 


11/32 
11/32+.001 
11/32 + .002 
11/32 + .003 
11/32 + .004 
358 


23/64 

3/8—.003 
3/8—.002 
3/8—.001 


3/8 
3/8+.001 


399 

13/32—.003 
13/32—.002 
13/32—.001 


13/32 
13/32+ .001 
13/32+ .002 
13/32 + .003 
13/32+ .004 
7/16—.003 
7/16—.002 
7/16—.001 


7/16 

7/16+.001 
7/16+ .002 
7/16+ .003 
7/16+ .004 


15/32 


1/2 

1/2+.001 
1/2+ .002 
1/2+.003 
1/2+ .004 


17/32 

17/32+.001 
17/32 + .002 
17/32 + .003 
17/32+ .004 


19/32 Fd. A 
19/32+.001 
-850 Fd_- 

1 1/32—.001 


11/32 Fd. 
11/32+.001 


79/16" 


79/16" 
7 9/16" 
79/16" 
79/16" 
7 9/16" 
79/16" 


79/16" 
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NOTE: 1/4”, 


EXPANDING 
AND TAPERED PILOT 


9/32”, 5/16” Pilots can be furnished with 
5/16” No. 1 upper end for No. 1701-BB-S holder 1/2”-20 
thread having 5/16” No. 1 hole. To order suffix -1. (Ex- 
ample T-250-1), same price as T-250. 


SPECIAL LENGTH TAPERED PILOTS, NO. 2 UPPER 
END FOR NO. 1702-BB HOLDER 


Number and 
Decimal Size 


Size, In. 


TS406 
TS407 
TS408 
TS409 
TS410 

TS437 
TS438 
TS439 
TS440 
Ts441 

TSD437 
TSD438 
TSD439 
TSD440 
TSD441 

TS500 
TS501 
TS502 
TS503 


No. X-811—3/16 inch pin for tapered pilots with No. 2 


upper end. 


13/32 
13/32+.001 
13/32+.002 
13/32 + .003 
13/32 + .004 
7/16 
7/16+ .001 
7/16+ .002 
7/16+ .003 
7/16+ .004 
7/16 
7/16+.001 
7/16 + .002 
7/16+ .003 
7/16+ .004 


1/2 

1/2+.001 
1/2+ .002 
1/2+ .003 
1/2+.004 


io" 
10” 
10” 
10” 
10” 
10” 
10” 
10” 
10” 
10” 


79/16" 


TAPERED PILOTS, 9/16+.010 No. 3 UPPER END, 


FOR NO. 1703-BB HOLDER OR NO. 3 HOLE SHANKS 


Number and 
Decimal Size 


Size, In. 


9/16 

9/16+.001 
9/16+ .002 
9/16+ .003 
9/16+ .004 


5/8 
5/8+.001 
5/8 + .002 
5/8 + .003 
5/8+.004 
11/16 
11/16+.001 
11/16 + .002 
11/16 + .003 
11/16+.004 


SPECIAL LENGTH TAPERED PILOTS, NO. 3 UPPER 
END FOR NO. 1703-BB HOLDER 


Number and 
Decimal Size 


Size, In. 


TS562 
TS563 
Ts564 
TS565 
TS566 

TS625 
TS626 
TS627 
TS628 
TS629 

TS750 
Ts751 
TS752 
1S753 
TS754 


Above pilots can be furnished with No 


9/16 

9/16+ .001 
9/16+ .002 
9/16+ .003 
9/16+ .004 


. 2 upper end. 


SPECIAL PILOTS AVAILABLE For Railroad and large 


Diesel engines specify make 


and model of engine. 


No. X-812—1/4 inch pin for tapered pilots with No. 3 


upper end. 


SIOUX TAPERED EXPANDING PILOTS 


Sioux Tapered Expanding Pilots are self-centering in the 
valve guide. Range of expansion will handle valve guides 
from minus .002 to plus .008 on all standard sizes, thus 
reducing the number of pilots necessary for worn guides. 
Used with the same wheel holders and shanks as Sioux 


Tapered Pilots. 


(If for Millimeter Size Give Size Wanted in Millimeters) 


3/8+.010 No. 2 Upper 
End for No. 1702-BB 
Grinding Wheel Holder 


Above Pilots Available with 
No. 3 Upper End. 


Sioux Tapered Expanding 

Pilots 9/16+.010 No. 3 

Upper End for 1703-BB 
Wheel Holder 


Number | Size A B 


E-562 |9/16 | 41/2 | 33/4 
E-625 | 5/8 41/2 | 33/4 
E-687 | 11/16 | 41/2 | 47/8 
E-750 | 3/4 43/4 | 51/8 


Millimeter Size Pilots 


Number 


Can only be supplied in above sizes. 


SIOUX WRENCH FOR 


EXPANDING PILOTS 


No. 2-A—Sioux Wrench for 
having 3/8”+.010 upper end. 


No. 3-A—Sioux Wrench for Expanding Pilots having 
9/16”+-.010 upper end. 


use with Expanding Pilots 


SIOUX PILOT PULLER 


No. 722—Pilot Puller, designed to pull pilots from 
guide without danger of breakage, simple to operate. To 
be used with No. 2 upper end pilots only. 


6! 


AIRCRAFT VALVE 
SEAT GRINDERS 


No. 1680—Sioux Wet Valve Seat Grinding Machine for 
Aircraft Radial Engines. Finish, machine tool grey. Sub- 
stantial construction with welded steel frame and _ all 
panels of heavy gauge metal. Handy shelf with metal pins 
to hold grinding wheels and wheel holders and retaining 
holes for pilots. Furnished with a fully adjustable shaded 
light and 3-prong twist lock electric connections, third 
wire for ground. Includes Dressing Tool and No, 1684 
Power Drive for wheel dressing. (Coolant pump not 
Universal) Specify voltage. 


Pilots, Grinding Wheels, Wheel Holders and Driver are 
not included with No. 1680 machine and- must be pur- 
chased extra. 


Size: Floor space 30x36 inches; working height, 32 1/2 
inches; shelf height, 41 1/2 inches. 


AIRCRAFT HEAVY DUTY DRIVER 


S hs, 


Id 


NO. 1690-S 


UNIVERSAL MOTOR 
Ball and Needle Bearings Throughout 


AIRCRAFT VALVE SEAT GRINDER SET 


No. 1675-BB — Basic Set 
UNIVERSAL MOTOR 
SPLINE DRIVE 


DUAL-ACTION 


No. 1675-BB—Basic Set Consists of 

T—No:, NO95S cscccreseven tettend Sioux Heavy Duty Driver 
1—No.. 1672-BBAS ........22..--.---ceeeeeeeeteee Ball-Bearing Holder 
1—No. 1713-C—Sioux Dressing Tool, equipped with No. 

1718C Pilot. Illustrated on Page 57. 
T==No., LOTSA. ccecenerepscavecemmcerse recs Sioux Metal Box 
Add to No. 1675-BB Set the Aircraft Pilots and Grinding 
Wheels to fit the engines to be serviced. For use on cast, 
hardened steel, bronze and Stellite valve seats. 
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No. 1690-S—The driving spindle is 35° angle. 


SPECIFICATIONS 


7 Amps at 115 Volts 
Length overall 
Net Weight ........ 
Speed Standard 
No. 1695-S—The driving spindle is adjustable, for straight 
and 35° angle. Simply remove the collar and turn the 
driving spindle to required position, 10,000 R.P.M. Re- 
quired for most small engines. 

No. 1693-S—Heavy Duty Driver, Straight. Otherwise the 
same as’ No. 1690-S. 


Grinding Valve Seat 


PRODUCTION HOLDERS 
Specify Hex if for Hex Drive 
Finished to Precision Size. 


No. 1674-BB-2 —— Ball-Bearing Grinding 
Wheel Holder, 11/16”-16 thread, No. 2 
hole. For Pilots with 3/8”+.010 No. 2 
upper end. 


No. 1674-BB-5—Ball-Bearing Grinding Wheel Holder, for 
large Aircraft Valves. 1/2” hole, 7/8”-14 thread. For 
Pilots with 1/2” diameter upper end. 


PILOTS WITH 1/2" END FOR No. 1674-BB-5—Specify 
Pilot Number suffixed by -5. (Example: AEX-437-5 or 
AT-437-5). 


HOLDER 
No. 1672-BB—Aircraft Ball-Bearing Grinding Wheel 
Holder, 11/16”-16 thread. For Pilots with 3/8”+.010 
No. 2 upper end. 
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The AT Tapered Aircraft Pilot is inserted into Guide 
from inside the Cylinder. 


The AS Tapered Pilots are inserted from outside Cylinder 
into the Guide Hole. Wrenches not required. 


Wrenches for AT Aircraft Tapered Pilots 
Used in threaded end of pilots to tighten pilot in valve 
guide. 
Nos AWS 12 csc ccecesenateons Wrench for 5/16 and 11/32 Pilots 
No. AW375.......- Wrench for 3/8, 25/64 and 16/32 Pilots 


No. AW437......-------+- 
Wrench for 7/16, 29/64, 15/32 and 31/64 Pilots 


INOs FOWS00 osccsecesrersrrccusriekancrcrwoesnns Wrench for 1/2 Pilots 
NO; AW9 62 cesses reseveceneewcosieeseasgpnce Wrench for 9/16 Pilots 
No: A W625 conte ee dace temes Wrench for 5/8 Pilots 
No. AW656..............-- Wrench for 21/32 and 11/16 Pilots 


HIGH ACCURACY 
SIOUX AIRCRAFT TAPERED PILOTS 

For Valve Seat Grinding 
Used with No. 1674-BB or No. 1672-BB ball-bearing 
wheel holder. Each pilot is .0005 larger than the pre- 
ceding size, hardened and precision ground to very close 
limits for the greatest possible accuracy. Use tapered 
pilot wrenches to tighten pilots in valve guide if desired. 


AT Series and AS Aircraft Tapered Pilots 


For use with 1674-BB-2 or 1672-BB Holder. Suffix-2 be- 
hind decimal size. (Example AT437-2). 


For use with 1674-BB-5 Holder. Suffix-5 behind decimal 
size. (Example AT437-5). 


Prices for above same as Aircraft Expanding Pilots. 


Number Size Number Size 
AE-312 5/16 AEX-500 1/2 
AE-343 11/32 AEX-500-L 1/2 
AE-359 23/64 AEX-531 17/32 
a a a 
AE-390 25/64 AEX-625 5/8 


AE-406 13/32 
AEX-437 7/16 
AEX-453 29/64 


AEX-625-L 5/8 
AEX-656 21/32 
AEX-687 11/16 
AEX-468 15/32 AEX-687-L 11/16 
AEX-484 31/64 AEX-750 3/4 
AEX Pilots Have Folding Handle 
Can only be supplied in above sizes 


45° 45° 30° 30° 

Size In. Finishing Roughing Finishing Roughing 
19/16 K-11-A K-81-A K-411-A K-481-A 
15/8 K-13-A K-83-A K-413-A K-483-A 
111/16 K-15-A K-85-A K-415-A  K-485-A 
1 3/4 K-17-A K-87-A K-417-A K-487-A 
17/8 K-21-A K-91-A K-421-A K-491-A 
2 K-25-A K-95-A K-425-A K-495-A 
21/16 K-27-A K-97-A K-427-A K-497-A 
21/8 K-28-A K-98-A K-428-A  K-498-A 
21/4 K-42-A K-102-A K-442-A K-512-A 
2 3/8 K-44-A K-104-A K-444-A K-514-A 
21/2 K-46-A K-106-A K-446-A K-516-A 
2 5/8 K-49-A K-109-A K-449-A K-519-A 
2 3/4 K-51-A K-111-A K-451-A K-521-A 
27/8 K-53-A K-113-A K-453-A K-523-A 
3 K-55-A K-115-A K-455-A K-525-A 
31/16 K-55A-A K-115A-A 

31/8 K-56-A K-116-A K-456-A K-526-A 
3 3/16 K-56A-A K-116A-A 

31/4 K-57-A K-117-A K-457-A K-527-A 
3 172 K-59-A K-119-A K-459-A K-529-A 


1/16” Sizes Can Be Supplied Where Not Shown 


SIOUX AIRCRAFT EXPANDING PILOTS 


No. 2 upper end 3/8”+.010, for No. 1672-BB and 
1674-BB-2 Holder. If for 1674-BB-5 add -5, Example: 
AEX-437-5. 


Range of expansion, .015. 
Up to 13/32”, .003 under to .012 over. 
7/16” and up, .005 under to .010 over. 


AIRCRAFT VALVE SEAT GRINDING WHEELS 
No. 2 Hole for 11/16"-16 thread 
No. 1672-BB and 
No. 1674-BB-2 Holder 
Example K25-2 


For use on cast, hardened 
steel, and bronze valve seats. 
Special wheels available 
for hard alloys and Stellite 
Suffix WS. 
Specify No. 3 Hole for No. 
1674-BB-5 7/8"-14 Thread 
Holder. (Example K25-3) 
_. oe _. 
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FOR BODY AND 
FENDER—TIRE 
REPAIR SHOPS 
AND GARAGES 


NO. 1027—34 H.P. DIRECT DRIVE 
FLEXIBLE SHAFT 


Motor swivels and tilts. With 3 conductor cable and plug 
3450 R.P.M. 


NO. 1027-A—7/4 H.P. DIRECT DRIVE 


NO. 1125—(TIRE SHOP) FLEXIBLE SHAFT 
High Speed 3/4 H.P. Motor 3450 R.P.M. 


NO. 1020 — (TIRE SHOP) FLEXIBLE SHAFT FLEXIBLE SHAFT 
Standard 3/4 H.P. Motor. 1725 R.P.M. Same as No. 1027 except with longer shaft, 8 1/2 ft. 


NO. 1080—3/4 H.P. 
3 SPEED FLEXIBLE 
SHAFT 


With bench brack- 
et, belt and 3 
speed pulley. To 
be used in connec- 


NO. 1068 : 

: 1200, 2350, 3500 R.P.M. With 

FLEXIBLE No. 827 Angle Head. 3 cond. 
SHAFT UNIT cable and plug. 


NO. 1080-A— 
3 SPEED FLEXIBLE 
SHAFT 


Same as No. 1080 except with 


tion with users 
electric motor. 


longer shaft, 8 1/2 ft. 


NO. 1080-B-— 
3 SPEED FLEXIBLE 
SHAFT 
Same as 1080, except equipped 
with No. 666 straight handle 
and less 827 Angle Head. 


Combines Utility and Versatility 


SPECIFICATIONS 


Uses 
Housing 
No. 
23481 23485 
| 3/4*_ | 23496 | 23497 
[—3/4__|_23ag1_[ 23485 [1725 


[3/4 | 23496 | 23497 _ | 
23481 | 23485 | 


|__Movable | 
|__ Movable | 
Movable 
Movable 
| Movable | i 
Movable i 1725 
Bench i None 
[Movable | i 


3450 


*CAN ALSO BE FURNISHED WITH 1 H.P. MOTOR, $15.00 EXTRA 


No. 1068 Uses Belt No. 14429 as Replacement. 
No. 1080 Uses Belt No. 14430 as Replacement up to Serial 2299. 
No. 1080 Uses Belt 14450 from Serial 2300 up. 

For Motors other than 115 or 220 Volt, 50 or 60 cycle single phase add $25.00 extra to price list. 


See Page 84 for Wire Wheel Brushes 


None are available in 32 Volt. 


64 Accessories Listed on Page 65. 
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FLEXIBLE SHAFT AND 
CUTTER ACCESSORIES 


ANGLE WORK HEADS 
Grease Packed 


Fully and Sealed 
Ball No Lubrication 
Bearing Required 


High Speed For 
Grinding and Sanding 
No. 1062—Sioux Angle Work Head, 4 to 5 ratio (spindle 
speed 4250 R.P.M.), for Nos. 1005, 1009, 1027, 1090 
and 1095 Flexible Shafts. Motor speed 3450 R.P.M., 
on 60 cycle. 5/8”-11 Thread. 
No. 1061—Sioux Angle Work Head, 4 to 10 ratio (spindle 
speed 4000 R.P.M.), for No. 1020 Flexible Shaft with 
motor speed 1725 R.P.M. on 60 cycle. 5/8”-11 Thread. 
No. 827—Sioux Angle Work Head, 1 to 1 ratio, for No. 
1075, Serial No. 843 and up, and No. 1080, Serial No. 
357 and up. 5/8”-11 Thread. 
Available Also With 3/8”-16 Thread 


STRAIGHT HANDLE FOR FLEXIBLE SHAFTS 
“i No. 666 — Straight 
ath, 


Handle Assembly Ball- 
Bearing for Flexible 
Shaft. 5/8”-11 thread. 


Available Also With 3/8”-16 Thread 


GUARD FOR GRINDING 
WHEEL 


No. 284——Guard for 4 inch grinding 
wheel, for No. 666 Straight Handle. 


No. 286—Guard for 6 inch Grinding 
wheel, for No. 666 Straight Handle. 


CUTTERS 


No. Size Used On 
714-D Std 705-D, 706-D 
715-D 1/64” O’size 705-D, 706-D 
716-D 1/32” O’size 705-D, 706-D 
717-E | Std. 707-E, 708-E, 

709-E 

718-E 1/64” O’size 707-E, 708-E, 

709-E 
719-E 1/32” O’size 707-E, 708-E, 
709-E 


The letter D and E on the Cutters signify the group of 
Cutter Bodies in which each Cutter works. 


DECIMAL OVERSIZES 


Nos. 714D and 717E Cutter Blades can also be supplied 
in .005, .010, .015, .020, .025, and .030 oversize. 


THE SIOUX SHAFT CANNOT TOUCH ITS 
HOUSING 


Roller bearings at regular intervals along the full length 
of the shaft entirely eliminates binding when curved in 
use. 


SIOUX RUBBER COVERED HOUSING 


The inner portion of the Sioux Housing is made of flat 
spring steel. 

The outer surface is covered with woven fabric over 
which is a vulcanized rubber coating. 


Patent No. 1481078 


No. 23481 No. 23485 
Flexible Shaft Only Flexible Shaft Housing 


No. 234815 1/4 ft. Flexible Shaft only, 7/16” diameter. 
No. 23496—8 1/2 ft. Flexible Shaft only, 7/16” diameter. 
No. 23485—5 1/4 ft. Housing for No. 23481 Flexible 
Shaft. 
No. 234978 1/2 ft. Housing for No. 23496 Flexible 
Shaft. 


Patent No. 1481078 


Replacement Shafts and Housings 
Fit All Sioux Shafts 


SIOUX RUBBER SANDING DRUM 


No. 811—For use with stand- 
ard 3x3 in. abrasive sleeves 
which slide over the drum and 
stay put against its rubber sur- 
face. Complete with 1 each 
No. 24, No. 36 and No. 60 grit 
abrasive sleeves 5/8”-11 thread. 
No. 811-3/8 — for 3/8” - 16 
thread. 


Abrasive Sleeves For No. 811 


NOs. (801 eccecervecces 24 grit No. 811........... 50, 60 grit 


Nos; 801 seecesscccecss 36 grit No. 811......... 80, 100 grit 
Put up in standard packages of 10, 50, 100. 
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IMPACT WRENCH 
ACCESSORIES 


SOCKET ADAPTORS 
For All Units 


FOR 3/8” SQUARE DRIVE WRENCHES 
No. 313, 293, 473, 493, 4007, 4008, 4009, 4010 


No. 2558 increases the square 3/8” to 1/2” square. 


FOR 1/2" SQUARE DRIVE WRENCHES 
No. 314, 315, 316, 325, 330, 333, 294, 474, 476, 494, 
4016, 4017, 4020, 4021, 4026, 4027, 4018, 4019 


No. 2559 decreases the square 1/2” to 3/8” square. 
No. 2560 increases the square 1/2” to 5/8” square. 
No. 2561 increases the square 1/2” to 3/4” square. 


FOR 5/8” SQUARE DRIVE WRENCHES 
No. 317 318, 335, 477, 478, 
4031, 4032, 4033 


No. 2562 decreases the square 5/8” to 1/2” square. 
No. 2563 increases the square 5/8” to 3/4” square. 
FOR 3/4” SQUARE DRIVE WRENCHES 
No. 320, 480 


No. 2564 decreases the square 3/4” to 1/2” square. 
No. 2565 decreases the square 3/4” to 5/8” square. 
No. 2566 increases the square 3/4” to 1” square. 


FOR 1” SQUARE DRIVE WRENCHES 
No. 322, 482 


No. 2568 decreases the square 1” to 3/4” square. 


SEE PAGE 67 FOR SOCKETS 


KEYLESS JACOB CHUCK 


No. 2400—1/2” Square Drive takes from 3/16” to 1/2” 
drill bits. 


NO. 2358 HANDLE ATTACHMENT 


For use with Electric Impact Wrench and No. 448 Wire 
Brush. The knurled sleeve with grip shield assures positive 
control. Use with No. 448 Wire Brush. 

The free rotating spindle with pre-lubricated bearings 
fits any 1/2” sq. drive Impact Wrench. 6 1/2” long; 1/2” 
arbor; 1/2” square drive. 

No. 2358-448—Handle and Wire Brush. 
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QUICK CHANGE 
CHUCK 


Slips directly onto the square of Impact Wrench 
For all types of screwdriver bits having 7/16” or 1/4” 
hex shanks. 


The sliding sleeve locks the bit securely in place. 


Cat. Female Female 

No. Square Hex Length 
2530 3/8” 1/4” (Bits P.38) 1173/16" 
2531 3/8” 7/16” (Bits P.39) 2 1/4” 
2520 172” 7/16” (Bits P.39) 2 1/4” 
2521 5/8” 7/16” (Bits P.39) 2 1/4” 
2529 1/2” 1/4” (Bits P.38) a 


COLLET TAP CHUCKS 


name . Sf z 
Slips directly onto the square of Impact Wrench. In- 
cludes one collet to hold taps or drills, also Back Jaw 
Wrench and Nut Wrench. 


3/8” Square Drive 

No. 2371—Tap Chuck—Equipped with No. 36007 Collet. 
No. 36007—Collet, or No. 0 to 1/4” taps, 9/64” to 1/4” 
Drills. 
No. 36006—Collet, or No. 10 to 5/16” taps, 13/64” to 
5/16” Drills. 
No. 30207—Back Jaw Wrench (1/8” Allen). 
No. 36008—Nut Wrench. 

1/2” and 5/8” Square Drive 
No. 2370—Tap Chuck, 1/2” Sq. Drive—Equipped with 
No. 36003 Collet. 
No. 2372—Tap Chuck, 5/8” Sq. Drive—Equipped with 
No. 36002 Collet. 
No. 36003—Collet, for No. 10 to 1/2” Taps, 13/64” to 
3/8” Drills. 
No. 36002——Collet, for 5/16” to 5/8” taps, 5/16” to 
15/32” Drills. 
No. 30096—Back Jaw Wrench (5/32” Allen). 
No. 36004—Nut Wrench. 


INSERT BIT ADAPTORS 
NOT QUICK CHANGE 


These adaptors are used on hexagon shank bits to permit 
their use with power tools having male square drive. 
Adaptors are pressed on bits and are intended for applica- 
tions not requiring the quick-change feature. 


Cat. Female Female 

No. Square Hex Length 
2583 3/8” 1/4” (Bits P.38) 1 1/2” 
2584 3/8” 7/16” (Bits P.39) 1 1/4” 
2532 1/2” 7/16” (Bits P.39) 1 2" 
2533 5/8" 7/16” (Bits P.39) 1 1/2” 
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IMPACT 
WRENCH SOCKETS 


Includes These Sizes 


SOCKET SETS 3/8"';. 7/16", 1/2", 9/16", 5/8", 11/16", 


7/16", 1/2”, 9/16", 5/8’', 11/16”, 3/4” 
5/8”, 11/16"’, 3/4", 13/16", 7/8", 15/16” 
LUTEY,. 3/4", 13/16", 7/6", 15/16", 1 


13/16”, 7/8", 15/16", 1”, 11/4"; 17/16" 
15/16”, 1”; 1.1/8”, 1.1/4”, 17/16"; 1 5/8" 


V4" ie" d i" 
Size 6 Pt. 6 Pt. 6 Pt. 6 Pt. 6 Pt. 8 Pt. : = 
Across Hex. Hex. Hex. Hex. Hex. Dbl. Hex. Flip 6 Pt. Hex.| 8 Pt. Dbl 
Flats Regular | Magnetic | Regular Long Magnetic | Square Regular Socket Socket Regular Square 
Part No. | Part No. | Part No. | Part No. | Part No. | Part No. Part No. Part No 
3/16” 2606M 
1/4” 2608 | 2608M 
9/32” | 2609 | 2609M ieceaeies| (eee ian Paeaieedd] 
5/16” | 2610 | 2610M | 3610 | 3610L 3810 [| | ff |. seco at 
11/32” 2611 2611M 3611 | 
3/8” | 2612 | 2612M 4612L 
7/6” 3814 ae 
1/2” 
9/16” 5818 
5/8” 5820 
11/16” Pea) 5822 
3/4” 4624-26 5824 
13/16” 4624-26 5826 
7/8" 5828 
“15/16” | SIOUX SOCKET ae 5830 
rig NUMBERING SYSTEM fs 5832 
11/16” First Figure: Of 4 digit number is drive size 5834 
11/8” in 1/8 inches. (example, 4=4/8 or 1/2”) 5836 
“13/16” | Second Figure: Is type of socket opening (exam- 
et pl:e, 4=square, 6—hex, 8=double square) 
11/4” Third and Fourth Figures: Are socket opening size 
15/16” in 32nds of inch. (example, 24=24/32 or 3/4”) 
1 3/8” Suffix “L” is long type socket and suffix ‘“M” 
for magnetic type socket and suffix TW indi- 
17/16” cates Thin Wall where specified in table. 
14/2" 
¥4" 1 #5 Spline 
Fool 6 Pt. Hex.| 6 Pt. Hex.| 6 Pt. Hex. 6 Pt. Hex. . Sq. 6 Pt. Hex.| 6 Pt. Hex. | 8 Pt. Dbl. 
Flats Regular Long Thin Wall | & Pt. Dbl. Sq. Regular Long Thin Wall : . Sq.{ Regular Long Square 
Part No. | Part No. |___Part No. - [ PartNo. [ PartNo. | PartNo. | PartNo. [ PartNo. | Part No. | Part No. 
5/8" 6420 es [es Bd 
1/16” | 6622 Se 
3/4" 6624 8624 eR | 2k ee 
13/16” 6626 8626 _—— 5826 
7/8" 6628 8628 se28L__ | sezsTw | sa2e TT 
15/16” 6630 8630 8630L s630TW | —s 8430 ~=— | )=5H30 [| = =—si|—si5S30 
1” 6632 8632 8632L | —— 
11/16” 6634 8634 
11/8” 6636 6636TW 8636 haa 
13/16” 6638 
11/4" 6640 wall 
15/16” 6642 
1378" | esta a 
17/16" 6646 6846 
Life” 6648* 6648L* 5H48 L 
19/16” 
15/8” 6652 
111/16” 6654 
13/4” 5H56 L 
113/16” 
17/8” mene: 
115/16” 
2 Lachig 4} 
ZR a rae 


*Can be used for servicing Budd wheels. Pins and ‘‘0’’ Rings Required for 6 and 8 Series Sockets Page 68. 


PROTECTIVE JACKETS 
No. 311D—Leather Jacket for 
303-313-314 Air Units. 

No. 311——Leather Jacket. Fits 
Nos. 315, 316, 317 and 318 Air 
Impact Wrenches and No. 312 Air Screw Driver. 

No. 311A—Leather Jacket. Same as No. 311. Fits Nos. 
320 and 322 Air Impact Wrenches. 

No. 496 —Plastic Jacket for 470, 471, 474, 473. 

No. 497— Plastic Jacket for 472, 475, 476, 477, up to 
serial 49999. 

No. 498—Plastic Jacket for 478, 479, up to serial 49999. 
No. 499-—Plastic Jacket for 493, 494, 495. 

No 


SOCKETS FOR BUDD WHEELS 


No. 6426BW No. 6426BWL No. 6426B 


No. 6426B—Budd Wheel Special or 3/4” Square Drive. 
13/16” Square Socket, 4” Long. 

No. 8426B—Same as No. 6426B except for 1” Square 
Drive. 

No. 6426BWL—Budd Wheel Combination Special or 3/4” 
Square Drive. 13/16” Square and 1 1/2” Hex Openings, 
71/2” Long. 

No. 8426BWL—Same as No. 6426BWL except for 1” 
Square Drive. 

No. 6426BW—Budd Wheel Combination Special or 3/4” 
Square Drive. 13/16” Square and 11/2” Hex Openings, 
4” Long. 

No. 8426BW—Same as No. 6426BW except for 1” Square 
Drive. 


RETAINER PINS AND "O" RINGS 
FOR 6 & 8 SERIES SOCKETS 


“OQ” Rings are especially designed for resistance to oil and 
grease. Retainer Pins are made of selected steel., Retainer 
Pins and “O” Rings are packaged separately. 

No. 34663—Retainer Pin, for 3/4” drive; sockets No. 
6620 through No. 6638. No. 6826 through No. 6830 No. 
6420 through No. 6426, No. 6620L through No. 6638L, 
and No. 6426B. 

No. 34664—Retainer Pin, for 3/4” drive; sockets No. 
6640 through No. 6654, No. 6640L through No. 6652L, 
No. 6832 through No. 6846, and No. 6426BWL, also all 
extensions and adaptors, except Nos. 2564 and 2565. 

No. 34665—Retainer Pin, for all 1” square drive sockets 
and No. 6426BW 3/4” drive only. Requires “O” ring No. 
14319. 

No. 14317—-O Ring, for No. 2564 and No. 2565 Socket 
Adaptors. 

No. 34911—Retainer Pin, for No. 2564 and 2565 Socket 
Adaptors. 

No. 14318—O Ring, for all 3/4” square drive sockets 
except No. 6426BW. 

No. 14319—O Ring, for 1” square drive sockets and No. 
6426BW 3/4” drive. Requires No. 34665 Retainer Pin. 
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AIR WRENCH 
ACCESSORIES 


SPLINE DRIVE ADAPTORS 


No. 2600—Extension bar 8” long, 1 5/8” female spline 
to 1 5/8” male spline. 


No. 2599—Adaptor, 1 5/8” female spline 
to 1” male square. eatin 


No. 2598—Adaptor, 1” female square 
to 1 5/8” male spline. 


EXTENSION BARS 


No. 2576—Extension Bar 
23/4” long, 1/2” square 
on both ends. To be used 
with No. 4624-26 2-way 
socket. 


Snaps directly on the square of Impact Wrench 


Cat. No. Female Square Male Square Length 
2572 3/8” 3/8” bad 
2575 3/8” 3/8” 6” 
2570 1/2” 1/2” a” 
2571 1/2” 1/2” 10” 
2573 5/8” 5/8” 6” 
2574 5/8” 5/8” LO” 
2578 3/4” 3/4” eh 


2579 ee yr he 


UNIVERSAL JOINT 
Snaps directly on the square 
of Impact Wrench 


Cat. No. Female Square Male Square 
2751 3/8” 3/8” 
2752 12" Ly” 
2753 5/8” 5/8” 
2754 3/4" 3/4” 
2755 bi Ny 
ANGLE 
ATTACHMENT 
FOR 
WRENCHES 


For close work that cannot be handled with the standard 
Impact Wrench. Clamps onto nose of Wrench in place of 
rubber protector. 


Angle For 
Att. Wrench Female Male 
Cat. No. No. Sq. Sq. 
2330 293-313-473-493, 4007, 4008, 3/8” 3/8” 
4009, 4010 


2331 294-314-474-494, 4020, 4021, 1/2 Ly 
4016, 4017, 4018, 4019 


2332 315-316-325-330-475-476, 72" 1” 
4026, 4027, 4028, 4029, 4030 
2333 317-318-335-477-478, 4031, 5/8” 5/8” 
4032, 4033 
2334 320-480 3/4" 3 far 
2335 322-482 1” 1 
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AIR TOOL 
ACCESSORIES 


The Air Control Unit is designed to deliver clean, dry 
air properly regulated (90 P.S.I.) with a constant oil 
supply to air tools. The use of an air control unit reduces 
maintenance cost with increased life and_ efficiency. 
Filter empties automatically. 


SPECIFICATIONS 
Description Used On 
Complete Automatic Air Control Unit, #1 Series, 
Ya PT, includes regulator, filter and 1947, 
lubricator. 1948, 1949, 1950 
#2 Series 
1450, ‘‘S’’ Series, 
502, 1951, 1952, 
Lubricator Only, 4” PT, Yo pint 1953, 1954 
Capacity 313, 314, 470, 


471, 473, 474, 270, 
271, 502, 
312, 315, 316, 317, 
472, 476, 
477, 478, 479, 
508 
513, 514, 516, 
1465, 1466, 1467, 
1792 


4001, 4007, 4008, 
4026, 4027, 4028, 


Regulator with Gauge, 1/4” PT 


. ' . 4029, 4030, 
Automatic Air Filter, 4” PT, empties 4031, 4032, 
automatically each time tool is used. 4033, 4016, 

4017 
Complete Automatic Air Control Unit, 
Yo" PT, with Greater Capacity. 
320, 322 
480, 481, 482, 


Lubricator only, Yo” PT, Yo pint cap. 505, 517, 518, 
1238, 1285, 1287, 
Regulator with gauge, Yo” PT “V"" Series 


#3 Series 
Automatic Air Filter, '/o” PT, empties 
automatically each time tool is used. 
Complete Automatic Air Control Unit, 
34” PT, larger capacity and float type 
filter for automatic drain. 


Lubricator only, 34” PT, ' pint 
capacity. 


532 and 541 


Regulator with gauge, 34” PT 


Automatic Air Filter, 34” PT, automatic 
float drain empties when full. 


Air Filter Regulator Lubricator 


SIOUX AIR HOSE 


Sioux Air Hose is designed for air tools use. These hoses are oil and abra- 
sive resistant. Inside diameters and fittings are of proper size for maxi- 
mum tool efficiency. 


#1 Series, 
1947, 3/16"| 6 Ft. 1/8" MPT 
1948, 1949, 1950 Both Ends 


#2 Series, 
1450, ‘‘S’’ Series, ” ” 
502,1951,1952,, | ktader | 1/4 Bot Ends 
1953, 1954, 503 


Leader 1/4” MPT 

271, 501, 502, 272, 2 1/4” MPT 

293, 294, 295, 493, 5/16' Both Ends 

494, 495 so rt. | 1/4” MPT 

4001, 4002, 4003, 5/16” Both Ends 

4007, 4008, 4009, 1/4" MPT 

4010, 4011, 4012, 5/16” | 100 Ft. Both Ends 
4016, 4017, 4018, 5 

8019,;4020, 4021 5/16” | 100 Ft. Fittings 

Leader 1/4” MPT 

477, 478, 479, 1/4” MPT 

, 3/8" Both Ends 

513, 514, 516, 1/4” MPT 

se te at a 

1792, #3 Series’ | ser 300 Fi, | 1/4” MPT 

4026, 4027, 4028, 3/8" | 100 Ft. Both Ends 


4029, 4030, 4031, No 
4032, 4033 Supply | 3/8’ | 100 Ft. Fittings 
320, 322 


Leader 3/8" MPT 
Supply | 1/2” Both Ends 
320, 322 sn | 


1/2” Supply 
MPT 


3/8"’ Coupler 
1/2” Supply 
MPT 


3/8"’ Coupler 


3/8" Coupler 
320, 322 100 Ft. 1/2’’ Supply 
MPT 


320, 322 100 Ft. | No Fittings 


tla Ee 
1386 505, 517,. 518, 
“V" Series 1/2” 
480, 481, 482, 
1360 505, 517, 518, 1/2" MPT 
“V"" Series 1/2" | 25 Ft. Both Ends 


1/2”’ Coupler 

532, 541 3/4” | 25 Ft. 3/4" Supply 
MPT 

Supply 3/4” Both 
532, 541 Extension | 3/4" 25: Ft. Ends 


470, 471, 473, 474, 
1/4” MPT 
3/8" One End 


4001, 4007, 4008, 
Quick Change Couplers are recommended with the above hoses. 


1/2” MPT 
Both Ends 


BK 
ae 
nN 


4016, 4017 
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AIR TOOL 
ACCESSORIES 


is Kel 


No. 1333—Air Regulator for #1 Series. 


SIOUX SILENCER 


No. 2306—Sioux Silencer to be used on #2 Series and 
Impact Wrenches. 


No. 1334—Adaptor for #1 Series 1/8” Male P.T.—1/4” 
Female P.T. 


INTERCHANGE SERIES 


QUICK COUPLERS 
BALANCER 


No. 2300—Capacity 5 Ibs. 
Sioux balancers are recommended 
for suspending portable air and 
electric tools over benches or as- 
sembly lines. 8 foot cable. 

No. 2301—Same as No. 2300 ex- 
cept capacity 5-10 Ibs. 


cam ws} 


Male Female 


Quick 
Change Coupler Coupler Nipple Coupler Nipple 


THREAD 
1/4” Pipe Thread 
1/2” Pipe Thread 
1/4” Pipe Thread 
1/4” Pipe Thread 
1/2” Pipe Thread 
1/2” Pipe Thread 


Quick Change Coupler 
Quick Change Coupler 
Female Coupler Nipple 
Male Coupler Nipple 
Female Coupler Nipple 
Male Coupler Nipple 


HI CAPACITY 
QUICK CHANGE COUPLERS 


Quick Male Female 


Change Coupler Coupler Nipple Coupler Nipple 
g P P PP P Pp BALANCER 


No. 2302—Capacity 2 Ibs.—New 


THREAD 


KIND 


Male Coupler Nipple 1/4” Pipe Thread 
1317 Male Coupler Nipple 3/8” Pipe Thread small compact balancer for use 
1318 Male Coupler Nipple 1/2” Pipe Thread with small No. 1 and No. 2 series 
1319 Male Coupler Nipple 3/4” Pipe Thread tools. 5 foot cable. 


1/4” Pipe Thread 
3/8” Pipe Thread 
1/2” Pipe Thread 
3/4” Pipe Thread 
1/4” Pipe Thread 
3/8” Pipe Thread 
1/2” Pipe Thread 
3/4” Pipe Thread 
1/8” Pipe Thread 


1391 Quick Change Coupler 
1392 Quick Change Coupler 
1393 Quick Change Coupler 
Quick Change Coupler 
Female Coupler Nipple 
Female Coupler Nipple 
Female Coupler Nipple 
Female Coupler Nipple 
Female Coupler Nipple 
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SCALER, SLUGGER AND 


LAMINATE TRIMMER 
ACCESSORIES 


| 


CHISELS FOR 263 & 264 
WELD FLUX SCALERS 


Description 


Sioux Cat. 


2265 1/2” Quarter: Octagon Chisel Blank 
2266 1/2” Quarter Octagon Wide Scaling Chisel 
2267 1/2” Quarter Octagon Angle Scaling Chisel 
2268 1/2” Quarter Octagon Narrow Chisel 
2269 1/2” Quarter Octagon Diamond Point Chisel 


NEEDLES FOR NO'S 265, 266 AND 279 
NEEDLE SCALERS 


NO. 2260 19 HIGH 
QUALITY SHOCK 
RESISTANT NEEDLES 


FOR 270 & 272 
RIVET SETS 


No. 2232 


No. 2228 No. 2236 No. 2240 


Rivet Diameter Size 


Rivet Heat 3/16" a 
Cupping Cat. No. | Cat. No. 
Button Head 2231 2244 
Round Head 2235 2245 
Brazier Head 2246 


Sioux Cat. No. 
53299 


Description 
Laminate Trimmer Ass’m. 


TEMPLATE FOLLOWER 


Sioux Cat. No. 
53293 


Description 
Template Guide (Large) Ass’m. 


Sioux Cat. No. Description 


Router Base Ass’m. 


ey 


TEMPLATE FOLLOWER 


Sioux Cat. No. Description 


Universal Head 


53267 Template Guide (Small) Ass’m. 


BITS FOR 1970-71 LAMINATE TRIMMERS 


ee eae 


No. 2481-—Carbide tip single flute single end Router Bit 
1/4” diameter shank. 


ae 


No. 2480—Carbide tip double flute single end Router Bit 
1/4" diameter shank. 


No. 2482—Carbide tip Laminate Trimmer Bit 32° an- 
gle 1/4” diameter shank. 


as | ce | 


No. 2483—Carbide tip Router Bit “V” point and pilot 
guide. 


TA 


SLUGGER 
ACCESSORIES 


NO. 2212 


SPOT WELD BREAKER—Break spot welds easily, 
quickly. 


NO. 2213—MUFFLER SPLITTER—Slit tail pipes 
and mufflers. 


——— al 


EDGING CHISEL—Trim and edges sheet metal. 


EXTENSION CHISEL—Especially for those “hard-to-reach places. 


a ns ere SA EAS EL AS NS AS PES LPR RSS SESS EES SSR SE SERENE EI ER SIRES 


| NO. 2205 
oy 


SCRAPER—Remove all soft deadener. Cleans the surface. 


——_—_———— NO. 2206 


PUNCH—Punch out rivets, perch bolts, bearing races, 
etc. 


DO ea a 


NO. 2210 


SHEET METAL PUNCH—Punch perfect holes for 
metal screws. 


NO. 
2211 


PANEL CRIMPER—Section body panels, fenders, doors, 
etc. 


NO. 2208—SPECIAL 
SPRING 
Use Spring No. 2208 in place of Reg- 


ular Spring with No. 2201, 2205, 
2211, 2216, 2217, 2219 and 2220. 


NO. 2207—STANDARD 


CHISEL RETAINER SPRING 
No. 2207——Standard Chisel Retainer 


Spring. 


—— Qe vo. 2715 


BLANK CHISEL. 


FORK CHISEL—Disconnect ball joints or tie rod ends. 


—¢-% NO. 2217 


RUST BREAKER—Loosen tie rod sleeves, etc. 


NO. 
———_ 2218 


BUSHING CUTTER—Remove idler arm _ sleeve-type 
bushing, etc. 


BUSHING CHISEL—Remove bushings. 
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SCREW DRIVER 
ACCESSORIES 


HEX SHANKS FOR SCREW DRIVERS 


Specifications 


LENGTH 
2” Long 


SQUARE DRIVE 
1/4”’ Male 


1/4”’ Hex 


1/4” Hex 4” Long Be 
1/4”’ Hex 35 
1/4” Hex 2g 
7/16" Hex 23/4" Long “yy 
7/16" Hex 23/4” Long | a8 
5/8” Hex 1/2” Male 3” Long e 


5/8" Hex 5/8’’ Male 3” Long 


V4" HEX SHANK 
SCREW PILOT DRILLS 


AND ADAPTORS 


No. 2760 Adaptor—Length Screw Size 
No. 2761 Pilot Drill 5/8” 
No. 2762 Pilot Drill 3/4” 
No. 2763 Pilot Drill 1 ie 
No. 2764 Pilot Drill 1 1/4” 
No. 2765 Pilot Drill 1 1/2” 


INSERT BITS FOR MAG. & 
NON MAG. HOLDERS 


No. 2525 —Magnetic 
Bit Holder 


No. 2526 —Non-Mag- 
netic Bit Holder. 


No. 241—Set of 1/4” 
Hex Shank Screw Driver 
Bits and 1/4” Sq. Drive 
Sockets, all packed in 
strong transparent plastic 
box, consisting of: 


ies wee 


ReRGOS SANs 


IG USAIEO MABEOS 


| a 


ae 
f su 


Slotted Screw Bits Screw No. Hex Sockets Size 
No. 2725 4-5-6 No. 2608 1/4 ” 
2727 7-8 2610 5/16" 
2499 9-10 2612 a/R 
2730 12 2614 7/16" 
Phillips Bits Screw No. 2616 1/2 
No. 2717 #1 4 
2719 2 5 ta 9 Shank Length 
2721 3 10: to 16 No. 2758 pe 


No. 2352—Quick change chuck 
for 1/4” Hex. Shank screw driver 


bits and socket adaptors on Page 
74. 


DEPTH LOCATOR ACCESSORIES 


NO. 2920 ROUND LOCATOR 
NOSE PIECE 
1716" 
NO. 2921 STRADDLE LOCATOR 
NOSE PIECE 
“1 6" 
NO. 2922 LONG ROUND LOCATOR 
NOSE PIECE 
geet 5/39” 
NO. 2923 FASTENER LOCATOR 
NOSE PIECE 
1 "hee 


No. 2534—3/8” Square to 5/16” Hex. 
No. 2585—1/2” Square to 5/16” Hex. 
No. 2586—5/8” Square to 5/16” Hex. 


SEE PAGE 75 FOR INSERT BITS 


INSERT BIT 
HOLDER 


7/16” Hex Drive for 5/16” Hex Insert Bits 


No. 2518—Non Magnetic Insert Bit Holder for use with 
Quick Change Chucks and Quick Change Chuck on Air 
Screw Driver, and 5/16” Hex Insert Bits shown on Page 
75% 

No. 2519—Magnetic Insert Bit Holder—Otherwise same 
as above. 


No. 2350 — 1/4” Square Drive 
Adaptor. 
No. 2351 — 3/8” Square Drive 
Adaptor. 
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NON-ROTATING FINDERS AND 1/4” HEX 
SHANK BITS FOR SLOTTED HEAD SCREWS 
The following Finders are used on the #2 
Series—Serial ‘“D” and up, on the 260, 262 


and ‘“S” Series Serial B100 and up. Also 
used on all No. 1 Series. 


Used with 1-15/16” Bits 


Use 
With 
Bit No. 


FOR SCREW HEAD TYPE AND SIZE 


10F-I2R 
12F-14R | _12F-14R 


Finder Fo oe ees ey 


| 2783 | 2F-3R | 2F-3R | 2F-3R [| 2F-3R | 
| 2784 | 3F-4R | 3F-4R | 3F-4R | 3F-4R | 
| 2785 | 4F-5R | 4F-5R | 4F-5R | 4F-5R 
| 2786 | 5F-6R | 5F-6R | 5F-6R | 5F-6R 
6F-7R_ | 6F-7R 
R : 


12F-14R | 12F-14R | 12F-14R | 12F-14R | 12F-14R 


12F-14R 


Fillister 


2792 2F-3R 


SOCKET HEAD (ALLEN TYPE) 


Number Bit Length Hex Size 
2950 1” 3/32” 
2535 1” 1/8” 
2536 1 5/16” b/32" 
2567 15/16” 3/16” 
2951 1 5/16” 1/4” 
1/4” Hex Shank 
PHILLIPS 
Number Bit Length Point Size 
2547 1” 1 
2548 1% 2 
2549 te 3 
FREARSON (REED & PRINCE) 
Number Bit Length Screw Size 
+) 2527 11/8” No. 5 and Smaller Screws 
2528 11/8” No.6 and Larger Screws 
CLUTCH HEAD 
Number Bit Length Clutch Size 
2553 11/4” 3/32” 
2554 11/4” 1/8” 
© 2555 11/4” 5/32” 
2556 11/4” 3/16” 
2557 11/4” 1/4” 
2569 1 3/4” 5/16” 


N 


+ 


DRIVER BITS 


1/4” HEX DRIVE 


SLOTTED 


Number Bit Length Screw Size 
aaa 2577 1/2” 4F- 5R 
we 2580 1-1/2” 6F- 8R 

2581 11/2” 8F-10R 

2582 Ltf2" 10F-12R - 


oh 
Hex Drive 


CLUTCH HEAD SCREW DRIVER BITS 
Bit Number Length Clutch Size Screw Size 


2706 115/16” = 3/32” No.2; 354 
2707 1 15/16” 1/8” No. 4, 6 
2708 115/16” 5/32” No. 6 
2709 S/2" 5/32” No. 8, 10 
2710 115/16” 3/16” No. 10, 12 
2711 1 15/16” 1/4” No. 12, 14, 1/4” 
2712 115/16” = 5/16” 5/16”, 3/8” 


REED AND PRINCE TYPE 
SCREW DRIVER BITS (FREARSON) 


Bit Number Bit Length Body Diameter 
2713 2 3/4” 3/16” 
2714 2 3/4” 1/4” 
2715 2 3/4” 5/16” 
PHILLIPS TYPE SCREW DRIVER BITS 
Bit Bit Point Screw 
Number Length Size Size 
2716 1 15/16” i No. 4 
2717 31/2” 1 { and smaller 
© 2718 ~—«1:15/16” 2 =e 
2719. —~«3:1/2” 2 Ne, 109 
2720 1 15/16” 3 
2721 _~*3:1/2” 3 Hie They 00 
SOCKET HEAD (ALLEN TYPE) 
Number Bit Length Hex Size 
2722 1 15/16” 1/8” 
O 2780 1 15/16” 9/64” 
2723 115/16" 5/32” 
2724 1 15/16” 3/16” 


SLOTTED HEAD SCREW DRIVER BITS 


Bit With Finder 
Finder Bit Sleeve Screw 
Sleeve Only Length Only Size 


2725 2733. 33/4” 2729+ ~=No.4,5,6 
2726 2735 63/4" 2729 + No.4,5,6 
2727 2737. 33/4” 2744 No. 7, 8 
2728 2739 63/4” 2744 No. 7, 8 
2499 2740 33/4” 2745 No.9, 10 
2730 2741 33/4" 2746 No. 12 
2731 2743. 37/8” 2747 No. 12-14 
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DRIVER BITS 


7/16"-5/16" HEX DRIVE 


5/16” HEX INSERT BITS 


Used with 7/16” Hex Drive Insert 
Bit Holder and Adaptor for Insert 


Bits shown on page 73. 


PHILLIPS HEAD BITS 
5/16" HEX DRIVE 


Sioux No Bit Length Point Size 
2587 11/4” 2 
2588 11/4” 3 
2589 11/4" 4 
FREARSON BITS +) 
(REED & PRINCE) 5/16" HEX DRIVE 
Sioux No. Bit Length Screw Size 
” For No. 5 and 
canis 13/8 Smaller Screws 
” For No. 6 and 
2591 13/8 Larger Screws 
CLUTCH HEAD BITS oO 
5/16" HEX DRIVE 
Sioux No Bit Length Clutch Size 
2592 1 3/8” 1/4” 
2593 1/2” 5/16” 
SOCKET HEAD BITS O 
5/16" HEX DRIVE 
Bit Hex 
Sioux No Length Size 
2537 oe 3/16” 
2538 1 5/16" 1¢32" 
2539 15/16” 1/4” 
2540 15/16” 5/16" 
2541 11/4” 3/8” 
SLOTTED BITS a. 
5/16" HEX DRIVE wy 
Blade Screw 
Sioux No Bit Length Thickness Size 
2594 L 2” .042” 8-10 
2595 11/2” 046” 10-12 
2596 14/2" .050” 12-14 
2597 Lior 055" 14-16 


7/16 INCH 
HEX DRIVE 


PHILLIPS HEAD BITS 


Sioux No. Bit Length Body Dia. Point Size 
2522 51/2" 1/4” 2 
2523 31/2” 5/16" 3 
2524 31/2" 3/8” 4 


FREARSON BITS (Reed & Prince) 


Sioux No. Bit Length Body Dia. 

2550 31/2” 1/4” 

2551 Sg" 5/16” 

2552 3.1/2” 3/8" 
CLUTCH HEAD BITS 

Sioux No. Bit Length Clutch Size Screw Size 

2542 B1f2" 5/32" No. 6-No. 10 

2543 S12! 3/16” No. 10-No. 12 

2544 3.1/2" 1/4” No. 12-No. 14 & 1/4” 

2545 3.1/2? 5/16" 5/16”-3/8” 

2546 3 1/24 3/8” 3/8” Flat or Oval 


SOCKET HEAD (Allen Type) 


Sioux No. Bit Length Hex Size 
2500 317-2" 3/16” 
2501 31/2" TA32" 
2502 3172" La" 
2503 g.1/2" 3/16" 
2504 8-1/2" 3/8” 
2505 3 1/2” 1/2" 


SLOTTED HEAD 
BITS 


Sioux Number Sioux Number 


For Bit & Finder Length For Bit Only Screw Size 
2506 3 7/8” 2507 10 or 12 
2508 37/8” 2509 12 or 14 
2510 41/8” 2511 14 or 16 
2512 41/8" 2513 16 or 20 
2514 4 1/8" 2515 20 or 22 
2516 4 1/8” 2017 24 
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ELECTRIC. DRILL 
ACCESSORIES 


DRILL STANDS 


No. 1469—Drill Stand for 1472, 1473, 
1474, 1477, 1478, 1479 Drills. Height 
23 1/2”, Base 7” x 7”, Feed travel 3 1/8” 


Converts drills to drill presses for heavy- 
duty work. 


No. 1530-A—Stand, feed travel 3 1/2”, 
for 1480, 1498, 1525, 1541, 1548 drills. 


No. 1514—Stand, feed travel 41/8” 
for 1510, 1517, 1519 drills. 


POST DRILL STANDS 
Attach to Post or wall 


No. 1564—Post stand, feed travel 6”, for 1550, 1560 drill. 
No. 1585 Post stand, feed travel 6”, for 1575 drill. 


RUBBER ‘CHUCK KEY HOLDER 


No. 14273—For chucks 
3/8” up. 


No. 14272—For Chucks up 
to 5/16” inclusive. 


SIOUX WIRE END BRUSHES 


a @ & 


No. 225 No. B-66 No. 231 
No. B-67 No. 232 


Used with 1/4” electric and air drills. 


Solid wire filled 
Solid wire filled 
Solid wire filled 


1x11/8” 
a 14/8" 


Knot Type 
Hollow center 


TEspecaly seats for aluminum heads. 


“MORSE TAPER SOCKETS FOR 


TAPER SHANK DRILLS 
Fits on spindle of Sioux Electric Drills Nos. 1575, 1560, 
1550, in place of regular chuck. 


No. 1581—No. 1 Morse Taper Socket for 1/2 and 5/8 
in. Nos. 1550, 1560 electric drills. 


No. 1582—-No. 2 Morse Taper Socket for 1/2 and 5/8 
in. Nos. 1550, 1560 electric drills. 


No. 1582-A—No. 2 Morse Taper Socket for 3/4, 7/8 and 
1 in. Nos. 1575, 1578, 1579 electric drills. 


No. 1583—No. 3 Morse Taper Socket for 3/4, 7/8 and 
1 in. Nos. 1575, 1578, 1579 electric drills. 


No. 1583-A—No. 3 and 2 Reducing Sleeve. 
No. 1582-B—No. 2 and 1 Reducing Sleeve. 
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HORIZONTAL DRILL STANDS 


No. 1535—Horizontal stand, for use in tire 
shops, for No. 1525 drill. 


SIOUX DRILL PRESS VISE 
For holding work while drill- 


ing, makes your drill stand 
more efficient. 


No. 1553—Width of jaws, 3” 
bes act 3" 


No. 1555—Stand, feed recut 6”, for 
drills. 

No. ES212 All 

No. 1546 Serial 8501 and up 

No. 1550 Serial 7501 and up 

No. 1552 Serial 451 and up 

No. 1560 Serial 5501 and up 

No. 1562 Serial 351 and up 

No. 1570 Serial 2751 and up 

No. 1572 Serial 51 and up 

No. 1580—Stand, feed travel 6”, for 
1575, 1578, 1579 drills. 


DRILL CHUCKS AND KEYS 
Specify Drill No. and Serial No. 


; "i Key 

Cat. | Jacobs y Holder 

. | Number e Number 
1454 


N 


0-1/4” | 1/2-20 | 30000 


0-3/8” | 1/2-20 | 30011 


0-5/16” | 1/2-20 | 20 


1517, 1541 
is , Series 


1519, 7 14272 
1a Tia 


“3 reales 
1466, 1467 


1575 
1495 up to 
a ze 


=< 
he 0-1/4” | 3/8-24 | 30000} K-7 
Pas 
~ 


5/64”-1/2”| 1/2-2Q | 30011 
34-B 0-1/2” | 5/8-16 | 16 | 30020 
1/8”-5/8” a 


3/8-24 a 


ue 


AL ALALA 
w] |] 


N 
nN 


1475, 1885A 


ea it 


Chucks are provided with R. H. threads—to loosen, turn left. Insert 
chuck key in chuck, then with a lead or brass hammer give the key a 
sharp tap. Preceding applies to non-reversing drills only. 


31B K - #2 Series, STAN DA 
#3 Series 
Flared end 0-5/32” | Tapered | 30631 | KO | #1Series | WOR 


HIGH SPEED 
STEEL HOLE SAWS 


Sioux High Speed Steel Teeth 
Hole Saws will cut holes from 
5/8” to 6” in diameter, in free 
machining material, depth of 
cut 1 1/8”. Steel, rpund or 
plates; brass; aluminum; bronze; 
wood, or plastic, may be cut 
with these saws. Alloy or stain- 
less steels must be cut with very 
slow speed, about 80 RPM for 
2 1/4” saw. 

High Speed Steel teeth welded to chrome-vanadium saw 
body giving the maximum life and cutting ability. New 
design permits use of this Hole Saw on Sioux or any other 
Se Saws may be used in electric drills, drill press, or 
athe. 

Hole Saws Only (Without Arbors). Depth of cut 1 1/8”. 


Pipe Tap 
Size Size 


5/8” 
11/16” 
3/4” 
13/16” 
7/8” 
15/16” 
1 
1 1/16” 
11/8” 
13/16” 
11/4" 
1 3/8” 
17/16” fe 
11/2” dia. | 1174” 
1 5/8” i a a 
13/4” dia |... 11/4” 
1 7/8” di = — 
ee ree Layee 
2 1/16” di 
21/8” 
21/4” 
2 3/8” 
21/2” 
2 9/16” ies 
2 5/8” dia. | 2 1/2” 
3/4” 
2 7/8" 
3P 
1/8” 
1/4” 
3/8" 
1/2” 
5/8” 
3/4” 
7/8" 
7 
1/8” 
1/4” 
3/8" 
12" 
4 9/16” 
4 5/8” 
4 3/4" 
5 
5 172" 
oP 


*Use 351B Arbor for 1/4” Electric Drills where 352A Arbor is shown. 


NO. 275 
HOLE SAW 
SET 


Consists of 
3/4”, 1", 1 
1/4, 11,72, 
1 3/4”, 2” Hole 
Saws and No. 
351B—1/4” Arbor, No. 353A—1/2” Arbor. Set complete 
in plastic box. 


SIOUX ARBORS 


No. 356A—Heavy Duty 
Quick Change Arbor with 
Pilot Drill for hole saws, 
1%” to 3” inclusive. Use 
with 1” and larger electric 
drills. 


No. 350A— Heavy Duty 
Arbor with pilot drill for 
Sioux Hole Saws, 1 3/4 in. 
and up. For _ production 
service. Use with 1/2 in. 
and larger electric drills. 
5/8”-18 thread. 


No. 34912” Extension to be used with No. 350A Arbor. 
No. 351B — Sioux Arbor, 
for hole saws, 5/8 to 1 1/8 
in., inclusive. Used with 
1/4 in. and larger electric 
drills. 1/2”-20 thread. 

No. 346—4” Extension to be used 
with Nos. 351 and 351B Arbors. 
No. 351A—Pilot Drill only for No. 351 Arbor, 

No. 355B—1/4” Pilot Drill only for No. 351B Arbor. 
No. 352A—Arbor with pilot 
drill for Sioux Hole Saw, 
5/8 in. up to 1 1/8 in., in- 
clusive. Used with 1/2 in. 
and larger electric drills. 
1/2”-20 thread. 

No. 353A—Arbor with pilot drill for Sioux Hole Saws, 
1 1/4 inch and over. 5/8”-18 thread. 

No. 348—6” Extension to be 
used with Nos. 350A, 352, 
352A. 353 and 353A Arbors. 


No. 354—1/4” Pilot Drill only for Nos. 350, 350A, 352, 
352A, 353, 353A and 356A Arbors. 


No. 438—Adaptor Threaded Bushing for No. 351 and 
351B Arbors to take saws 11/4” and over. 


NO. 49 ARBOR, 32”-16 THREAD 


For 1/4” Electric Drills. Grinding 
Wheels and Wire brushes with 1/2” 
hole. Sanding Cones, 3x3" Rubber 
Drum and Tire Rasps. 


No. 49A—Arbor, same as 49 except 
5/8"-11 thread. Grinding wheels and 
wire brushes with 5/8” hole. 
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POLISHER 
ACCESSORIES 


NO. 1214 
CLEANING 
TOOL 


SIOUX AUTOMOTIVE POLISH 


For Machine or Hand Polishing 
Quickly and thoroughly cleans and pol- 
ishes all lacquers, synthetic, enamel and 
acrylic surfaces that have become dull 
with age and traffic film. 
Cleaning and polishing in one opera- 
tion, it restores the brilliant lustre and 
fullness of color of the original finish. 
Contains no acids or grits or any other 
injurious ingredients. Can be safely used regularly with- 
out injury to fine striping or finish. 
No. 1215—Sioux Auto Polish, 1 pint. Packed 12 to a case. 
No. 1210—Sioux Auto Polish, 1 gallon. Packed 6 gallons 
to the case. 


SIOUX-VENIR 


Protects and Preserves Polished Sur- 
faces. 

For Machine and Hand Use 
For Autos, Aircraft, Woodwork, 
Furniture, Etc. 
Comprises a plastic base combined 
with durable compounds which pro- 
duce a hard glazed finish of lasting 
beauty. 
No. 1221—Sioux-Venir, 1 pint. Packed 12 to a case. 
No. 1222—Sioux-Venir, gallon. 6 Gallons to the case. 


No. 1214 Cleaning Tool—For Polishing Pads and Bonnets. 
Cleans, Fluffs and Vitalizes. Clean the polishing dirt from 
pad rapidly and efficiently. Fluffs the packed wool to 
throw out the accumulation. Eliminates the unnecessary 
washing, and prolongs the life of pads or bonnets. 


SIOUX WASH MITT 


No. 1213—Wash mitt. Made of special 
Dynel and Wool with a neoprene rub- 
ber coated inside. Tough and_ long 
wearing, keeps soft and pliable at all 
times, wet or dry. Weight 6 oz. 20 
mitts to a case. 


RUBBER POLISHING PAD HOLDER 


No. 846-C—Rubber Holder for 
Polishing Pads with 7/8” hole. 
Made of high grade fabric rub- 
ber with a steel hub and No. 
524 center nut with 5/8”-11 
thread to fit the Current Elec- 
tric Polisher and _ Flexible 
Shafts. 


No. 846—Rubber Disc Holder, 
7”. For all Sioux Units with 
3/8"-16 thread spindle. Uses 1/2” hole attachment. 

No. 856A—Disc Nut, 3/8”-16 Thread, for No. 846 
Holder. 

No. 846-7/8"—Same as 846 only for 7/8” hole attach- 
ment 3/8”-16 thread. 

No. 524A—Disc Nut, 3/8”-16 Thread, for No. 846-7/8" 
Holder. 


SIOUX MACHINE RUBBING COMPOUND 


An improved compound especially 
prepared for machine rubbing new 
lacquer, also for cleaning heavily 
coated scum on used cars. 
Gives the surface a finish unscratched 
and greaseless, preserving the fullness 
of color. 


No. 20, 1 pint. 12 pints to a case. 
No. 21, 1 quart. 12 quarts to a case. 
No. 23, 1 gallon. 4 gallons to a case. 


WOOL RUBBING PAD—8 INCH 


For Compounding New Finishes 


No. 844—Soft Rubbing Pad, canvas back, long lasting 
wool nap of right length and texture to produce a fine 
finish and not mar surfaces. Specify 1/2” or 7/8” center 
hole. Weight 4 oz. 20 pads to a case. 


WOOL POLISHING PAD 


No. 1211—7/8” Hole, 8” Di- 
ameter. Made with a _ deep, 
thick, tough and long lasting 
wool nap on a strong canvas 
back, runs true and smooth in 
operation and produces a supe- 
rior finish. Recommended for 
Polishing, and Waxing. A 
wonder on patch work, blends 
new finish in with old and com- 
pletely hides the patch. For No. 
846 Holder. 

1/2” hole also available. Weight 4 oz. 20 pads to a case. 


aS se 


WOOL POLISHING BONNET 


No. 843——Wool Bonnet, same material as No. 1211, ex- 
cept tie on Bonnet type with center hole for centering 
on holder. For 846 or 846C Holder specify 1/2” or 7/8” 
center hole. Weight 5 oz. 20 bonnets to a case. 


See Master Price List for quantity prices 
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MOUNTED WHEELS 
AND COLLET CHUCKS 


Catalog 
Number | Shape 


Specifi- Catalog Specifi- 
cations” Number| Shape | Size | cations” 


2901 A5-D2‘? A60PV40 2904 A38-D2 | I x1 | A60PV40 


2905 A39-D2 | 34 x ¥4 | A60PV40 


2902 All-D2 | %x2 |A60PV40 


2906 | WI85-D2| '/ x 2 | A60PV40 
2903 A37-D2 


1/4 x V4 |AB8O0RV40 
2907 | WI77-D2| 3 x 34 | A60PV40 


(1) D2—Mandrel Size-1/4" 
(2) All wheels are a soft bonded vitrified Aluminum Oxide. 


No. 2404—Collet Tap Chuck for 
No. O-2550. 


MOUNTED WHEEL SETS 


No. 2900—Contains one each of the following in a 5 1/2” 
by 7 5/8” plastic box: 2901, 2902, 2903, 2904, 2905. 


No. 2910—Contains one each of the following in a 3 1/2” No. 2368—Cone jaw chuck, 1/4” capac- 
by 5 1/4” plastic box: 2901, 2904, 2905, 2906, 2907. ity, used with No. 1 series angle drills. 


—3/a,—_ 


COLLET CHUCK } 
JACOBS RUBBER FLEX r r ERICKSON COLLET CHUCK 


Complete Thread Collet 
Size Chuck Size Collet Body & Nut Nut Thread Nose 
V8" 2395 3/8"'-24 21089 21086 21093 Size Collet Body Nut Piece 
3/16” 2396 3/8"'-24 21088 21086 21093 3/8"-24 | 21102 | 21103 21104 21105 
1/4” 2397 3/8"-24 | 21087 21086 3/8"’-24 | 21101 | 21103 21104 21105 
3/8’’-24 | 21100 | 21103 21104 21105 


SIOUX COLLET CHUCK 


Complete Thread . 
Size Chuck Size Collet Body Nut No. 2354—Adaptor for use with 
1/38” 2414 3/8"'24 44522 21096 21097 1/4” and 3/8” wide Grinding 
3/16” 2415 3/8".24 44523 21096 21097 Wheels—3/8” Hole. To fit on 
1/4” 2406 3/8" 24 44440 21096 21097 3/8”-24 Spindles. 


ERICKSON COLLET CHUCK 


Complete Thread Nose 

Collet Body Nut Size Chuck Size Collet Body Piece 

1/8 2416 5/16"-24 44522 21098 21097 1/8 [2411 | 5/16”-24 | 21102 21106 21104 21105 
3/16 | 2417 | ~+(5/16"-24 44523 21098 21097 3/16 | 2412 5/16’’-24 | 21101 21106 21104 [| 21105 
1/4 2407 5/16”-24 44440 21098 21097 1/4 2413 5/16"-24 | 21100 21106 21104 21105 
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DEPRESSED CENTER 
GRINDING WHEELS 


COOL-FLAT COOL-CONE 


Sioux Reinforced Depressed Center Wheels have been 
developed for the fastest economical stock removal on all 
metals. Rigid Depressed Center Wheels are lighter and 
more maneuverable than flared cup wheels. 


FOR QUICK WHEEL CHANGE, specify KWIK-FLAT 
OR KWIK-CONE WHEELS, which have a _ built-in 
5/8”-11 Threaded Hub. To order, Suffix Catalog Num- 
ber by “K” (Example 704XR24K). 


How to order a) (3) 4) (5) 6) 
WHEELS AVAILABLE CAT. NO. Example 954X-R24 — ae : ow cow we 
; n la. jape n ‘4. rain rade ri 
BY CAT. NUMBER Grade Grit Thick 9 5 4 x R 2A 
302X R 24 1/8" 
303X R za 3/ i (1) Wheel Dia. ...For economical reasons, use largest 
304x R 24 1/4 wheel diameter possible. 
402X R 24 1/8” 
403X R 24 3/16” (2) Shape ....... “O" indicates Cool-Flat and Kwik- 
404X R 24 1/4” Flat, ‘5’ indicates Cool-Cone and 
702X  RorU 24-36-50 1/8” Kwik-Cone. 
i 703X RorU  16-24-36-50 3/16” : eee 
704X RorU 16-24-36-50 van (3) Thickness .... Depends upon the job limitations, 


wherever possible use 1/4’’. 


706X Roru 16-24-36-50 3/8” 
902X  RorU 24-36-50 1/8" (4) Grain ....... Aluminum oxide only, as these 
903X  RorU 16-24-36-50 3/16” wheels are primarily intended for use 
904X  RorU _16-24-36-50 1/4” on ferrous metals. 
teat * 906X__RorU 16-24-36-50 3/8" (5) Grad it Gpaleat fast cutti — 
wai Vl -36- ” ade ....... “R” indicates a fast cutting wheel, 
: JUL a 754X_ Ror U 24-36-50 Wa “U" indicates a wheel of longer life. 
= 954X___—-RorU 24-36-50 1/4" Worki ditions will determine th 
oS a ae OR TG We forking conditions will determine the 
u wheel grade. (Example 702X-R or 
703X___- Ror U _16K-24K-36K-50K 3/16" 702X-U). For applications requiring 
704X Ror U 16K-24K-36K-50K 1/4” a harder wheel, ‘‘V’’ grade is avail- 
903X Ror U 16K-24K-36K-50K 3/16" able in 24 Grit 1/4’ thick. 
904X___— Ror U 16K-24K-36K-50K 1/4” (6) Grit \ lai 1 indicate Grit b 
ve " PLE) Sickanis arenas n ordering, please indicate Grit by 
a ear nx ar = ape adding Grit Number after the suffix 
e rok) above. (Example 704X-R24). 
SAFETY—Know and observe the following rules of safety 2. Use safety guard 
as no grinding wheel even when reinforced is unbreakable: 3. Back-Up Cool-Flat and Cool-Cone Wheels with 
1. Operate with recommended speed proper flange Cat. No. 510 
5” DISCS FOR 503 & 558 SANDER 6” DISCS FOR 503, 506 & 566 SANDER 
No. 519—Disc.—Abrasive, Drilube Paper, 240 Grit—car- No. 577—Disc.—Abrasive, Drilube Paper, 240 Grit—car- 
ton of 100. ton of 100. 
No. 520—Disc.—Abrasive, Drilube Paper, 220 Grit—car- No. 578—Disc.—Abrasive, Drilube Paper, 220 Grit—car- 
ton of 100. ton of 100. 
No. 521 —Disc.—Abrasive, Drilube Paper, 80 Grit—car- No. 579—Disc.—Abrasive, Drilube Paper, 80 Grit—car- 
ton of 100. ton of 100. 
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STANDA 
wor 


SANDER-GRINDER 
ACCESSORIES 


HOLDER 


No. 510 — Adaptor Flange 
for Sioux reinforced de- 
pressed center grinding 
wheels Complete with basic 
holder, No. 512, 5/8”-11 
thread-nut, No. 30110 Allen 
Wrench, and two No. 35000 
washers. 

Can be used on all Sioux 
grinders and sanders when 
used as depressed center 
wheel grinders. Caution! 
Use proper size guard. 


ADJUSTABLE GUARD 


for 7” and 9” depressed 
center wheels 


No. 2316—Guard for “V” Series Grinder. 9” dia. 
No. 2317—Guard for “V” Series Grinder. 7” dia. 


No. 2318—Guard for No. 1270 grinder only. 7” dia. 
No. 2319—Guard for No. 1270 grinder only. 9” dia. 
Standard Equipment. 

No. 2321—Guard for No. 1285 Air Grinder. 7” dia. 
Standard equipment. 

No. 2326—Guard standard equipment on No. 505, 7000 
R.P.M. Grinder. 7” dia. Used to convert Vertical Air 
Grinders and Sanders to depressed center wheel grinders. 
Use No. 12258 Adaptor for No. 532 

No. 2327—Guard standard equipment on No. 505, 6000 
and 4500 R.P.M. Grinder. 9” dia. Used to convert vertical 
air grinders and sanders to depressed center wheel grind- 
ers. Use No. og Adaptor for No. 532. Caution! Not 
for speeds over 6000 R.P 


FOR SANDERS USING 12" HOLE ABRASIVES 
3/8"-16 Thread Spindle 


No. 856-A—Center Nut for 859 Holder, using 1/2” hole 
abrasives. 


No. 859—Basic Holder for 1/2” hole abrasives. 
No. 859-9—Phenol Disc Pad for 859 Holder. 9” Dia. 
No. 859-7—Phenol Disc Pad for 859 Holder. 7” Dia. 


REVOLVING CUP 
WHEEL GUARD 


No. 2323—Guard standard equipment on “V” Series and 
No. 505, 7000 R.P.M. grinders. 5” dia. Used to convert 
vertical air grinders and sanders to 5” cup wheel grinder. 
No. 2324—Guard standard equipment on “V” Series and 
No. 505, 6000 and 4500 R.P.M. and No. 532 Grinders. 6” 
dia. Used to convert No. 1270 Grinder and vertical air 
grinders and sanders to 6” cup wheel grinders. Caution! 
Not for speeds over 6000 R.P.M. 


HOLDER NUT 


No. 512—Flange nut, 5/8”-11, for No. 510 holder, shown 


hats DEPRESSED CENTER 
WHEEL GUARD 

No. 2325—Guard Assembly for 

use with No. 510 Adaptor 

Flange on Nos. 1267, 1267HS 

and 1265 units. 

No. 2328—Same as above except for Nos. 1250, B1250, 

1250HS, 1259 and 1259HS units. 


No. 2329—Guard for “V” 
Series Grinders, 4500 and 
6000 R.P.M. 6” dia. 

No. 2322—Guard for No. 
505 and No. 532. 6” dia. 
Used to convert vertical 
air grinders and sanders 
to cup wheel grinders. Use No. 12258 Adaptor for No. 
532. Optional Equipment. Caution! Not for speeds above 
6000 R.P.M. for 6” Flared Cup and Straight Cup Wheels. 


WRENCH 
No. 2304 — Wrench 2 1/8” 
opening. Used on drive flange 
of 1270 and all vertical air 
grinders and sanders. 
No. 30110—3/8” Allen Wrench. Used with No. 512 and 
No. 536 holder nuts. 
No. 2308—Wrench. Used with No. 1285 Air Grinder. 


ADAPTORS 
No. 854—Reduces 5/8”-11 Thread to 3/8”-16 Thread. 


No. 948—Increases 3/8”-16 Thread to 5/8”-11 Thread. 


BACKING PADS 
No. 528—5” backing pad. 
No. 530—6” backing pad. 


No. 550—5” backing pad for pressure sensitive adhesive 
back disc. 


ACCESSORIES 


No. 540—Adhesive, 5 ounce aerosol can of adhesive for 
cementing sandpaper discs to backing pad. 


No. 538—Wrench, 5/8” opening. 
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SIOUX UNIVERSAL 
SANDING DISC 
HOLDER 


With Phenol Disc Pads for 5", 7" and 9" Sioux 

Abrasive Discs 

No. 546—Universal Sanding Disc Holder for 9”, 7” and 

5” abrasives, 7/8” hole. Applies to all Sioux sanders 

and flexible shafts. Complete with No. 544 basic disc 

holder, No. 551 9” backing pad, No. 548 7” backing 

pad and three 9” abrasives. 

No. 546H—Sanding Disc Holder for 9” abrasives, 7/8” 

hole complete with No. 544 basic disc holder, No. 551H 

9” disc backing pad and 3 9” industrial abrasives. Used 

with No. C504, No. C505, No. C532, No. C534 and No. 

C533 Sioux Vertical Air Sanders. 

No. 545—Sanding Disc Holder, same as No. 546, less the 

9” backing pad and with 7” abrasives. 

No. 545H—Sanding Disc Holder for 7” abrasives, 7/8” 

hole, complete with No. 544 basic disc holder, No. 548H 

7” disc backing pad and three 7” abrasives. Used with 

No. C507 Sioux vertical air sander. 


Nos. 545H and 546H can be used to convert No. 1270 
Electric Grinder and Sioux Vertical Air Grinders and 
Wire Brush Machines to 7” and 9” Sanders. 9” not for 
speeds over 6,000 R.P.M. 


No. 544—Basic Disc Holder, 5” Dia. 
with No. 543 5/8”-11 thread disc 
nut and No. 542 backing pad retainer 
for abrasives with 7/8” round hole. 


ae ELL AIR, 
SIOUX ABRASIVE TRIMMER 


NO. 237 


An easily operated trimmer which quickly trims 9” discs 
to 7”, 7” discs to 5” and 5” discs to 3”. 


No. 237—Sioux Abrasive Trimmer. 
Nos 25400 scessscccccsevcccccorstriee tien Extra Cutter for No. 237 
No. 24610 . Extra Roller for No. 237 


SIOUX HOLE PUNCH 
NO. 236 


a 
No. 236—Hole Punch for abrasive discs. Cuts the hole 
from 1/2 in. to 7/8 in. 
No. 236A—Punch, complete for No. 236. 
No. 25399—Die only for No. 236. 
No. 25400—Punch Cutter only for No. 236. 
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PORTABLE SANDER 
ACCESSORIES 


BACKING PAD 


No. 551—Disc Backing Pad, 
9” x 15/16” round hole, for 
No. 544 holder. 

No. 548—Disc Backing Pad, 
7" x 15/16” round hole, for 
No. 544 holder. 

No. 551H—Heavy Duty 
Disc Backing Pad, 9” x 
15/16” round hole, for No. 
544 holder. 

No. 548H—Heavy Duty Disc Backing Pad, 7” x 15/16” 
round hole for No. 544 holder. 


DISC NUT 
NO. 542 NO. 543 


No. 543—Disc Nut, 5/8”-11 thread, for No. 544 holder. 
No. 542—Backing Pad Retainer for No. 544 holder. 
BR meat vat) 


DISC NUTS w 
No. 523—Disc Nut for No. 522 Pad. 


No. 524—Disc Nut, 5/8”-11 thread, 
11/16” long. 

No. 524-A—Disc Nut, 3/8”-16 thread 
for No. 525 holder. 

No.. 524-B—Disc Nut, 5/8”-11 thread, 
1 3/16” long. 


BASIC DISC HOLDER 


No. 525—Basic Disc Holder, 
5” Dia. with Nos. 524—5/8”- 
11 thread and 524-A—3/8”-16 
thread—disc nuts for abrasives 
with 7/8” hole. Applies to all 
Sioux Sanders and _ Flexible 
Shafts. 


DISC BACKING 
PADS 


No. 525-7—Disc Backing 
Pad 7” x 7/8” hole for No. 
525 Holder. 


No. 525-9—Disc Backing 
Pad 9”x7/8” hole, for 
No. 525 Holder. 


8” FEATHER-EDGING 
PAD 


No. 522—The modern way to 
feather-edge. Uses inexpensive 
sandpaper discs which are held 
on by a quick-acting twist-lock disc nut. Eliminates prac- 
tically all hand sanding and feather-edging. Caution: 
Recommended speed 1200-2500 R.P.M. 


STANDAR 
WOR 


RESIN BOND 
ABRASIVE DISCS 


Regular and Grind-A-Lite discs have their grain applied by a new electro-static process. By comparative grinding tests, 
this process produces discs that are sharper, have a longer life and are cooler running than any disc on the market. 


SIOUX ABRASIVE DISC INFORMATION CHART 


GRIND-A-LITE 


OPEN COAT 


INDUSTRIAL REGULAR 


BASIC |. Heavy duty fibre |. Medium fibre |. Light fibre back- |, Heavy fibre 
CONSTRUC- backing. backing. ing. backing. 
TION 2. Closed coat, with 2. Closed coat with 2. Between a closed 2. Light grain dis- 


tributions. 
3. Strong bond to 
keep grain loss 
to a minimum. 


coat and an 
open coat in 
grain distribution. 
3. Very flexible. 


a strong bond 
for minimum 
grain loss. 


extra grain and 
resin for severest 
applications. 


GENERAL |. Heavy welds. 1. General sanding 
USE 2. General rough, operations on 
heavy operations, light gage metal, |. For use on paint, 
where maximum 1. Light welds. an excellent solder, aluminum 


stock removal is 2. All purpose disc Auto-body disc. and other soft 


required. for general op- 2. Contour opera- metals. 
3. Not to be used erations. tions. 2. Pre-finishing op- 
where sanding 3. On soft metals erations. 


where _ non-load- 
ing is essential. 


heat might dis- 
tort the work. 


16 Thru 60 
Red Aluminum Ox- 
ide. 


24 Thru 150 
Red Aluminum Ox- 
ide 


24 Thru 150 
Red Aluminum Ox- 
ide. 


16 Thru 150 
Red Aluminum Ox- 
ide 


Grain applied by 
gravity to give 
more even distribu- 
tion. 


Electro - statically 
applied grain gives 
sharper, cooler run- 
ning disc. 


Electro - statically 
applied grain gives 
sharper, longer last- 
ing disc. 


Grain applied by 
gravity to give mul- 
tiple layers — for 
heavy duty grind- 


ing. 


CARTON 
IDENTIFICA- 
TION 


Black printing on a 


Red printing on a 
white background, 


Green printing on a 
white background. 


white background. 


Blue printing on a 
white background. 


RESIN BOND - TEMPERED ALUMINUM OXIDE GRAIN FOR MAXIMUM ACTION 


Most Economical and Most Profitable for Every Purpose 
16 GRIT AVAILABLE IN INDUSTRIAL AND OPEN COAT ONLY 


91/8’ Diameter 7” Diameter 
7/8” Hole or 1/2” Hole 7/8” Hole or 1/2”’ Hole 
Ship Wt. Ship Wt. Specify Type Wanted 
Carton Carton 

Regular Regular 

Open Coat Open Coat 
No. Grit Grind- Industrial No. Grind- Industrial Type 

A-Lite A-Lite 

lib. [1211/2 Ib. z 6 Ib. 7 Ih. Industrial Open Coat | 
71/2 |b. 10 Ib. ri 41/2 th. 6 Ib. Industrial Regular Open Coat | Grind-A-Lite 
61/2 |b. 9 Ib. 7 33/4 |b. | 51/2 1b. |; __ Industrial Regular Coat 
61/2 |b. | 81/2 Ib. z 3 3/4 Ib. 5 Ib. Industrial Regular Coat | Grind-A-Lite 
51/4 lb. | 71/2 tb. 7 3 Ib. 4 |b. Industrial Regular Coat | Grind-A-Lite 
4 3/4 |b. | 61/2 Ib. 7 2 3/4 |b. | 31/2 Ib. __Industrial Regular Coat | Grind-A-Lite 
41/2 Ib. 6 Ib. Z 23/4 |b. | 3.1/2 Ib. Industrial Regular Grind-A-Lite 
3 3/4 Ib. 5 Ib. 7 21/4 Ib. 3 Ib. Industrial Regular Grind-A-Lite 
3 3/4 |b. 5 Ib. 7 21/4\b. | 21/2 tb. Industrial Regular Grind-A-Lite 
3 3/4 |b. | 41/2 Ib. 21/4\b. | 21/2 Ib. Industrial Regular Grind-A-Lite 


BE SURE TO SPECIFY TYPE AND HOLE SIZE — DISCS PACKED 25 TO A CARTON. 
Slitted Discs, and also with cut out slots are available on request 


Special Disc Available: 2. For Non-Ferrus Materials all the Standard Disc can be 
1. 91/8” octagonal (8 sided) disc are available in any supplied with Silicon Carbide Grain. To order suffix type 
type. by Sil. Carb. 
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CIRCULAR WIRE WHEELS 


If Arbor 
Hole Other 
Than Standard 
Is Required 
Suffix Size 
Or Arbor 
Number 
Below 


Packed one to a box 


Suggested 
Use 


Tire Buffing 


General Buffing 
Tube Buffing 
General Work 
General Work 
General Work 
General Work 


ADAPTORS FOR SIOUX 
WIRE WHEEL BRUSHES 


Cat. No. 451, No. 451-A and No. 455 
wire brushes can only be supplied with 
adaptor with % inch hole thru 1 inch 
hole. No. 452, No. 453 and No, 454 
can be supplied with adaptor with holes 
in all sizes listed below. 


Adaptor No. 419........ 1/2" Hole Adaptor No. 428...... 1 3/8’ Hole 

— he — b  Riareeitegs ae ne Adaptor No. 429...... 11/2” Hole 
aptor No. 423........ "" Hole 

Adaptor No. 424........ 7/8” Hole For No. 449 

Adaptor No. 425.......... 1” Hole 


Adaptor No. 426...... 1 1/8” Hole 
Adaptor No. 427...... 1 1/4” Hole 


SIOUX 
WIRE WHEELS 


Designed for SIOUX valve 
cleaner. Knotted type. 


Packed one to a box 


No. Size Dia. Arbor Hole 


462 Quick Change 6” 1” 
463 Quick Change 7 Si i 


464 Quick Change 8” 1 
*465 Quick Change 6” Fi 
*466 Quick Change 6” ay? 


* Nos. 465 and 466 — Same Type as Cat. No. 451 but with Keyway Arbor 
as illustrated above. 
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WIRE WHEEL BRUSHES 


KNOT TYPE 
WIRE WHEELS 


High brush flexibility, for 
cleaning heavy scale, rubber de- 
posits, welding preparation. 


Packed one to a box 


Size Dia. 
& Width Wire Size Arbor Hole 


6” x 1/2” .014 1/2” 
4a” x 1/2" 014 1/2” 
a” x 1” 012 1/2" 
6” x 1/2” “012 5/8” 
6” x 1/2” 014 5/8” 
7” x 5/8" 012 5/8” 
8" x 5/8” 012 5/8” 


CUP OR TORQUE BRUSHES 


These torque or cup shape brush- 
es are for body repair, removing 
paint, scale or corrosion, cleaning 
welded joints, etc. 


Packed one to a box 


Size Dia. Wire Size Standard Arbor 

31/2" | 5/8" 11 Thread 

5 3/4" : 5/8" 11 Thread 

5 3/4” i Spline 

Biya" A 5/8’’ 11 Thread 

5 3/4" ‘ 5/8” 11 Thread 

5 3/4” F Spline 
Use No. 948 3/8" Thread Bushing 5/8'’-11 Thread to 3/8’’-16 Thread 
for 3/8’’ Spindles. * Knot Type. 


CIRCULAR 
SECTIONAL 
WIRE WHEELS 


Packed one to a box 


Standard 
Arbor Hole 


1/2” 


Used With 
No. 443——Nylon tires. 
a es eeaeen tool or flexible shaft, for light brushing 
work. 
No. 446—Portable tool or several sections may be 
mounted on 6” bench grinder. 
No. 446-5/8—Same as above except with 5/8” hole. 
No. 446-2—Same as No. 446 except packed 2 to a box. 


STANDA 
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GRINDING WHEELS 
BENCH GRINDER 
ACCESSORIES 


WHEELS AVAILABLE 


Example of how to order—Select desired specification 
from each column: left to right: 


Example: 625XR16T 

® Use Aluminum Oxide (X) for: Steel, Welds, Snagging 
and Malleable Iron. Use Silicon Carbide (C) for: Cast 
Iron, Non-Ferrous Metals and Concrete. 

@® Use Medium (R) Grade for faster cutting. Use Hard 
(U) Grade for long wheel life. 

® Threaded insert in wheel 5/8”-11 (T) to be used with 
standard portable grinders. 


Diamond Point No. 1715 held in block for dressing wheels 
on all bench grinders. Gives a high accurate finish. 


No. 2043—Complete Diamond Dresser with diamond and 
block holder. 


No. 2043A—Block Holder only, less diamond. 


STRAIGHT & CONE WHEELS FOR 
HORIZONTAL AIR GRINDERS 


OTHER GRINDING WHEELS 


Straight 


Straight ' 
Cone 3/8" -24 
Straight Le" 
5/8" 


* Steel, Welds, Snagging and Annealed Malleable tron. 
+ Cast Iron, Unannealed Malleable Iron, Concrete, Terrazo, Brass Bronze, 
id Non-F Metal 


NO. 2062 PEDESTAL 


Pedestal with water pot and tool tray. 
Height 335/8", Top 113/8" x 
95/8", Base 161/4 x 131/4”. For 


all Sioux Bench Grinders. 


FLEXIBLE LIGHT WITH 
SHADE 
For No. 2017, 2024, 2050 or 2065 
Bench Grinders 
No. 2064—Flexible Light Complete 
with shade. Installation extra. 


QUICK CHANGE 
ADAPTOR 
No. 561—for 1/2” shaft. 


No. 561A—for 5/8” shaft. 
@ go” No. 561B—for 3/4” shaft. 


Quick Change Adaptor fits onto shaft of bench grinder; 
also permits special SIOUX knotted wire brush to be 
quickly reversed on shaft bringing up new cutting points. 


CHUCK 


No. 2379—1/2” Cap. 1/2”-20 Thread Chuck for right 
side of bench grinder to hold carbon cleaning brushes. 


No. Dia. | Thick | Hole Used With Grit Shape 
A-50 4 1/2 1/2 Shaft 60 Straight 
817-1/2 4 | 3/4 | 1/2 Shaft 36 Cup 

817-5/8 4 3/4 5/8 Sander 36 Cup 
818-1/2 4 3/4 1/2 Shaft 60 Cup 
818-5/8 4 3/4 5/8 | ___ Sander 60 Cup 

1184 4 3/4 1/2 Grinder 36 Straight 
1189 5 3/4 1/2 Grinder 36 Straight 
1194 6 1 5/8 Grinder 36 Straight 
1869A 6 1/2 1/2 Grinder 36 Straight 
1869B_|_—6 1/2 1/2 Grinder 60 Straight 
2006 6 3/4 1/2 Grinder 36 Straight 
2007 6 3/4 1/2 Grinder 46 Straight 
2009 6 3/4 1/2 Grinder [ 60 Straight 
2027 8 1 5/8 Grinder 36 Straight 
2028 8 1 5/8 Grinder 46 Straight 
2036 7 i 5/8 Grinder 36 Straight 
2037 7 1 5/8 Grinder 46 Straight 
2041 7 3/4 1/2 Grinder 36 Straight 
2042 7 3/4 1/2 Grinder 46 Straight 
2051 10 1 3/4 Grinder 46 Straight 
2052 10 1 3/4 Grinder 24 Straight 


SAFETY EYE SHIELD 


No. 2014—Eye Shield, size 6x8”, 
for 10 and 12” grinders. 


No. 2011—Pair Eye Shields for 
No. 2065 after Serial No. 43572. 


No. 2012-A — Replacement Glass 
for No. 2012. 


No. 2014-A — Replacement Glass 
for No. 2014. 


No. 2012—ye Shield, size 5x6” 
for 6”, 7” and 8” grinders 


HORIZONTAL BENCH STAND 


No. 1192—For No. 1190-5” and No. 1195-6” Portable 
Grinders. 
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SIOUX LUBRICANT 
No. 109—6 oz. can. Sioux Lubricant for Nos. 1490, 
1480, 1575, 1578 and 1579 Electric Drills. 
No. 109-2—-Same as 109 except 6 lb. can. 
No. 108—6 oz. can. Sioux Lubricant for Nos. 1695, 
1700, 1705, 1710, 1712 and 1770 Drivers and Nos. 1495, 
1510, 1525, 1537, 1540, 1541, 1485, 1550, 1560, 1570, 
Electric Drills, Electric Saws, Electric Impact Wrenches. 
No. 108-1—Same as 108 except 2 lb. can. 
No. 108-2—Same as 108 except 6 lb. can. 


GREASELESS SIOUX ABRASIVE LUBE 
No. 1332—1 lb. Stick. The Best Product for lubricating 
abrasive disc or other abrasive materials to prevent mate- 
rial from sticking to or capping over the top of grains. 
Makes for longer life, smoother and faster cutting. Non 
se aad contains no » Eats, oils, waxes or gteanck, 


SIOUX GREASE GUN 


No. 468 — Grease 
Gun. Used with 
Nos, 470, 471, 472, 
473, 474, 475, 476, 477, 478, 479, 480, 482, and Multi- 
assembly ‘angle tools. 


| No. 469—Grease nozzle to be used with 
No. 468 Grease Gun. 


SIOUX SPECIAL GREASE 


Extreme pressure grease for Sioux Impact Tool Mech- 
anism. 

No. 289—1'% ounce tube 

No. 289-1—1 2-lb. can 

No. 289-2—1 6-lb. can 


AIR TOOL LUBRICATION 


Sioux Air Lubricating Oil is especially designed for lu- 
brication of air tools. 

This oil has the quality of adhering to the air motor 
parts, thereby giving longer and better lubrication. The 
fact that Sioux Air Motor Oil prevents rust and resists 
atomization makes it an ideal air motor lubricant. 


No. 288-02—Sioux Air Motor Oil, 2 oz. 
No. 288—Sioux Air Motor Oil, 1/2 pint. 
No. 288-1—Sioux Air Motor Oil, 1 quart. 
No. 288-2—Sioux Air Motor Oil, 1 gallon. 


LUBRICANTS 
AND GREASE 


SIOUX LUBRICANT 


No. 121—Sioux Flexible Shaft Lubricant, 6 oz. 

No. 122—Sioux Lubricant for Angle Heads, 6 oz. 

1206—3 1/2 oz. ican, one filling for 1200 Polisher with 
spiral gears, Serial 15001 to 850002. 

1206-A—5 oz. can, one filling for 1200 Polisher with 
spiral gears, Serial 850003 and up, Serial A100 and 
up, and Serial B100 and Up, and 1209 Polisher with 
spiral gears, Serial all and B100 and Up. 

1206-B—2 oz. can, one filling for 1250, 1259, 1265, and 
1267 Sanders with spiral bevel gears. 

1206-1—2 lbs. Special lubricant for current model Sand- 
ers, and Polishers. 

1206-2—6 lbs. Special lubricant for current model Sand- 
ers, and Polishers. 

No. 1207—Sioux Lubricant for Spur Gear Nos. 1200 and 
1201 Polishers, Nos. 1250, 1255, 1260, 1265 and 1267 
Sanders, 2 1/2 oz. can. 

No. 1232—Sioux Special Grease for No’s. 4026, 4027, 
4028, 4029, 4030, 4031, 4032, 4033 Impact Wrenches, 
3 oz. can. 

No. 1232-1—Sioux Special Grease for No’s. 4026, 4027, 
on 4029, 4030, 4031, 4032, 4033 Impact Wrenches, 

: GAN. 


DIRECTIONS: The gear case should be cleaned out 
thoroughly before applying the new lubricant. Fill the 
gear case with the correct amount (See Chart) for Spe- 
cial Lubricant. This will leave room for expansion of the 
lubricant. 


Cat. No. 1200 Polisher, Serial No. 
bFGT 070.3 Mid (i a ee 12) 0] 0) 
850008 Bo “Wp ccsccwnsereeceseecscevs ae 
A100 & Up, & B100 & Up 

Cat. No. 1203 Polisher, Serial No. 

(AMI ‘Stic BUOD: (Se Wi: a -nncesacaneanetnissntnastnetnsesninicind 

Cat. No. 1209 Polisher, Serial No. 
All and BUOO: Se "Whpt cxcsvatecccncnesetncneweinene 

Cat. No. 1250 Sander, Serial No. 
ZOOON. 38e° NOPD cancacenceesiegssninecpsencdepsnnssncdsberipasnaceudens 
A100 & Up & B100 & Up ............... ron 

Cat. No. 1259 Sander, Serial No. All 

Cat. No. 1265 Sander, Serial No. 
ADSOOL, So MOD cevccsspecreeee ee eens eearererac 
A100 & Up & B100 & Up -..0.n.eeeeeeeeeteeteeeeee 

Cat. No. 1267 Sander, Serial No. 
POOL, Ber TOD! tect ca pcustee srean sack eeceat acca andeeucatess 
A100 .& Wip, .& BOO 8. Wop sccerccccccecesesce nex 

Cat. No. 1270 Sander-Grinder, Serial No. 

BA: ccesstnssarionnpecnbicrins séacieecen iniesidusspiniacnndanenpnnearieeeed 2 3/4 Oz. 


TUNE-UP KITS 


A complete tune up kit for Sioux Air Tools. Includes air motor vanes, gaskets, seals, ‘O”’ rings, valving, lubrication, in- 
structions and an exploded parts drawing for easy assembly. 


NO. 43900—For No’s. 303, 313, 314. 

NO. 43901—For No’s. 315, 316, 317, 318, 312, 312-B 
(Up to Serial B99). 

NO. 43902—For No’s. 320, 322. 

NO. 43903—For No’s. 470, 471, 473, 474. 


NO. 43904—For No’s. 472, 472-B, 475, 476, 477, 478 
(Up to Serial B99). 


NO. 43905—For No’s. 480, 481, 482. 
NO. 43906—For No’s. 501, 502. 

NO. 43907—For No’s. 505 (All Types). 
NO. 43908—For No’s. 532 (All Types). 
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NO. 43909—For No’s. 1238, 1285, 1287. 


NO. 43910—For No’s. 1450, 1451, 1452, 1453, 1454, 
1458. 


NO. 43911—For No’s. V5121, V5131, V5141, V5221, 
V5231, V5241. 


NO. 43912—For No’s. 293, 294, 295, 493, 494, 495. 
NO. 43913—For No’s. 478, 479 (Serials B100 & Up) 


NO. 43914—For No’s. 312, 312B, 317, 318 (Serial B100 
& Up) 


NO. 43915— For No’s. 475, 476, 477, 472, 472B. 
NO. 43916—For No’s. 315, 316 (Serials B100 & Up) 


STANDA 
WOR 


REPLACEMENT PARTS 
FOR SIOUX EQUIPMENT 


Belts Diamonds Grinding Wheels 
Catalog Serial Motor Switch Cord Grind- Chuck Chuck Pump | Grind- Right Left Right Remarks 
No. No. Brush No. No. ing Head Drive When ing End 
No. Head Shaft Used Wheel 
620 Up to No. 14434 Belt for 
17033 None 18178 | 18505 | 14410 14409 14406 | 14415 112 None 78E 81 25, 40, 50, Cycle 
=| ES | eee 
17034 
620 to None 18177 18505 | 14410 14409 14406 | 14415 112 None 78E 81 No. 14434 Belt for 
20381 25, 40, 50, Cycle 
20382 
620 to None 18353 18505 | 14410 | 14409 14406 | 14415 112 None 78E 81 No. 14434 Belt for 
50000 25, 40, 50, Cycle 
50001 
620 to None 18159 18505 | 14410 14409 14406 | 14415 112 None 78E 81 No. 14434 Belt for 
51866 25, 40, 50, Cycle 
622 All None 18163 18505 | 14405 14427 14408 | 144-05 112 None 78E 81 
——$—————— 
622N All None 18159 18505 | 14419 14401 14402 14403 112 None 78E 81 
624 All None 18201 18402 14410 14409 | 14406 112 None 78E None 
SS ee ee ee 
645 Up to 
34999 None 18353 18505 | 14400 14401 14402 14403 1715) 1715 78E 81 
35000 
645 ee None- 18353 18505 14453 14401 14445 | 14403 1715 1715) 78E 81 
> @__§} + sa _  _—_-—._ orm oT 
35217 
645 4 . None 18353 18505 | 14453 14401 14445 | 14401 1715 1715 78E 81 
645 40001 
pe a ee | | | ee ee so en 
Ele ie 
30001 
650 ons None 18177 18505 14410 14409 14406 | 14415 112 None 78E 81 
650 33994 
Up None 18353 18505 | 14410 14409 14406 | 14415 112 None 78E 81 
655 All None 18163 18505 14405 14427 14408 | 144-05 112 657-361 78E 81 
See) See SE Ee 
657 No. 14434 Belt for 
Alt None 18163 18505 14410 | 14409 | 14406 14415 112 657-361 78E 81 25, 40, 50, Cycle 
660 10565 No. 14410 Belt for 
Up None 18353 18505 14435 | 14409 | 14406 | 14415 12 None 78E 81 25, 40, 5, Cycle 
661 $661 Uses Belt 
662-663 All None 18163 18505 14432 | 14443 | 14446 | 14447 112 657-361 78E 81 No. 14417 


No. 14438 Belt for 


* 90° Valves. No. 
664 All None 18353 | 18505 14436 | 14409 | 14445 | 14415 112 None 78E 81 169 for 667-SP 


Specify Serial No. 


682 Up to 
600 None 18163 18570 14418 14420 14421 14443 1715-A 1715-A 178R 181 
#14455 for 
682 on None 18163 | 18570 | 14440 | 14441 | 14421 | 14443 | 1715-A | 1715-A | 178R | 181 v re ee 
11/4” Chuck 
SSS 5854468662505 5504... SeeEe.SSjaqqjqjqqQFeeT 
a N 144-05 Belt 
5 ) 0. - e 
620-UN 20381 18002 18177 * #14428 | 14409 14406 14415 112 None 78E 81 Motor to — Pulley 
Incl. 
- N 144-05 Belt 
iy 0 0. . 
620-UN 50006 18002 18353 * *14428 | 14409 14406 14415 112 None 78E 81 Motor to Pulley 
Incl. 
620-UN 50001 No. 144-05 Belt 
Up 18002 18159 * *14428 | 14409 14406 14415 112 None 78E 81 Motor to Pulley 
622-UN No. 144-05 Belt 
All 18002 18163 be 14448 14427 14408 | 144-05 112 None 78E 81 Motor to Pulley 
{| = = | ass 
622-N- No. 144-05 Belt 
UN All 18002 18159 * 14407 14401 | 144-00 | 144-12 112 None T78E 81 Motor to Pulley 
tf il) rn 
645-UN No. 14431 _ Belt 
All 18002 18159 * 14407 14401 | 144-00 | 144-12 1715 1715 78E 81 Motor to Pulley 
655-UN No. 144-05 Belt 
All 18002 18163 * 14448 14427 14408 | 144-05 112 657-361 78E 81 Motor to Pulley 
657-UN No. 144-05 Belt 
All 18002 18353 L 14428 14409 14406 14415 112 657-361 78E 81 Motor to Pulley 
Un to Ser. 457 
661-UN . se Switc! 
662.663 *All 18003 18163 * 14412 14417 14446 14444 112 657-361 78E 81 No. 18353 
No. 144-05 Belt 
14462 14458 
685L All None 18190 18411 14450 14459 None 14462 678 a715 184 189 
a ( ( ( i ee es i EEE 
+ Per Pair. * Furnish Catalog, Serial and Model Number when ordering parts. ¢ Refer to Remark Column. 
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MOTOR INFORMATION 


DRILLS AND PORTABLE ELECTRIC TOOLS 


Are equipped with Universal Motors. These will work 
on any cycle (60 or less) and direct current for voltage 
specified. “Standard 115 or 230 volt.” Also available in 
240 or 250 volt, at same price. 

115 volt shipped on all orders unless otherwise specified. 
Not made in 3 phase. 


VALVE GRINDING MACHINES — SHAFTS 
AND BENCH GRINDERS 


Are equipped with either capacitor or split phase start, 
induction run motors. These will operate only on voltage 
and cycle as specified. “Standard 115 or 230 volt, 50 
or 60 cycle.” Three phase available for 220 volt and over 
except on 685L. 115 volt, 60 cycle, single phase shipped 
on all orders unless otherwise specified. 

No. 682 machine is shipped 230 volt, 60 cycle, single 
phase. 

Special voltages and cycles extra price. 


ELECTRIC AND AIR TOOLS 


SOLD ONLY BY AUTHORIZED DISTRIBUTORS 


Prices Are Net To User and Are Subject To Change Without Notice 
We Reserve The Right To Change Design Of The Tools Illustrated In This Catalog 


AIR TOOLS 


Sioux air tools are manufactured with the same atten- 
tion to precision, which is a trade mark of Sioux electric 
tools. 

Air line lubricators, filters, and regulators, are the big 
three which control air tool maintenance cost. 

1. The proper amount of quality air motor oil is of 
prime importance to air motors. It is not sufficient 
to squirt oil into the air tool twice daily, except for 
intermittent air tool service. 

2. An air filter placed with the lubricator at the air 
outlet to the tool will collect moisture, line scale, 
and prevent washing away lubrication; thereby, 
preventing rust and corrosion. 

3. Controlled air pressure. There is false security in 
maintaining excessive air pressure at air tools. Sioux 
air tools, unless otherwise specified, are designed to 
operate at 90 P.S.I. with maximum efficiency and 
longer life. Pressures in excess of this increase main- 
tenance cost. Low air pressure reduces the efficiency 
of air tools. At 70 P.S.I. the efficiency is about 30 
per cent lower than at 90 P.S.I. 


VV VVVV VV VV VV VV VV VV VV VV LV VV VV LLLP VV VV 
y 


GUARANTEE 


All Sioux Tools are carefully inspected be- 
fore shipment. 


We guarantee to replace any part of a 
tool found by us to be defective due to 
faulty material or workmanship and which 
has not been misused or carelessly handled. 
The complete tool or part must be return- 
ed to our factory or authorized service 
center, transportation charges prepaid. We 
decline responsibility where repairs have 
been made or attempted by others. No 
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IMPORTANT 


When ordering Replacement Parts for any Sioux Tool, 
be sure to specify Catalog Number and Serial Number 


of the Tool for which the parts are wanted. 


AUTHORIZED SERVICE CENTERS 


Authorized, completely equipped Service Centers 
are located in most principal cities. See next page 
for name and location of Service Center or Branch 


most convenient to you. 


SIOUX PORTABLE ELECTRIC TOOLS ARE APPROVED BY NATIONAL UNDERWRITERS 
LABORATORIES — CANADIAN STANDARDS ASSOCIATION 


EASTERN BRANCH, HIGHWAY 7 & LANESVILLE ROAD, NEW MILFORD, CONN. 06776 


CANADIAN WAREHOUSE: 115 THORNCLIFFE PARK DRIVE, LEASIDE, TORONTO 17, ONT., CANADA 
SIOUX TOOLS INC. 


2801-2999 FLOYD BOULEVARD 


SIOUX CITY, IOWA 51102 
PRINTED IN U.S.A. 


AUTHORIZED SIOUX 
SERVICE CENTERS 


The authorized SIOUX Service Centers listed below use only genuine SIOUX parts. They are equipped 
with factory jigs and fixtures and workmen are factory trained. They render warranty services and are so 
located that they are no more than 12 hours from any locality in the United States. Satisfaction guaranteed. 


FACTORY OWNED AND OPERATED WAREHOUSE AND SERVICE CENTER 
SIOUX TOOLS INC. 
Highway 7 & Lanesville Rd. @ New Milford, Conn. 


Atlanta, Georgia 30313 -.....20.22222....- 249 Alexander St., N.W. ......::2:c::cccccecececceeceeeeeeeseees Tool Service Company 
Birmingham, Alabama 35233 .......... LTTS' 4th Avenue SO), n.ncccconsesennesnosneanmmaniieeascess Power Tool Service, Inc. 
Buffalo, New York 14211-00202... 614 Winslow Street ...22.222.2..ecccececeeeeceeceeeeceteeee ee United Electric Motors 
Charlotte, N.C. 28208 ......0.0..220.....-- S820 “Tiickaseeged Rid), cccsespccccenteeneteecrts ceeceveissacsanncass Power Tool Service 
Chicago, Illinois 60607 .................... 835 W. Washington Blvd, ........22222..20e ee Master Electric Service Co. 
Cincinnati, Ohio 45225 _.._2..... 2861 Sidney Avenue —.2.0..02...0..c0cece cece Electric Motor Service Co. 
Cleveland, Ohio 44114 00... 3734 Payne Avenue .0.0..2.....c.cccecccceeeeeeeeeeeeeeeees Electrical Tool Service Co. 
Dallas, Texas 75207 W022... 2707S: UiNARE BWW, cdoccsceceen cuore wnsacneresscecssvsecteavas Commercial Parts, Inc. 
Denver, Colorado 80216 .................- 4995 Colorado: BIG. ....1ccccc-nccosececccsssestsuascessoustevecearsssesuess C. W. Silver Co. 
Detroit, Michigan 48223 _......... 13541 Auburn -...02222222.-22 cece Nu-Matic Tool Repair and Parts Co. 
Fresno; Galiforiia 93721 scccsscanccx Be9O0 UnyO Street sccasasges seni csc sececseeacenctenetenneedennceceniandeenteareeauves Kimmerle Bros. 
Greensboro, N.C. 27402. ....0...2........- SO? Wutimaii. St; cesses eens cece rps Power Tool Service 
Harrisburg, Pennsylvania 17111 ...... 1298 So. 28th St., P.O. Box 4097 _........... Morrison Equipment Company 
Houston, Texas: 77002) ccs cc-ccarcsornssine 1021. No; San Jacinto iSt:. ...-ccecasscnscenceteace Hydraulic Equipment Service 
Indianapolis, Indiana 46204 _........... WOO] INe@: WhinOis Sty seeccectesseensaiiznantaveesueyeen Electric Tool & Motor Service 
Jackson, Mississippi 39207 ................ BIO SG; PROSE ss. ccccmocerniudenerensmenen Burkett’s Electric Motor Service 
Kansas City, Missouri 64108 _......... 1615, Dak Street o0c.nccecccceccerocenccdersevecsetansn Becker Electric & Tool Service 
Los Angeles, California 90007 ........ POO S01 TA) a soceac de ntsstst cswanpotentaceotaterebosincoueeorceuecenuecssvoe Kimmerle Bros. 
Louisville, Kentucky 40204 ~............. COT Loam Street: ..ccccac:ccccqccetacaessecennensesneenens Electric Tool Service Corp. 
Memphis, Tennessee 38104 _............. BL? POREE Sty. aceite cree soe tanwnse: Southern Electric Company 
Miami, Florida 33137 _......-.--- DIE NOW. 54th Str6 et, cccnc.ccccsseesccccssatvsessesectsestecevte Nieman- Wilson, Inc. 
Minneapolis, Minn. 55407 _.......... 3508 Chicago Avenue So, ........-..2:.-cescceeceeseeeseeeeeees Deko Factory Service 
Nashville, Pern, 37208) cecaccenser 120-15th Avenue No, ...-.-cc:ccsseecessccesctecestecenie! Charles M. Stone Company 
New Orleans, La. 70150 ..........0...... O21, A Walia St soso ssopceeeecernre ca Beerman Precision Machine Works 
Oakland, California 94606 -__........... 1211-19th Avenue —00..22..2eecceee cece Dealers Tool Service Company 
Oklahoma City, Oklahoma 73125 ..515 South Broadway —..0...0.0.2..--:c10cececeeeeees Hydraulic Equipment Co. 
Phoenix, Arizona 85014 ..................-- 1326 East Indian School Road ......2.2.2222-2--212-fe-eee2e-000-+ Gleri’s Tool Service 
Portland, Oregon 97204 .............--.-- 22.0) SWN, First AVE: ssccsscc creat teeta ociiet Charles H. Day Company 
Richmond, Virginia 23230 _............ B20 NGHOIMSL,, enceaansen ceed Roy’s Electric Motor Service 
Salt Lake City, Utah 84102 ............ BDO) West: tht: SOU cts tact teeter scneasecreeeweeeed C. W. Silver Company, Inc. 
Sioux City, Iowa 51102 .................... AT: Floyd, BING, .-ncc:-c-cccreensccceseareseanecenceeerentaoracecnaran’ Sioux Tool Service Co. 
St. Louis, Missouri 63103 ................ POR? WioGust BIG accep cee ecececerctce wesc uerereseeeeed Gerlach Electric Service Co. 
Spokane, Washington 99210 ............ N. 1301, Washington Av@, <cccacecencsccccec K & N Electric Motors, Inc. 
Tulsa, Oklahoma 74110 ..................- 2423 BE. Adimital Blvd. -_.......cc.ccsscseeccsenesseqeneetenen Hydraulic Equipment Co. 

Winston-Salem, North Carolina 
27101 1017 Ivy Ave. . -Power Tool Service 
Calgary, Alberta, CANADA ............ O27 Vth, Ave: Sioa: ccesetnacenceoceiscstsoedseemenscettcenteadcinestatited Del’s Electric Ltd. 
Vancouver 10, B.C., GANADA ...... OO West (Bthy Av@y xcs cence seeenatoreceite, Armature Electric Company 
Montreal 28, Quebec, CANADA ....2185 Hampton Ave. (NDG)—Corner Western ........ Instrument P heat 
ervice 


Toronto, Scarborough, Ontario 17, 
GAINAND AS eareveesecncencnnemcinapacrnenexarine 13.5: “ONDE PA svn ntonctcversncdameccsamexctcanmerttemceenond Sioux Tools Service 
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sioux TOOT ® 


STANDARD THE WORLD OVER 


2801-2999 FLOYD BOULEVARD « SIOUX CITY, IOWA 51102 


